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Dear customer 

Thank you for purchasing this product. 

For optimum performance and safety, please read these instructions carefully. 

Before connecting, operating or adjusting this product, please read the instructions completely. 
Please keep this manual for future reference. 



VIDEO 

RAM 



DIGITAL AUDIO ^ |rECORDER| |_M_B_B— ^ 



HIGH-DEFINITION MULTIMEDIA INTERFACE W W W ^ ^ 



Region number supported by this unit 


Region numbers are allocated to DVD players and DVD-Video according to where they are sold. 
•The region number of this unit is "1". 

•The unit will play DVDs marked with labels containing "1" or "ALL". 


Example: 

SI \ 


§0 



If you liave any questions contact 

1-800-211 -PAN A(7262) 



The warranty can be found on page 87. 



La referenda rapida en espahol se encuentra en la pagina 88-91 . 
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Precautions 



CAUTION! 

THIS PRODUCT UTILIZES A LASER. 
USE OF CONTROLS OR ADJUSTMENTS OR 
PERFORMANCE OF PROCEDURES OTHER THAN THOSE 
SPECIFIED HEREIN MAY RESULT IN HAZARDOUS 
RADIATION EXPOSURE. 

DO NOT OPEN COVERS AND DO NOT REPAIR YOURSELF. 
REFER SERVICING TO QUALIFIED PERSONNEL. 



WARNING: 

TO REDUCE THE RISK OF FIRE, ELECTRIC SHOCK OR 
PRODUCT DAMAGE, 

• DO NOT EXPOSE THIS APPARATUS TO RAIN, MOISTURE, 
DRIPPING OR SPLASHING AND THAT NO OBJECTS 
FILLED WITH LIQUIDS, SUCH AS VASES, SHALL BE 
PLACED ON THE APPARATUS. 

• USE ONLYTHE RECOMMENDED ACCESSORIES. 

• DO NOT REMOVE THE COVER (OR BACK); THERE ARE NO 
USER SERVICEABLE PARTS INSIDE. REFER SERVICING 
TO QUALIFIED SERVICE PERSONNEL. 



CAUTION! 

DO NOT INSTALL OR PLACE THIS UNIT IN A BOOKCASE, 
BUILT-IN CABINET OR IN ANOTHER CONFINED SPACE. 
ENSURE THE UNIT IS WELL VENTILATED. TO PREVENT 
RISK OF ELECTRIC SHOCK OR FIRE HAZARD DUE TO 
OVERHEATING, ENSURE THAT CURTAINS AND ANY OTHER 
MATERIALS DO NOT OBSTRUCT THE VENTILATION VENTS. 



CAUTION 





CAUTION: TO REDUCE THE RISK OF ELECTRIC 
SHOCK, DO NOT REMOVE SCREWS. 
NO USER-SERVICEABLE PARTS 
INSIDE. 

REFER SERVICING TO QUALIFIED 
SERVICE PERSONNEL. 



A 
A 



The lightning flash with arrowhead symbol, within 
an equilateral triangle, is intended to alert the user 
to the presence of uninsulated "dangerous voltage" 
within the product's enclosure that may be of suffi- 
cient magnitude to constitute a risk of electric shock 
to persons. 

The exclamation point within an equilateral triangle 
is intended to alert the user to the presence of 
important operating and maintenance (servicing) 
instructions in the literature accompanying the ap- 
pliance. 



CAUTION 

Danger of explosion if battery is incorrectly replaced. 
Replace only with the same or equivalent type recommended 
by the manufacturer. Dispose of used batteries according to 
the manufacturer's instructions. 



The socket outlet shall be installed near the equipment and 
easily accessible. The mains plug of the power supply cord shall 
remain readily operable. To completely disconnect this apparatus 
from the AC Mains, disconnect the power supply cord plug from 
AC receptacle. 



FCC Note: 

This equipment has been tested and found to comply with the 
limits for a Class B digital device, pursuant to Part 15 of the 
FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference in a residential 
installation. This equipment generates, uses, and can radiate 
radio frequency energy and, if not installed and used in 
accordance with the instructions, may cause harmful interference 
to radio communications. However, there is no guarantee that 
interference will not occur in a particular installation. If this 
equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off 
and on, the user is encouraged to try to correct the interference 
by one or more of the following measures: 

• Reorient or relocate the receiving antenna. 

• Increase the separation between the equipment and receiver. 
•Connect the equipment into an outlet on a circuit different from 

that to which the receiver is connected. 
•Consult the dealer or an experienced radio/TV technician for 
help. 

FCC Caution: To assure continued compliance, follow the 
attached installation instructions and use only shielded interface 
cables when connecting to peripheral devices. 
Any changes or modifications not expressly approved by the 
party responsible for compliance could void the user's authority 
to operate this equipment. 

This device complies with Part 15 of the FCC Rules. Operation 
is subject to the following two conditions: (1 ) This device may 
not cause harmful interference, and (2) this device must accept 
any interference received, including interference that may cause 
undesired operation. 

Declaration of Conformity 
Trade Name: Panasonic 
Model No.: DMR-EA38V 

Responsible Party: 

Panasonic Corporation of North America 
One Panasonic Way 
Secaucus, NJ 07094 

Support Contact: 

Panasonic Consumer Electronics Company 
Telephone No.: 1-800-211-7262 



DANGER - 


VISIBLE AND INVISIBLE LASER 
RADIATION WHEN OPEN. AVOID DIRECT 
EXPOSURE TO BEAM. fda21 CFR/ciass ib 


CAUTION - 


CLASS 3B VISIBLE AND INVISIBLE LASER RADIATION WHEN OPEN. 
AVOID EXPOSURE TO THE BEAM. IEC60825-1 +A2/Class 3B 


ATTENTION- 


RAYONNEMENT LASER VISIBLE ET INVISIBLE, CLASSE 3B, EN 
CAS D'OUVERTURE. EVITER UNE EXPOSITION AU FAISCEAU. 


FORSIGTIG- 


SYNLIG OG USYNLIG LASERSTRALING KLASSE 3B, NAR LAGET 
ER ABENT UNDGA at BLIVE UDSAT FOR STRALEN. 


VARO - 


AVATTAESSA OLET ALTTIINA LUOKAN 3B nakyvaa ja nakymatonta 
LASERSATEILYA. varo altistumista sateelle. 


VARNING- 


KLASS 3B SYNLIG OCH OSYNLIG LASERSTRALNING NAR DENNA 

del Ar oppnad. undvik exponering for strAlen. 


VORSICHT- 


SICHTBARE UND UNSICHTBARE LASERSTRAHLUNG KLASSE 3B, 
WENN ABDECKUNG GEOFFNET NICHT DEM STRAHL AUSSETZEN. 








e-A^mrcD. ^i^n^cDu^^;L^■^<rc:^l^o vqlij7o 



(Inside of product) 
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IMPORTANT SAFETY INSTRUCTIONS 




Read these operating instructions carefully before using the unit. Follow the 
listed below. Keep these operating instructions handy for future reference. 

1) Read these instructions. 1 

2) Keep these instructions. 

3) Heed all warnings. 

4) Follow all instructions. ^ 

5) Do not use this apparatus near water. ^ 

6) Clean only with dry cloth. 

7) Do not block any ventilation openings. Install in accordance with 
the manufacturer's instructions. 

8) Do not install near any heat sources such as radiators, heat 1 
registers, stoves, or other apparatus (including amplifiers) that 
produce heat. ^ 

9) Do not defeat the safety purpose of the polarized or grounding-type 
plug. A polarized plug has two blades with one wider than the other. 
A grounding-type plug has two blades and a third grounding prong. 
The wide blade or the third prong are provided for your safety. If the 
provided plug does not fit into your outlet, consult an electrician for 
replacement of the obsolete outlet. 



safety instructions on the unit and the applicable safety instructions 

0) Protect the power cord from being walked on or pinched 
particularly at plugs, convenience receptacles, and the point where 
they exit from the apparatus. 

1) Only use attachments/accessories specified by the manufacturer. 

2) Use only with the cart, stand, tripod, bracket, or table 
specified by the manufacturer, or sold with the 
apparatus. When a cart is used, use caution when 
moving the cart/apparatus combination to avoid 
injury from tip-over. 

3) Unplug this apparatus during lightning storms or when unused for 
long periods of time. 

4) Refer all servicing to qualified service personnel. Servicing is 
required when the apparatus has been damaged in any way, such 
as power-supply cord or plug is damaged, liquid has been spilled 
or objects have fallen into the apparatus, the apparatus has been 
exposed to rain or moisture, does not operate normally, or has 
been dropped. 




Unit Care 



The precision parts in the unit are readily affected by the 
environment, especially temperature, humidity, and dust. Cigarette 
smoke also can cause malfunction or breakdown. 



'oil 1 ^.11 









• Do not place the unit on amplifiers 
or equipment that may become hot 
The heat can damage the unit. 

•The unit should not be installed 
or operated near large magnets 
or electromagnetic devices. Such 
devices can damage pre-recorded 
VHS recordings. 

• Do not place any heavy objects on top of the unit. 

•The unit should not be mounted in a vertical position. It's designed 
to operate in the horizontal position. 

• Before moving the unit, ensure the disc tray and cassette 
compartment are empty. Failure to do so will risk severely 
damaging the disc, tape and the unit. 



■ Cautions about condensation 

Condensation can cause unreliable playback of recordings. 
Condensation may form in the following cases, 

•The unit is brought from cold surroundings into a well-heated room. 
•The unit is suddenly brought from cool surroundings, such as an air- 
conditioned room or car, to a place which is hot and humid. 
• During rainy seasons. 

In any of the above-mentioned conditions, do not operate the unit for at 
least 2 hours. The unit is not equipped with a moisture sensor. 



■ IVIaintenance 

To clean the unit 

Wipe with a soft, dry cloth. 

• Never use alcohol, thinner or benzine to clean the unit. 

• Before using chemically treated cloth, carefully read the instructions 
that came with the cloth. 

To clean the DVD lens 

Dust and dirt may adhere to the unit's lens over time, possibly making it 
impossible to record or play discs. 

Use the DVD lens cleaner about once every year, depending on 
frequency of use and the operating environment. 
Carefully read the lens cleaner's instructions before use. 

DVD lens cleaner: RP-CL720PP 
To clean the video heads 

Dirt on the video heads can cause poor recording and play. 

If the picture does not improve, use a head-cleaning cassette. If the 

problem persists, seek advice from a qualified service person. 

Head-cleaning cassette: NV-TCL30PT 



■ When the unit is not to be used for a long time 

To save power, unplug the AC power supply cord from the household AC outlet. The unit consumes a small amount of power even when it is turned off. 



Standby power consumption 





Front Display 57) 


Automatic 


Bright 


Quick Start 53) 


On 


Approx. 13.3 W 


Approx. 13.3 W 


Off 


Approx. 1 .3 W 


Approx. 3.1 W 
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Accessories 




Please check and identify the supplied accessories. Use numbers indicated in parentheses when asking for 
replacement parts. 

(Product numbers correct as of December 2007. These may be subject to change.) 
To order accessories, refer to "Accessory Purchases" on page 87. 





□ 2 Batteries for remote control 



□ 1 Audio/video cable (K2KA2BA00003) 



□ 1 Remote control (N2QAYB000212) 



□ 1 Set Top Box Control cable 
(K2ZZ02C00008) 



□ 1 AC power supply cord (K2CB2CB00018) 
• For use with this unit only. Do not use it 
with other equipment. Also, do not use 
cords for other equipment with this unit. 



Product Registration Card 

Please complete and return the included product registration card, or register via the Internet at: http://www.prodreg.com/panasonic/ 



Remote Control Information 



About batteries 

• Insert so the poles (+ and -) match those in the remote control. 

• Do not use rechargeable type batteries. 




Using the remote control 

Aim at the sensor, avoiding obstacles, up to a maximum range of 
7 m (23 feet) directly in front of the unit. 



R6/LR6, AA 

• Do not mix old and new batteries. 

• Do not use different types at the same time. 

• Do not heat or expose to flame. 

• Do not leave the battery(ies) in an automobile exposed to direct 
sunlight for a long period of time with doors and windows closed. 

• Do not take apart or short circuit. 

• Do not attempt to recharge alkaline or manganese batteries. 

• Do not use batteries if the covering has been peeled off. 
Mishandling of batteries can cause electrolyte leakage which can 
damage items the fluid contacts and may cause a fire. 

Remove if the remote control is not going to be used for a long period 
of time. Store in a cool, dark place. 
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Control Reference Guide 



Main Unit 



Remote Control 
signal sensor 



Cassette 
compartment 



O 00© 9 



Disc tray 



IN 2 TSVIDEO VIDEO L/MONO-AUDIO-R 



The unit's display 



T 



RECMODE REC 



|^set(B) dv in h-IH] 




Opening 
the front panel 







Pull down. 





O Cassette eject button 13) 

0 Disc tray open/close button 13) 

© Stop button (-> 14, 15, 16) 

O Play/x 1.3 button (^14,15) 

© Input select button 16) 

© Recording mode button 16) 

O Recording button 16) 

© DVD/VHS POWER on/off button 

((!)/! POWER) 10) 

• Press to switch the unit from on to standby mode or vice 
versa. In the standby mode, the unit is still consuming a small 
amount of power. 
© IN2 input terminals (^26) 



® DVDA/HS drive indicator (-> 14, 15) 

• Lights when the DVD or VHS drive is selected. 

0 Drive select button 14, 15) 

• Drive changes each time you press [DRIVE SELECT]. 

© Reset button 74) 

© DV IN terminal (for a digital video 

camcorder) 27) 

© SD card slot 13) 

© USB port 13) 

© One touch copying operation button 

• From VHS to DVD 18) 

• From DVD to VHS 19) 



The Unit's Display 




O Recording indicator 

© Main display section 

© Tape indicator 

© Progressive indicator 

This indicator lights up when you select "24p" in "Progressive/ 
24p"(^51). 



© Scheduled recording indicator 17) 

On: 

When a scheduled recording program is registered and a 

recordable disc or tape is inserted. 

Flashes: 

The scheduled recording indicator flashes when the unit cannot 
go to scheduled recording standby (e.g. there is no disc or tape, 
etc). It does not flash if Quick Start is off. 
© Disc indicator 

This indicator lights up when a disc that is supported by this unit 
is inserted. 
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o 

©- 



© 



o 

0- 



1 



DVD/VHS 

POWER i^TV 



POWER 
®] 

DRIVE 
SELECT 



-a 



WIDEO 

o 



+ 

VOL 



i^ PUTSELE O 



JlLQJiBH 

■PSLOW/SEARCH 



-SKIP/INDEX- -REW FF-' 



STOP 



PAUSE 
II 



PLAY 



TIME SUP/*" JET REW CMSKj^ 




XAUDIO DISPLAY mPlk SETUP/- 



REC RECMODE FRec STATUS 



O Turn the unit on or off (^10) 

Q Select drive (DVD, VHS, SD or USB) 1 4, 1 5, 31 , 32) 

O Select channels and recording numbers etc./ 

Enter numbers (^28) 

O Cancel/Reset the tape counter 

© Basic operations for recording and play 

© Skip the specified time/ 

Jet rewind button 29, 34) 

O Direct Navigator (^28) 

© Selection/OK, Frame-by-frame (^29) 

© Show sub menu 30, 40) 

(D Select audio 29, 35) 

[A] for Recordings screen 28) 

0 Show DVD on-screen menu 50) 

[B] for Album View screen (^32) 

® Start recording (^16) 

® Change recording mode 16) 

® Transmission window 

© TV and Set Top Box operations 61 ) 

© Channel select/TRACKING/V-LOCK 16, 35) 

© Input select (INI, IN2, DV) (^ 16,26) 

© Sub channel access for digital broadcasts 

© Delete items (^20) 

® Skip 1 minute fonA/ard (^29) 

® Show scheduled recording list (^ 17) 

© Show FUNCTIONS window (-> 37) 

© Return to previous screen 

© Show setup menu (^52) 

© Create chapters (^ 29) 

© Show status messages (^36) 

© Start Flexible Recording (^ 24) 



Rear Panel 



:7\ 



E3 



© 




O 

© 
© 

o 

© 

© 



AC IN— = Power supply Q 

Cooling fan 0 

Set Top Box Control terminal (-^ 8) 

HDMI AV OUT terminal 9, 65) © 

AUDIO/VIDEO output terminals (D 

(DVD/VHS COMMON OUT) 8, 9, 63-65) ® 

AUDIO/VIDEO input terminals {■¥ 8) 



S VIDEO input terminal 
AUDIO/VIDEO output terminals 

(DVD PRIORITY OUT) 63-65) 

S VIDEO output terminal {■¥ 63) 

DIGITAL AUDIO OUT terminal 65) 

COMPONENT VIDEO OUT terminals 64) 



Basic Connection 



Connecting to a Television and a Set Top Box 



• Consult your set top box provider about the appropriate set top box to use. 

• Additional coaxial cable and audio/video (AV) cable are required. 



Note: The terminals on the rear of your TV and set top box may not appear as shown 
below. Please read terminal labels carefully to ensure correct connections. 



To a household AC 
outlet 

(AC120V, 60 Hz) 



AUDIO IN VIDEO 
R L IN 



VHF/UHF 
RFIN 



i 



(o) Co) 



)EOi]ib- 



Red White Yellow 



Rear of TV 



T ^ y 



step 



step 



step 

Q 



Rear of this unit 



Tnr 



E3 



AC IN' 



Red White Yellow 




— ■- 

















DVD/VHS COMMON OUT 




Step 

©•The Set Top Box Control cable 
is necessary for operating a set 
top box with this unit's remote 
control. 

• Place the Set Top Box Control 
cable in front of the signal 
sensor of the set top box. 

Read the set top box operating 
instructions regarding positioning 
of the signal sensor. 




If necessary, use the double sided 
adhesive tape (included) to secure the Set 
Top Box Control cable to a flat surface. 



I 

Step 

o 



■ 










Red White Yellow 




T ^ y 

step 



Cable from the wall 
or satellite antenna 



Red White Yellow 



AUDIO OUT VIDEO 
R L OUT 



RFIN/ 
SATELLITE I 



o 

RF^T 



Rear of set top box 




O 75 Q coaxial cable from the wall or satellite antenna to the "RF IN" or "SATELLITE IN" on 
the set top box. 

0 75 Q coaxial cable from the "RF OUT" on the set top box to the "VHF/UHF RF IN" on the 
TV. 

O Audio/video cable (included) from the "DVDA/HS COMMON OUT" on the unit to the "AV 
IN" on the TV 

O Audio/video cable from the "AV OUT" on the set top box to the "IN1" on the unit. 

0 Connect the Set Top Box Control cable (included) to the back of this unit. 

© Install the Set Top Box Control cable (included) in front of the set top box. 

O AC power supply cord (included) from the "AC IN~" on the unit to a household AC outlet. 
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• You can enjoy high-quality picture and audio by adding the HDMI cable connection between this unit and your TV 
as shown on page 8 and by doing the following. 



Connecting to a TV with an HDM\ (High Definition l\/lulti media Interface) Cable 



When connected to an HDMI compatible unit, an uncompressed digital audio and video signal is transmitted, 
enabling you to enjoy high quality digital video and audio with just one cable. When connecting to an HDMI- 
compatible HDTV (High Definition Television), the output can be switched to 1080p, 10801 or 720p HD video. 



Regarding "HDAVI Control" function 

When connecting with a Panasonic TV (VIERA) or a receiver equipped with "HDAVI Control" function, linked 
operations are possible. 38, Linked Operations with the TV (VIERA Link™ "HDAVI Control™")] 

• Please use HIGH SPEED HDMI cables that have the HDMI logo (as shown on the cover). 

It is recommended that you use Panasonic's HDMI cable. 

Recommended part number: RP-CDHG1 0 (1 .0 m/3.3 ft.), RP-CDHG1 5 (1 .5 m/4.9 ft.), 
RP-CDHG20 (2.0 m/6.6 ft.), RP-CDHG30 (3.0 m/9.8 ft.), RP-CDHG50 (5.0 m/16.4 ft.), etc. 

• Non-HDMI-compliant cables cannot be used. 



Rear of TV 



nUIVII IIM AUDIO IN VIDEO 

© © @) 

£-6-6- 



Red White Yellow 



HDMI cable 
{not included) 



Audio/video cable 
(included) 




Red White Yellow 



R-AL" " 



^AUDIO-L VIDEO 
0^ 0j 



Rear of this unit 

• Set "HDMI Priority" and "HDMI Audio Output" to "On" (^ 59, 60). (The default setting is "On".) 



Notes 

• If connecting to equipment that is only compatible with 2 channels output, audio with 3 channels or more will be 
down-mixed (^ 84) and output as 2 channels (some discs cannot be down-mixed). 

• For display units compatible with HDCP (High bandwidth Digital Content Protection) that are equipped with a 
digital DVI input terminal (PC monitors, etc.): 

Depending on the unit, images may not display properly or at all when connecting with a DVI/HDMI switching cable 
(audio cannot be output). 

• Usually you can watch video from HDMI input on TV. When you want to play back VHS while recording on DVD, 
switch to input 1 on TV. 
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Setting the Set Top Box Control and Clock 



Preparation: 

• Turn on the television and select the appropriate 
video input to suit the connections to the unit 
(example: AV input, etc.). 

• When using the set top box, make sure it is turned 
on. 

• These are the first settings you make upon buying 
the unit. You don't need to make these settings again. 




o 



© 



DVD/VHS 

POWER 




to turn the unit on. 

•"HELLO" appears on the unit's display. 

•When this unit is connected to a Panasonic TV (VIERA) 

supporting HDAVI Control 3 via an HDMI cable 9), it 

acquires the setting information from the TV. 

When the Quick Start Setting screen appears below. 

Step 4) 



Language: 

A, T to select, then 

•When the Quick Start Setting screen 
appears after this step below. Step 4) 



Frangais 



Press OK 
Pulse OK 
Appuyersur OK 



TV Aspect Ratio: 
A,Tto select "4:3 TV" or "16:9 
Widescreen TV", then 

• When connecting to a 4:3 standard aspect TV: 
Select "4:3 TV". 

• When connecting to a 16:9 widescreen TV: 
Select "16:9 Widescreen TV". 




Quick Start Function: 
A, T to select "On" or "Off", 
then 



Quick start Setting 

The unit can be turned on faster, in about 
1 second. Please note that Quick Start 
mode slightly increases power 
consumption when the unit is off. 
(See Operation Instructions for details) 
Turn Quick Start on ? 




OK 




Set Top Box Control Settings: 
A, T to select "Yes", 



B (Set Top Box) IR Settings 



This unit can control your STB 
(Set Top Box ) , wlien connected to Ih 
input using the Set Top Box Controi ca 
Start setup now? 



then (V) 



3 



• If you do not control your set top box with this unit: 
Select "No". 

The unit then displays "Set Clock Manually" screen 12, Step 
10). 



DVD/VHS 

POWER 




SELECT 

□ 



-TV- 
POWER 

Wj 
MIDEO 
□ 



o 
A 

OH 

V 



+ 

VOL 



TRACKING/V-LOCK 



1 2 3 



4 5° 6 



o 
A 

OH 

V 



3 SJ mi 



1 INPUT SELECT 



[SB 



DELETE 



PRESET 



^SLOW /S EARCH 

-SKIP/INDEX- -REW FF- 




© Tips 



• "Quick Start" function 53) 

If you set Quick Start to on, you 
can start recording to DVD-RAM 
about 1 second after you press 
[C!) DVDA/HS POWER] to turn the 
unit on and then sequentially press 
[• REC]. 

The following happens when you have 
selected "On". 

-Power consunnption in standby nnode 
increases because power is supplied 
to the unit. 

To view programs from the set top 
box. 

• If the TV is not directly connected to 
the set top box, then turn on this unit 
in the following cases: 

-"Quick Start" is "Off" 

-"Quick Start" is "On" with this unit 

being connected to the TV via a 

connponent or HDMI cable. 

• To zoonn in on video 

1. Press [SUBMENU]. 

2. Press [A,T] to select "Zoonn In", 
then press [OK]. 

To return to the previous screen 

Press [RETURN]. 
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© 




1 STB (Set Top Box) Type 




1 




1 




1 





STB (Set Top Box) IR Settings: 
A, T to select an item, 

then (oK^ 

STB (Set Top Box) Type 

- Select the service being used. 
Brand Name 

- Select the set top box brand. 
You can also use [ \« ] or [ I 

Max. CH digits 

- Select the maximum number of channel digits to be entered in 
your set top box. [This must not be selected when "Converter 
Box" is selected for "STB (Set Top Box) Type".] 

OK Key Operation 

- Select whether or not the selected channel is confirmed by 
pressing OK in accordance with your set top box. 



] to view other pages. 



tS Tips 



To return to the previous screen 

Press [RETURN]. 



O A, T to select "Test", then ^ 

- Confirmation screen appears. 



© 



© 




The correct operation of the Set Top Box 
Control cable is checked. Enter a channel 
that can be received by your set top box. 

^, ► to select a position in 
which the channel is entered 
and A, T to set the number, 

then foK 




-You can also use numbered buttons. 





STB (Set Top Box) IR Settings 

Completed testing the / IR codes. 
Has the STB channel changed the number you 



Confirmation screen appears. 

A, T to select the item, 
then 

Yes, try other channels 

- Even if this unit can select a channel 
on the set top box, it is recommended to select "Yes, try other 
channels" and verify whether or not other channels can be 
selected and properly controlled. Step 8) 

Yes, complete setup 

- Exits the Set Top Box Control setting screen. 
No, try another code 

- Select this option when there are channels that | 
cannot be selected. 

If channels cannot be selected as set, 
then "Yes, start over again" or "No, exit" 
will be displayed. 

"Yes, start over again" : Returns to Step 6. 
Set the channels again. 

"No, exit" : The set top box is not controlled with this unit. 

If any channel cannot be selected, then this unit cannot properly 
control the set top box. 




Setting the Set Top Box Control and Clock 



® Set Clock Manually: 

^, ► to select the item you want 
to change. 



[E D B Q 19 



A, T to change the setting. 

- Repeat steps 10-1 1 to change other items. 



® to confirm new date and 
time. 

-The clock starts. 



Notes 

•Time Zone 

EST (Eastern Standard Time) = GMT -5 

CST (Central Standard Time) = GMT -6 

MST (Mountain Standard Time) = GMT -7 

PST (Pacific Standard Time) = GMT -8 

AST (Alaska Standard Time) = GMT -9 

HST (Hawaii Standard Time) = GMT - 1 0 
For other areas: xx hr 

• DST (Daylight Saving Time) 

If you select "On", the clock is advanced one hour beginning at 
2 a.m. on the second Sunday in March and ending at 2 a.m. on the 
first Sunday in November. 

Set the DST period manually when it varies according to regions 
(^ below). 

To set the DST period manually 

1. Press [SETUP]. 

2. Press [A, T] to select "Setup" then press [►]. 

3. Press [A, T] to select "Clock Settings" then press [OK]. 

4. Press [A, T] to select "Set the time change dates for DST" then 
press [OK]. 

5. Press [A, T ^, ►] to set the "Month", "Day", "Hour", and 
"Minute" then press [OK]. 



Set the time change dates for DST 



Acquiring tlie setting information from 
theTV(VIERA) 



If this unit is connected to a Panasonic TV (VIERA) 
supporting HDAVI Control 3 via an HDMI cable, then 
the setting information on the TV is acquired by this unit 
when the unit is turned on for the first time. 

•Acquires the following information from the TV (VIERA). 

- Language 

- TV Aspect 

- Closed caption 

The language setting screen may be displayed 
depending on the usage environment. Press [A, T] to 
select language, then press [OK]. 

When the settings are complete, the Set Top Box Control 
Setting screen is displayed 10, Step 5). 



[u^ Notes 

•Acquisition of the setting information is not supported by all 

Panasonic TVs (VIERA). 
•The acquisition may take some time depending on the VIERA 

setting information. 



Reinitializes the 
settings. 
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Media Handling 



Inserting Discs 



OPEN/CLOSE 



^ to open the tray. 



- Insert a disc. 

- Press [A OPEN/CLOSE] again to close the tray. 




Insert label-up. 



\^ Notes 

• When using 8 cm (3") DVD-RAM or 8 cm (3") DVD-R, 
remove the disc from the cartridge. 

• It is not possible to record or play continuously from one 
side of a double sided disc to the other. You will need to 
eject the disc and turn it over. 

• The unit may take some time to respond to OPEN/CLOSE]. 



Inserting a Video Cassette 



Insert a cassette. 

-The unit turns on automatically. 




To eject: 

From the main unit: 



EJECT 



-The unit turns on automatically. 



or 

From the remote control 



DRIVE 
SELECT 



to select the VHS drive. 



STOP 



Press and hold for 3 or 
^ more seconds. 



Video Cassette Information 

• Break off the video cassette's tab to 
prevent accidental erasure. Cover the 
hole with a double layer of adhesive 
tape when you want to use the video Tab 
cassette for recording again. 

• You can use video cassettes with the VHS and S-VHS 
marks, but the unit is unable to make full use of the 
characteristics of S-VHS video cassettes. 



Inserting USB memory 



You can insert the USB memory directly into the USB port. 
Preparation 

Before inserting any USB memory to this unit, ensure that 
the data stored in it has been backed up. 



Opening 

the front panel 




Inserting the USB memory 

Check the orientation of the USB 
connector and insert it straight in. 




Pull down. 



Removing the USB memory 

Complete all USB memory-related operations and pull the 
USB memory straight out. 

When "uSb"(USB) is flashing on the unit's display, do not 
turn off the unit or remove the USB memory. 



1^ Notes 

• There are few USB memory devices that cannot be connected. 

• Some USB devices inserted into this unit may cause this 
unit to stop operating. Such USB devices cannot be used 
on this unit. 

• Confirm that "uSb"(USB) appears on the unit's display when 
a compatible USB memory is inserted while stopped. 

• If a USB memory being accessed is pulled out, then the 
data may be damaged. 



Inserting an SD Card 



Opening 

the front panel 



Inserting the card 




Press on the center of 
the card until it clicks 
into place. 



Pull down. 




Insert the card label up with 
the cut-off corner on the right. 



If you are using a miniSD 
card/microSD card, 
insert it into the card 
adaptor that comes with 
the card. 

Insert and remove this 
adaptor from the unit. 



□ 



D 




Removing the card 

Press on the center of the card and pull it straight out. 



Notes 

When "SD" is flashing or when copying a picture or 
displaying the Album in the SD card, do not turn off the 
unit or remove the SD card. 
Such action may result in malfunction or loss of the 
card's contents. 
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Playback 



Playing a Disc 



Refer to "Advanced Disc Playback" 28-29) for detailed information on 
playback of discs. 

^ ^ 

Preparation: 

Turn on the television and select the appropriate video input to suit the 
connections to this unit (example: AV input, etc.). 

A DVD/VHS 

to turn the unit on. 

, Oj) -"HELLO" appears on the unit's display 




DRIVE 
SELECT 



to select the DVD drive. 

-The DVD indicator lights up on the unit. 



© 



OPEN/CLOSE 



to open the tray (Button located on front of the unit). 

-Insert a disc. 




o 
PLAY 



TV 



-The tray closes and play begins. 



Stopping Play 

Press [■ STOP]. 

-The stopped position is memorized. 

(Resume play function) 
-The stopped position is cleared 

when you press [■ STOP] 

two or more times, or press 

[A OPEN/CLOSE]. 



Pausing Play 

Press [II PAUSE]. 

- Press again to restart play. 




HE] 



TRACKING/V-LOCK 



O 

A 

OH 
V 



INPUT SELECT 



DELETE 



-RESET 



^SLOW /S EARCH 

^SKIP/INDEX ^ ^R FW FF^ 



STOP 



O 

PLAY 



VJ Tips 



Icons such as " EJJJI " indicate usable 
discs. Refer to pages 66 and 67. 



1^ Notes 

Playback starts from the most recent 
recording. 

•EQSQ 133 

Playback starts from the beginning of 
the disc. 

•The unit takes some time to read the disc 

before play starts. 
• Discs continue to rotate while menus are 

displayed. Press [■ STOP] when you 

finish to preserve the unit's motor and 

your television screen. 
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Playing a Video Cassette 



Refer to "Advanced Video Cassette Playback" 34-35) for detailed 
information on playback of video cassette. 

Preparation: 

Turn on the television and select the appropriate video input to suit the 
connections to this unit (example: AV input, etc.). 

"^^""dvd/vhs 

to turn the unit on. 

OJj -"HELLO" appears on the unit's display. 



DRIVE 
SELECT 





Cl^ to select the VHS drive. 

^ - The VHS indicator lights up on the unit. 




Insert a cassette. 

- Play starts automatically if you insert a cassette with the 
accidental erasure tab removed. 




o 
PLAY 



TV 



J 



stopping Play 

Press [■ STOP]. 



Pausing Play 

Press [II PAUSE]. 

- Press again to restart play. 



1 2 3 



TRACKING/V-LOCK 



4 5° 6 



o 
A 

OH 

V 



ZJ L8J 19J"[ 



n INPUT SELECT 



CANCEL 
* 



DELETE 



-RESET 



r-SLOW/SEARCH 



-SKIP/INDEX- 



R FW FF^ 



o 
PLAY 



U] Tips 



Icons such as " ESJJI " indicate usable 
discs. Refer to pages 66 and 67. 



Notes 

• Tapes are autonnatically rewound once 
they reach the end (except during 
scheduled recording, fast forwarding, 
etc.). 

• Viewing pause or using slow playback 
in VP nnode nnay result in a distorted 
innage. 

• You nnay have to adjust the tracking 
for tapes recorded on other VCRs 

35). In Sonne cases, the picture 
quality nnay still be inferior; this is due 
to fornnat constraints. 



©J 
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Recording Set Top Box Programs 



Refer to "Important Notes for Recording" 21) and "Advanced Recording" 
22-24) for detailed information on recording. 



Preparation: 

• Turn on the television and select the appropriate video input to suit the 
connections to this unit (example: AV input, etc.). 

• When using the set top box, make sure it is turned on. 

• laafll If the disc is protected, release protection 47). 

• OSS Ensure accidental erasure tab is intact. 



DVD/VHS 
A POWER 




to turn the unit on. 

-"HELLO" appears on the unit's display. 



Or 



( DRIVE 
SELECT 



© 



to select the drive (DVD or VHS). 



Insert a disc or VHS cassette. 

- Insert a disc or VHS cassette with enough remaining blank space 
(r> 13). 



When the set top box is controlled with this unit: 

TRACK/vLocK \q seloct deslred channel. 



o 
A 

OH 

V 



or 

When the set top box is not controlled with this unit: 

^ iNpyisELECT to select "IN1" or "IN2". 

-Select a channel on the connected equipment 

■> 

^ RECMODE 

w to select the recording mode. 

- Recording mode should be determined by program length and 
available time on selected media 22) 




Recording mode 



Remaining time 



ITdvd/vhs 

I POWER 



(®) 



DRIVE 
SELECT 

□ 



-TV- 

POWER 

rV/VIDEO 



o 
A 

CH 

V 



+ 

VOL 



1 2 



_ REC 

w ^^^to Start recording. 



\{\\\\\\ I 

/_!■/_/ LI. U / o 



Pausing Recording 

Press [I I PAUSE]. 

- Press again to restart recording. 



Stopping Recording 

Press [■ STOP]. 
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CANCEL 



0 



TRACKING/V-LOCK 
I 



O 

A 

OH 
V 



IN PUT SELE CT 



UbLbIb 



PRESET 

BE 



-SKIP/INDEX - 



-SLOW/SEARCH 



-REW FF- 











o 


STOP 




PAUSE 




PLAY 


■ 




II 




► 



TIMESLIP/^JETREW 

o, 




© Tips 



Icons such as " CHJI " indicate usable 
discs. Refer to pages 66 and 67. 



Notes 

It takes about 30 seconds for the unit 
to connplete recording nnanagennent 
infornnation after recording finishes. 

• You cannot change the channel or 
recording nnode during recording. 

• Sinnultaneous recording to both DVD 
and VHS is not possible. 
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Scheduled Recording 



Refer to "Advanced Scheduled Recording" 25) for detailed information on 
scheduled recording. 



^ ^ 

Preparation: 

• Turn on the television and select the appropriate video input to suit the 
connections to this unit (example: AV input, etc.). 

• When using the set top box, make sure the set top box is turned on. 

• lajfll If the disc is protected, release protection 47). 

• OSS Ensure accidental erasure tab is intact. 

• Insert a disc or VHS cassette with enough remaining blank space. 

• Confirm that the clock on the unit's display is set to the correct time. 




A, T to select "New Scheduled Recording", 
then fo^ 




► to move through the items and A, T to 
set the items. 

Channel/Input -TV Station/External Input 

When the set top box is controlled with this unit: 
Press the numbered buttons to set the channel. 
To enter a channel using the keypad: 

1. Press [SUBMENU]. 

2. Press [A, T] to select "Show Keypad", then press [OK]. 

3. Press [A, T, <, ►] to select a character, then press 
[OK]. 

4. Press [■ STOP] when you've finished entering text. 
To preview the channel for scheduled recording: 

1. Press [SUBMENU]. 

2. Press [A, T] to select "IR Test", then press [OK]. 
When the set top box is not controlled with this unit: 
Select the input to which the set top box is connected and 
set a channel on connected equipment before scheduled 
recording starts. 

Date/Frequency -You can set a daily or weekly program. 
On (start time) / Off (end time) 

- Hold button to change in 30-minute increments. 
Drive -DVD or VHS 

Mode - Recording mode, see page 22 

Name (only for discs) 

- Press [OK], see 
page 37. 

Preview of selected 

To delete all items channel 

1. Press [SUBMENU]. 

2. Press [A, T] to select "Delete", then press [OK]. 

v. 

G^^-^ - Repeat steps 2-4 to program other recordings. 
DVD/VHS 

when you have finished programming. 

PJl^ - "®" lights on the unit's display. 

-Scheduled recording can be started only when the 
unit is turned off. 





TRACKING/V-LOCK 



o 
A 

CH 

V 



1 1NPUT SELECT 



DELETE 



-RESET ^SLOW/SEARCH 
-SKIP/INDEX- -REW FF- 











o 


STOP 




PAUSE 




PLAY 


■ 




II 




► 



riMESLIP/^^JETREW 




RETURN 



Icons such as " CHJI " indicate usable 
discs. Refer to pages 66 and 67. 

Notes 

• To prevent recording errors: 

Set a scheduled recording period slightly 
longer than the actual program (to make 
sure the program is recorded in full). 

• Be sure to perfornn step 5 before the 
scheduled recording tinne. When the 
unit is turned off, "©" lights on the 
unit's display to indicate scheduled 
recording standby has been activated. 

• "©" flashes when the unit cannot go to 
scheduled recording standby, (e.g., a 
recordable disc is not in the disc tray) 
It does not flash if Quick Start is off. 

• When scheduled recordings are set 
to start one innnnediately after another, 
the unit cannot record the beginning 
of the later progrann. 

• If two scheduled recording times overlap, 
the recording that started first always has 
priority. The second recording will start 
only after the first recording has finished. 

• Scheduled recording cannot be 
executed on both DVD and VHS 
drives at the sanne tinne. 

• When starting tinne for a scheduled 
recording is the sanne, the recording 
that you progrannnned later has priority. 

• Depending on the Daylight Savings 

Tinne (DST) settings for this unit, ^ 
scheduled recordings nnay be (17 
affected when the seasons change. vH^^ 
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Copying Recordings 



Copying Recordings (VHS ^ DVD) 



When copying begins, the VHS tape is played back starting at the tape's 
current position, and recorded to the disc. 



Preparation: 

• Turn on the television and select the appropriate video input to suit the 
connections to this unit (example: AV input, etc.). 

• laafll If the disc is protected, release protection 47). 

• Insert a disc with enough space for recording. 

• Set the DVD recording mode (determined by program length and 
available time on selected media ^ 22). 

• Insert the VHS tape containing the program to be copied. Stop the tape 
at the point where you want to start copying from. 




On the main unit 

o 



While both DVD and VHS are stopped 

Press and hold for about 

vHs(o^op^'>) DVD 3 seconds. 



L4JL5^ 
EE) 
@[Q]E][ 



COPYING indicator 

6l|v 



INPUT SELECT 



DELETE 



-RESET 



-SKIP/INDEX - 



-SLOW/SEARCH 



FF- 



-R DL 




-RW(V) 




+R DL 



REC 

to copy and automatically finalize 

^ when done (see page 49 for more information on finalizing). 
- If you press [■ STOP], you can cancel copying. 



- or - 



o 
PLAY 



to copy without finalizing. 

If you press [■ STOP], you can cancel copying. 




- COPY will appear in the unit's display when the copying process begins. 

- Copying is automatically completed when the tape reaches its end or the 
disc becomes full. 

© Tips 

• Additional navigation 

You can begin the sanne kind of copy by using COPY Navigator. Use the operations listed 
below instead of step 1 shown above. 

1. Press [FUNCTIONS]. 

2. Press [A, T] to select "Copy" then press [OK]. 
COPY Navigator screen appears. 

3. Press [A, T] to select "VHS to DVD" then press [OK]. 

• Segmenting a recording to be copied 

When copying fronn VHS to DVD, recordings on the DVD are divided according to index 
signals detected on the tape. 

-Recordings that are too short nnay not be divided correctly. 

-The tinne it takes to record nnay become longer than the original recording depending on the 
number of index signals. 
•To cancel copying in the middle 
Press [■ STOP]. 

-You can also press and hold [RETURN] for about 3 or more seconds to cancel copying in 
the middle. 

However, you cannot stop finalizing after it has started. 
•When copying multilingual broadcast program 

Before starting copy, try playing the VHS and pressing [AUDIO], and then select audio track 
that you want to copy. Audio can also be switched during copy. 
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o 
PLAY 



FIMESLIP/^JETREW CM SKIP 




© Tips 



• Icons such as " " indicate 
usable discs. Refer to pages 66 
and 67. 



Notes 

• if copying doesn't complete due to 
shortage of remaining time, disc 
space, or other reasons, finalizing 
won't start. 

• When copying doesn't start, the 
"COPYING" indicator on the main unit 
blinks for about 7 seconds. Check if 
the unit is properly prepared. 

• If a part of a tape recorded in VP 
mode is copied to disc, noise may 
appear at the beginning of the copied 
part. 
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Copying Recordings (DVD ^ VHS) 



All recordings on the disc are automatically copied onto the tape. 
If you start copying when the resume function is activated, the DVD is copied 
from the beginning of the recording where you previously stopped. To copy a 
whole disc, press [■ STOP] to deactivate it before copying 14). 



tzTMl Ezt EzUn EzVUihf EzVUkHzW WSzt H:lill WSzM -> PHEI 

Finalized discs or DVD-Video cannot be copied on this unit. 



Preparation: 

• Turn on the television and select the appropriate video input to suit the 
connections to this unit (example: AV input, etc.). 

• OSS Ensure accidental erasure tab is intact 13). 

• Insert a VHS tape with enough space for recording. Stop the tape at the 
point where you want to start copying to. 

• Select the VHS recording mode 22). 

• Set "HDMI Output Display Aspect" to "Full" (-> 59). 
(The default setting is "Full".) 

• Insert the disc containing the recording to be copied. 



On the main unit 




COPYING indicator 



© Tips 



Icons such as " CHJI " indicate usable 
discs. Refer to pages 66 and 67. 



Notes 

• When copying doesn't start, the 
"COPYING" indicator on the main unit 
blinks for about 7 seconds. Check if 
the unit is properly prepared. 




VHS 




Press and hold for about 3 seconds. 

i>] DVD - COPY will appear in the unit's display when the 
copying process begins. 
- Copying automatically stops when playback of the 
disc finishes or the tape reaches its end. 



© Tips 



• Additional navigation 

You can begin the same kind of copy by using COPY Navigator. Use the operations listed 
below instead of step shown above. 

1. Press [FUNCTIONS]. 

2. Press [A, T] to select "Copy" then press [OK]. 
Copy Navigator screen appears. 

3. Press [A, T] to select "DVD to VHS" then press [OK]. 

•When you start copying from the selected recording 

1 . Press [DRIVE SELECT] to select the DVD drive. 

2. Press [DIRECT NAVIGATOR]. 

When the Album View screen is displayed, press [A] to switch to the Recordings 
screen. 

3. Press [A, T, <, ►] to select the recording you want to start, then press [OK]. 

4. Go to step of "Copying Recordings (DVD ^ VHS)" shown above. 

• Index signals are automatically recorded on the tape according to the division of recordings 
on the DVD [^ 34, VHS Index Search System (VISS)]. 

•To cancel copying in the middle 
Press [■ STOP]. 

-You can also press and hold [RETURN] for about 3 or more seconds to cancel copying in 
the middle. 
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Deleting Recordings 



Important: Once deleted, contents cannot be recovered. 
Preparation: 

• Turn on the television and select the appropriate video input to suit the 
connections to this unit (example: AV input, etc.). 

• Insert the disc containing the recording to be deleted, 
•laafll If the disc is protected, release protection 47). 



Delete Navigator 



-R DL 




-RW(V) 




+R DL 



DRIVE 
SELECT 



to select the DVD drive. 



With the unit stopped 





© A, T to select "Delete" 
then(^ 

Mifivm When the Album View screen is 
displayed, press [ A ] to switch to the 
Recordings screen. 



DELETE Navigator Recordings 



^j.,=.. (gjgygnyiEi^y [iiJSelect Previous Next 



o 



A, T, ^, ► to select the recording, then Q\ 




© ^ to select "Delete", then 




OK 



O) Tips 



To return to the previous screen 

Press [RETURN]. 

To view other pages 

Press [A, T, <, ►] to select "Previous" or "Next", then press [OK]. 
•You can also press [ \<M , ►►! ] to view other pages. 

l\/lultiple editing 

Select with [A, T, M, ►], then press [II PAUSE]. (Repeat.) 
•A checkmark appears. Press [I I PAUSE] again to cancel. 



Deleting Recordings During Playback 



-R DL 




-RW(V) 




+R DL 



© 



During playback 

DELETE 



© ^ to select "Delete" then 
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DVD/VHS 

POWER ^TV- 
POWER 

rVA/IDEO 

n 



DRIVE 
SELECT 

□ 



o 
A 

CH 

V 



+ 

VOL 



TRACKING/V-LOCK 



1 2 3 



o 
A 

CH 

V 



INPUT SELECT 



r 



DELETE 

* I [ J I II I I 

-RESET ^SLOW /S ^J^HTT " 

-SKIP/INDEX- -REW FF- 




RETURN 



CREATE 
DISPLAY CHAPTER SETUP 



[A] m □ C 

REC REG MODE FRec STATUS 



l^g^ Notes 

• You cannot delete while recording or 
copying. 

• 03 DDES DiiU Even if you have set 
protection on other equipnnent, such 
recordings are deleted. 



H Tips 



• Icons such as " EJJJH " indicate usable 
discs. Refer to pages 66 and 67. 

• isfiiJii Deleting an itenn increases the 
available disc space, for the annount 
of space taken up by the itenn being 
deleted. 

• ED BilSiS D3 Dii!l9 Available 
disc space does not increase after 
deletion. 

• ESEJHn Eil!!3 Available disc space 
increases when you delete the last 
recording (the recording space 
nnay increase slightly when other 
recordings are deleted). 
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Important Notes for Recording 



Recording of 
multilingual 
broadcasts 
from set top 
box 



Both Main and SAP audio are recorded. 

You can change the audio during playback 29, 35 
Changing Audio during Playback). 

Main SAP 



-R DL 




-RW(V) 


Da 


+R DL 



Hello 



Select both "Main" and "SAP" 



Select the Main or SAP audio before 
recording. 

The selected audio only is recorded. 
Main 



( Hello ){"" 



Select "Main" or "SAP" on the 
set top box. 




Recording of 

Widescreen 

broadcasts 



Copy-once 
Recording 



Recorded in 16:9 aspect (Widescreen) 



-R DL 




-RW(V) 


Da 


+R DL 



Recorded in 4:3 aspect 





• if you have a regular 4:3 aspect TV and you receive 16:9 aspect images, they will appear in the letterbox format 
84, Letterbox). 



• It is not possible to record digital broadcasts that allow "One time only recording" onto DVD-R, DVD-R DL, DVD-RW, 
+R, +R DL, +RW or 8 cm (3") DVD-RAM discs. Use the CPRM 84) compatible DVD-RAM 

U£1U CPRM compatible discs only 
•When purchasing discs, check that they support CPRM. 



-R DL 




-RW(V) 


Da 


+R DL 



H:IVI 



12 cm (5") 



Yes 



No 



Playing the 
disc on otiier 
DVD players 



sa 



-R DL 




-RW(V) 


Da 


+R DL 



The disc must be finalized after recording 49). 

All DVD-R, etc. discs recorded on this unit must be finalized before they can be played on other DVD players. Once 
finalized, DVD-R, etc. become "read-only" and can no longer be used for recording. DVD-RW can be reused after 
finalizing. 

Whether DL discs recorded on this unit can be played on other DVD players will depend entirely on the capabilities of 
that player. 100% compatibility is not guaranteed. 




Recording to 
DVD-R DL 
and +R DL 



B2£aJ ^® recommend you create the menu before playing a -i-RW disc on other equipment 49). 

DVD-RAM can be played back on Panasonic DVD recorders and DVD-RAM compatible DVD players. 



DVD-R DL and -i-R DL discs have two layers of recording surface on one side. 

• 0339 Recordings are divided when recording changes from the first layer to the second. Some images and audio 
may be lost at this point. 

• QjlSS Recordings continue through the layer change with only a slight pause similar to what you will see with 
commercial DVD-Video discs. Any recording exceeding 8 hours in length is automatically divided whether a layer 
change is required or not. 



DVD-R DL 




The second layer 



(Disc inner 
side) 



The available 
space 



Recording 3 



The first layer 



Recording 1 



Recording 2 ■ 



Layer change: 
Recording divided, 
some images and 
audio losL 



(Disc outer 
side) 



Recording/Playback direction 
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Advanced Recording 



DVD Recording Modes and Estimated Disc Recording Time 



Recording Mode 


DVD-RAM 


DVD-R,DVD-RW, 
+R, +RW 
(4.7 GB) 


DVD-R DL^^ 
+R DL''^(8.5 GB) 


Single-sided 
(4.7 GB) 


Double-sided"^^ 

.T^ \^ l—f j 


XP (High quality) 


1 hour 


2 hours 


1 hour 


\ nour 40 minutes 


SP (Standard play) 


2 hours 


4 hours 


2 hours 


3 hours 35 minutes 


LP (Long play) 


4 hours 


8 hours 


4 hours 


7 hours 10 minutes 


EP (Extra long play) 


8 (6^') hours 


16 (12^') hours 


8 (6^') hours 


14 hours 20 minutes 
(10 hours 45 minutes'"^) 


FR 

(Flexible Recording) 


8 hours maximum 


8 hours maximum 
for one side 


8 hours 
maximum 


14 hours 20 minutes 
maximum 



It is not possible to record or play continuously from one side of a 
double sided disc to the other. 

When "Recording Time in EP Mode" has been set to "EP-Extended 
Play (6H)" in the Setup menu 55). 

The sound quality is better when using "EP-Extended Play (6H)" 

than when using "EP-Extended Play (8H)". 

Refer to "Recording to DVD-R DL and +R DL" 21). 




FR (Flexible recording mode) 

Using "Flexible Recording" is convenient in these kinds of situations: 
-When the amount of free space on the disc makes selecting an 

appropriate recording mode difficult 
-When you want to record a long program with the best picture 

quality possible 

e.g., Recording a 90 minutes program to 4.7 GB DVD-RAM disc: 
- If you select XP mode, the program will not fit on one disc. 

A second disc is necessary for 
30 minutes of the program. 




- If you select SP mode, the program will fit on one disc. 



However there will be 30 minutes 
remaining disc space. 




Recording time 



- if you select "Flexible Recording" the program will fit on one 
disc perfectly. 



Notes 



•This unit uses variable bit rate (VBR) recording which varies the 
amount of data recorded to suit the images, so actual recording 
times and remaining recording times shown by the unit will 
be different. (B3EH E2il!i5 The difference will be especially 
noticeable.) Use a disc with plenty of remaining time to be sure. 

•When recording to DVD-RAM using EP (8H) mode, play may 
not be possible on DVD players, even if they are compatible with 
DVD-RAM. In this case use EP (6H) mode. 




You can set FR mode when programming scheduled recordings and 
flexible recording 24). 



B Tips 



Maximum number of recordings recorded to a disc 
liEJQ E3 Bil!i9 BiMISO 33 recordings on a disc 
03 n:ivi 49 recordings on a disc 



VHS Recording Modes and Estimated Recording Time 



Recording 
Mode 


Durations 


SP 


You can record the length shown on 
the tape. 


EP 


3 times the length of SP mode. 


VP 


5 times the length of SP mode. 


AUTO 


Automatically switches the recording 
mode to EP mode during a scheduled 
recording if there is not enough tape 
left to record the program in SP mode. 




22 



Notes 

• A tape recorded in VP mode by the unit cannot be played 
back by other VCRs. 

• It takes more time for automatic tracking to work when playing 
tapes recorded with VP mode, and it may not work at all with 
some tapes. Do tracking manually if this is the case 35). 



iB Tips 



• If the image quality is important to you or if you wish to store the 
tape for a long period, select "SP". 

•The unit can play tapes recorded in LP mode on other equipment. 

• AUTO Mode 

Scheduled recording 



1st program 
(30 min) 


2nd program (60 min) 








30 min at SP 


15 min 
at SP 


45 min 
at EP 





Video tape (e.g.: 60-minute cassette) 

-It is not possible to automatically activate VP mode. 
-The tape length must be set correctly 60, Select Tape 
Length). 

-Picture distortion may occur when SP switches to EP. 
-AUTO Mode may not function on some tapes. 
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When the format confirmation screen is 
dispiayed 



Important: 

Formatting permanently deletes all disc contents 
(including computer data), regardless of protection status 
of disc. 



IzhVit I 



-RW(V) 



The following screen may 
appear when inserting a new 
disc, etc. 

Only format the disc if you 
intend to use it for recording. 



Format 



This disc is not formatted properly. 
Do you want to format tlie 
disc in DVD IVIanagement? 



Yes 



No 



Do not format if you intend to 

view pre-recorded material from the disc. 



< to select "Yes", then 



Vj Tips 



• Refer to "Formatting Discs or Cards" 48) for more details on 
formatting. 

• It will take several minutes to format the disc. (DVD-RAM may take 
up to a maximum of 70 minutes.) 



When removing a recorded disc 



-R DL 




-RW(V) 




+R DL 



After recording, if you 
press [A OPEN/CLOSE] 
to eject the disc, the 
following screen may 
appear. 



izing is necessary to enable playback 
i disc on compatible DVD players 
finalized, recordings cannot be a 
I take approximately O minutes. Start? 

9 Press "REC" to start finalizing. 

^ Press the OPEN/CLOSE button to postpon||l 
finalizing. The disc can be played only om\ 
this unit. You can Finalize it later. 



REC 



^^^^ to start finalizing, 
or 

OPEN/CLOSE to eject the disc without 
finalizing. 



Notes 

You cannot stop finalizing once you have started it. 



^ Tips 

• If you want to provide the disc with a name or set play menu 
select, select "Disc Name" 47) or "Playback will start with:" 

49) in "DVD Management" before finalizing. 

• Refer to "Finalizing" 49) for more details about finalizing. 

• It will take a few minutes to finalize the disc, (some discs may take 
up to a maximum of 60 minutes.) 



Advanced Recording 



Specifying the Recording Time 



This function allows specifying the length of recording 
time up to 4 hours. 



During recording 

REC 

3^ repeatedly until the desired time 



is reached. 

-The recording time and the unit's display changes 
as follows: 

Counter (Cancel) OFF 0:30 OFF 1 :00 

T i 

OFF 4:00 OFF 1:30 
— OFF 3:00 < OFF 2:00 < 1 



Notes 

•This function does not work during scheduled recording or Flexible 
Recording. 

• Recording stops and the set time is cleared if you press [■ STOP]. 
•The unit turns off automatically when the time to stop recording is 
reached as long as you do not operate the unit. 



Flexible Recording 



The unit sets the best possible picture quality that fits the 
recording within the remaining disc space. 
The recording mode becomes FR mode. Refer to "FR 
(Flexible Recording)" 22). 



With the unit stopped 

FRec 



Flexible Recording 



I Set recording time 




© ^, ► to select "Hour" and "Min." 
and A, T to set the recording 
time. 



© 



When you want to start recording 

A, T, ^, ► to select "Start", 
then(o^ 

- Recording starts. 



£1 Tips 



To exit the screen 
Press [RETURN]. 
To stop recording partway 
Press [■ STOP]. 

To show the remaining recording time 

Press [STATUS] to show the rennaining recording tinne. 



Rennaining tinne 




Playing while you are recording 



• You can play DVD or VHS while recording to the other 
drive. The recording will not be affected 

-DVD playback 14) 
-VHS playback!^ 15) 

Notes 

• During playing while you are recording, you cannot edit or delete 
recordings. 

• You cannot play a tape with the DVD PRIORITY output ternninals 
or HDMI AV OUT ternninal while recording or nnaking a scheduled 
recording on a disc 63). 

• Closed captions will not appear during simultaneous recording and playback. 

• Use caution while operating the controls for playback. Pressing 
[■ STOP] when the recording device is selected will cancel the 
recording in progress. 



(^Chasing Playback 



CHJl Allows playback from the beginning of wtiat you are recording. 



When recording to DVD-RAIVI 

(at least 20 seconds after 
^ recording starts). 



o 
PLAY 



If the "Status Messages" in the Setup menu is 
set to "Automatic" 56), both "Play" and "Rec." 
indicators will be displayed on the status message 
screen for several seconds. 



Tips 

• To stop play 

Press [■ STOP] once. 

• To stop recording 

Press [■ STOP], at least 2 seconds after chasing playback stops. 

( ^Simultaneous Record and Playback 

^3SM Allows playback of a previous recording, while 
recording something else. 



^ When recording to DVD-RAM 




A, T, ► to select the 
recording to play, then 

- If the "Status Messages" in the Setup menu 
is set to "Automatic" 56), both "Play" and 
"Rec." indicators will be displayed on the status 
message screen for several seconds. 



© Tips 



To stop play 
Press [■ STOP]. 

To exit the DIRECT NAVIGATOR screen 

Press [DIRECT NAVIGATOR]. 
To stop recording 

After play stops 

1 .Press [DIRECT NAVIGATOR] to exit the screen. 
2. Press [■ STOP]. 
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Advanced Scheduled Recording 



To cancel a scheduled recording in 
progress 



r DRIVE 
SELECT 

w to select the drive. 



STOP 



— TV 
-Confirmation screen appears. 



< to select "Stop recording", 
then (V) 



Notes 

Recording stops and 'one-tinne' progranns are deleted fronn the 
Schedule List. Progranns scheduled to record 'Daily' and 'Weekly' 
rennain on the Schedule List and are set to begin at the next 
scheduled tinne. 



Check, Change, or Delete Programs 



The scheduled recording list can be viewed even when 
the unit is in "recording standby" mode. 



- See "Tips" right) for explanation of icons 
displayed. 

© A, T to select the program. 




OK 



to modify the program. 
A, T, ^, ► to make changes, 

then foT 




^ DELETE f,,,,„ 1 



SUBMENU , then to delete. 

-You cannot delete programs that are currently 
recording. 



Q DVD/VHS 



POWER -"©" lights on the unit's display. 




Notes 

• if the progrann schedule is changed by the TV station, then this 
unit will not be able to detect the change. 



© Tips 



You can enter up to 16 progranns a nnonth in advance. 




(a) Schedule List screen icons 
%\ Currently recording 

^ : Progranns are overlapped. Recording of the progrann with 
the later start tinne starts when the earlier progrann finishes 
recording. 

O: You stopped a weekly or daily scheduled recording. The 

icon disappears when the next scheduled recording starts. 

B : The disc was full, (not enough space) 

01: The TV progrann nnay not be recorded due to copy-protect, 
(disc) 

Recording stopped (Dirty disc, etc.) 



o 

© Check 

OK: 

^ (Date): 



Overlap: 



Recordable (disc) 

The last day of daily or weekly recording, (disc) 

It nnay not be possible to record because: 

-the disc is write-protected. 

-there is no nnore space left (disc). 

-the nunnber of possible recordings has reached its 

nnaxinnunn (disc). 
When the date and tinne overlap with another scheduled 
recording, only a part of the progrann can be recorded 
(disc). 

When the drive is set to VHS, is displayed. 



To release the unit from recording 
standby 

(Before recording starts) 



DVD/VHS 

POWER 




■ The unit turns on and "©" on the unit's 
display goes out. 



Be sure to press [c!) DVD/VHS POWER] to return the unit to standby 
nnode before the scheduled recording tinne. Scheduled recording will 
work only if "©" is displayed. 



©J 
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Recording from an External Device 



Recording from a VCR or a Set top box 
equipped with a Hard Drive, etc. 



Connect cables while the power to both the unit and the 
external device is off. 

Front of the unit 



'oil 1 nl [ 


□ 

1 A iflt A 1 









You can get a 
sharper, clearer 
picture by connecting 
with an S Video cable 
instead of the yellow 
video cable. 



N2 TSVIDEO VIDEO L/MONO-AUDIO-R 



i 



Yellow White Red 



S Video cable ■ 



J 



■ Audio/video 
cable 



Preparation: 

• Turn on the unit and connected equipnnent. 

• lajfll if the disc is protected, release protection 

47). 

• OSS Ensure accidental erasure tab is intact. 

• When recording multilingual broadcasts 21) 



O DRIVE 
PI to select the drive (DVD or 

^^VHS). 

Insert a disc or VHS cassette. 



RECMODE 



' — x>> to select the recording 
mode 22). 



o 



IN PUT SELE CT 



2 IN2 



3 DV 



© A,T to select "IN1" or "IN2", 
then 




26 



-If a program is recorded from a set top box 
equipped with a Hard Drive, etc., connected to 
IN1 on the rear, then select "IN1". 

-Front Panel inputs are IN2. 



© Tips 



• If the external equipnnent only has a single audio output, connect it 
to the L/MONO (white) IN2 ternninal. 



( Recording to DVD 



-R DL 




-RW(V) 


Da 


+R DL 



Perform steps 1-5 left. 



© Start play on an external device. 

O '-^^ to Start recording the 

program from an external device. 



( Recording to VHS 



Perform steps 1-5 left. 



o 
PLAY 



-^1^ to locate the point on the 
tape where you want to insert the 
recording. 



PAUSE 



iU^ when you reach that point. 



® '-^Cb to put the unit in recording 
standby. 

V 

Start play on the external device. 



PAUSE 



to start recording the 



program from the external device. 



© Tips 



To skip unwanted parts 

Press [II PAUSE] to pause recording. (Press again to restart 
recording.) 

To stop recording 
Press [■ STOP]. 



1^ Notes 

if video is copied fronn another piece of equipnnent to this unit, then 
the video quality will be degraded. 
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Recording from a DV Camcorder 



Connect the cable while the power to both the unit and 
the external device is off. 

Front of the unit 





1 

a 1 


1 □ 


1- 


□ 


D CJC3 











DV IN O [3 

^1- 



4-pin DV Cable 



Preparation: 

• Turn on the unit. 

• Insert a disc with enough remaining blank space. 



• If the disc is protected, release protection 
47). 



O Turn ON the DV equipment and 
pause play where you want to 
begin recording. 



DV connection detected. 
Start recording? 



I Cancel | 



OK^O 



When "DV camcorder connection" screen does not 
appear 

After perfornning step 1 above). 

1 . Press [DRIVE SELECT] to select the DVD drive. 
-External DV cannot be recorded to VHS. 

2. With the unit stopped 
Press [FUNCTIONS]. 

3. Press [A, T] to select "Other Functions" then press [OK]. 

4. Press [A, T] to select "DV Canncorder Rec." then press [OK]. 

You can proceed to step 4 right). 




REC MODE 



© ^— ^ to select the recording 
mode for the disc 22). 

V 

/ 

O ^ to select "Rec", 
then Co^ 




1^ Notes 

• If the desired audio is not recorded, select the kind of audio for 
"Select Audio Channel For DV Input" in the Setup nnenu 56). 

• EM Progranns are recorded as a single itenn; breaks in the 
innages create chapters. 

• Connpatibility with video canncorders fronn other nnanufacturers is 
not guaranteed. 

• It is not possible to operate the unit fronn the connected DV 
equipnnent. 

•The DV equipnnent nanne nnay not be shown correctly. 

• Date and tinne infornnation is not recorded, even if displayed on the 
canncorder. 

•The DV IN ternninal is not nneant to be connected to a connputer. 
•This unit uses a 4-pin "DV IN" connector; 

Your DV canncorder nnay use a 4-pin or 6-pin external connector. 

Please consult your DV canncorder's nnanufacturer to confirnn 

correct external connection. 
•You cannot record discs and play discs sinnultaneously. 

• If video is copied fronn another piece of equipnnent to this unit, 
then the video quality will be degraded. 




^ Tips 

When recording finishes 

The confirnnation screen appears. 

Press [OK] to finish DV canncorder recording. 

To stop recording 
Press [■ STOP]. 

The confirnnation screen appears. Press [OK]. 

• If the DV canncorder recording function does not work properly, 
check the connections and DV equipnnent settings, and turn the 
unit off and back on. If that does not work, follow the instructions 
for "Recording fronn a VCR or a Set top box equipped with a Hard 
Drive, etc." 26). 
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Advanced Disc Playback 



Zoom in on video 



During playback 

SUBMENU 



@ 



To zoom in: 

A, T to select "Zoom In", then 



Oj Tips 



To return the picture to its original size 

Press [A, T] to select "Zoonn out" in step 2, then press [OK]. 



IVIenu Screens on the TV 



DVD-V 



Generally, menu screens that appear on the TV may be 
navigated as follows: 

^ ~N 

A, T, ^, ► to select an item, then 

You can sometimes use the numbered buttons to 
select an item. 



VJ Tips 



To return to the menu screen 

Press [DIRECT NAVIGATOR]. 



© T, A, ► to select the 
recording you want to watch. 



then (oK^ 



l£) Tips 

To select the recording with the numbered buttons 

e.g., "5": [0]^ [5] 
"15": [1]^ [5] 

To view other pages 

Press [A, T, <, ►] to select "Previous" or "Next", then press [OK]. 
-You can also press [ \« , ►►! ] to view other pages. 

To exit the DIRECT NAVIGATOR screen 

Press [DIRECT NAVIGATOR]. 

DIRECT NAVIGATOR screen icons 

^ Protected. 

Not recorded due to recording protection (Digital 
broadcasts, etc.) 

It cannot be played because data is dannaged. 
Currently recording. 

"One tinne only recording" restriction 84, CPRM) 



X 



Search 



During playback 

or 



-There are 5 search speeds. Each press increases 

the search speed. 
- Press [► PLAY] to restart normal playback. 



Skip 



Notes 

If "Q" appears on the TV, the operation is prohibited by the unit or 
disc. 



Selecting Recordings to Play 



-R DL| 


1 -RW(V) 


Da 


+R DL 




-RW(VR) 
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UfLV M When the 
Album View screen 
is displayed, press 
[ A ) to switch to the 
Recordings screen. 




During playback or while paused 

or 



■ Each press increases the number of skips. 



Direct Play 



During playback, you can access specific recordings 
or scenes through direct entry of the numbered 
buttons. 



mm 

wTl j Q j 



mil 



m\3. 



e.g., 


"5": 


[0] ^ [5] 




"15": 


[1]^[5] 


MPS 






e.g., 


"5": 


[0] ^ [0] ^ [5] 




"15": 


[0]^[1]^[5] 


JPEG 




e.g.. 


"5": 


[0] ^[0] ^ [0] ^ [5] 




"15": 


[0] ^[0]^[1]^[5] 



© Tips 

Depending on the disc, sonne operations nnay not be possible. 
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Quick View (Play x1.3) 



Allows you to increase the play speed slightly without 
distorting the audio. 



During playback 

(Press and hold.) 



o 
PLAY 



- Press again to return to normal speed. 



Slow-motion Play 





-R DL 




Da 


+R DL 




DVD-V 1 


1 -RW(VR) 





While paused 



-There are 5 slow-motion speeds. Each press 

increases the speed. 
- Press [► PLAY] to restart normal playback. 



Notes 

If continued for approx. 5 minutes, slow-motion play pauses 
automatically (except |5H5H). 



Frame-by-Frame Viewing 





-R DL 


1 -RW(V) 


Da 


+R DL 




DVD-V 1 


1 -RW(VR) 





RW(VR) 



Use to skip in 1 -minute or 10-minute increments 



During playback 

TIME SLIP 




While paused 

M ► 

- Each press shows the next or previous frame. 

- Press and hold to advance or reverse frame-by- 
frame in succession. 

- Press [► PLAY] to restart normal playback. 



Time Slip 



© A, T to select the time, then 

OK 



- Each press of T or A advances the interval 
by 1 minute (press and hold for 10-minute 
intervals). 



CIVI Skip 



-R DLl 


1 -RW(V) 


Da 


+R DL 




-RW(VR) 



Skips 1 -minute fonA/ard with each press. 

During playback 

CM SKIP 



Create Chapters 



During playback 



CREATE 
CHAPTER 



l£] Tips 

You can skip to the start of a chapter by pressing [ h 



IB Tips 

Depending on the disc, some operations may not be possible. 



Changing Audio during Playback 



Ca3^ to select the audio. 



Available audio will differ based on disc type. 
See below. 

e.g.: EHU 

CHa g=Mm31 "Stereo" is 

Stereo Mono L Mono R selected. 

t I 




CJJJI B:i\wi:ii When playing a multilingual broadcast, 
you can choose between Main Audio and SAP Audio. 

Main Audio < — > SAP Audio 

This allows you to change items like the audio channel 
number and the soundtrack language 50). 



Soundtrack 



1 ENGB □□ Digital 3/2.1 cFT 



I 

e.g., English is the selected language. 
Notes 

If you cannot change the audio type when you have used only 
an optical digital audio cable for connection, set "Dolby Digital" to 
"PCM" 56). Alternatively, you may connect to an amplifier or 
system component with an audio cable and change the input on the 
amplifier or system component to suit the connection 65). 
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Playing Playlists 



khVM I 



■RW(VR) 



View Chapters 



You cannot create or edit playlists on this unit. However, 
you can play a playlist that has been created or edited on perform steps 1-4 left 
other equipment. 



DRIVE 



©SELECT 
CL. to select the DVD drive. 



With the unit stopped 




© A, T to select "Other Functions" 
then^ 




^^fGLA. FUNCTIONS 

0 DVD-RAM Disc Protection Off 



■jj Playback ) 

0 Program ) 



Other Functions ) 



( Flexible^ 



( DV Camcorder Rec. 



( Setup 



( DVD Management ) 



o 



A, T to select "Playlists", then 




OK 



► to select the playlist 
to play, then (o^ 



Playlist Properties 



Perform steps 1 -4 above 

Q A, T, ^, ► to select the playlist, 

then SUBMENU 



© A, T to select "Properties", then 




OK 



- Playlist information (e.g., length and date) is 
shown. 



© A, T, ^, ► to select the playlist, 

then SUBMENU 



© A, T to select "View Chapters", 
then Cm 




O A, T, ^, ► to select the 
chapter, then 



© Tips 



To return to the playlist screen 

Press [SUB MENU], then select "View Playlists" and press [OK]. 

To view other pages 
Press [N^, ►►I]. 
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Playing MP3s 



MP3 recorded on DVD-R, DVD-R DL, CD-R/RW or USB memory can 
be played on this unit. 

The screen shown below may be displayed when you Insert 
a USB memory 13). 



USB Media Device Operations 



USB IVIedia Device inserted. 
Select an action or press RETURN to Exit. 



Play IVIP3 



Go to Album View 



Copy pictures 



Press [A, T] to select "Play MPS", then press [OK]. 
You can proceed to step © below). 

E3 Bil!i9 Q3 The screen shown below Is displayed when you 
Insert a disc containing MPS files and still pictures (JPEG), 
e.g., 



Playback mode is set to MPS.To display pictures, 
please select Pictures Menu from FUNCTIONS. 



MDt>) 



Press [OK]. You can proceed to step @ below). 

^ DRIVE 

© SELECT 
to select the DVD or USB 

drive. 




Track list is sliown. 



Selected group 



No. 

®-® 

@Prev. 
[►wjNext 



1 : My favorite 1 


Total 


Track 


Tree 


1 


001 -Both Ends Freezing 


> 


2 
3 


002- Lady Starfisli 

003- Life on Jupiter 


> 
> 


4 


004-l\/letal Glue 


> 


5 

6 


005- S^^^^^^ 

006- Pyjamamama 


> 
> 


7 


007-imHMBii^ 


> 


8 


008-Starry Blue 


> 


9 


009-Velvet Cuppermine 


> 




010-Ziggy Starfish 


> 



O: Group No. 

©: Track No. in 
the group 

0: Track No./ 
Total tracks in 
all groups 



-When the JPEG Menu is displayed, perform 
steps 1-4 in "To select file type" on the right 
column selecting "MP3 Music" in step 4 to 
change the playback mode. 



T to select a track, then 
to play. 

-"D=" Indicates the track currently playing. 




iB Tips 



To select file type 



e.g., 



Multimedia content 



Music and pictures on disc. 
Please select playbacl< mode. 



1. Press [RETURN]. 

2. Press [FUNCTIONS]. 

3. Press [A,T] to select 
"Menu", 

then press [OK]. 

4. Press [A,T] to select "MPS 
Music", 

then press [OK]. 

To stop playing 
Press [■ STOP]. 

To exit the menu screen 

Press [DIRECT NAVIGATOR]. 

To view other pages 
Press [N^, ►►!]. 

To select the track with the numbered buttons 

e.g., "5": [0] ^ [0] ^ [5] 
"15": [0]^[1]^[5] 

( Using the Tree Screen to Find a Group 



From the track list 

► while a track is highlighted to 
display the tree screen. 




No. 



CD-RW for Check 
/JPEG/ 

/JPEG/JPEG1/ 
/JPEG/JPEG2/ 
/MP3/ 

MP3/MP3 aroi.n-" 



O: Selected Group No./Total Group No. 
If the group has no compatible track, "- 
displayed as the group number. 

©: Selected Group 



A, T to select a group, then 

OK 



is 




-The track list for the selected group appears. 



1^ Notes 

•When there is a large amount of still picture data etc. within an 

MPS file, play may not be possible. 
•You cannot operate the scroll bar that appears in the tree screen. 



"£] Tips 

To return to the track list 

Press [RETURN]. 
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Playing Still Pictures (JPEG) 



Still pictures (JPEG) recorded on DVD-RAM, DVD-R, DVD-R DL, 
CD-R/RW, SD Memory Cards or USB memory can be played on 
this unit. 

l=Tn The screen shown below may be displayed when you 
insert an SD card or USB memory 13). 

e.g., nrnn 



USB Media Device Operations 




USB IVIedia Device inserted. 


Select an action or press RETURN to Exit. 




Play IVIP3 1 




Go to Album View | 




Copy pictures 




0K>^O 



Press [A, T] to select "Go to Album View", then press [OK]. 
You can proceed to step © below). 

E3 B=i»]w B?n The screen shown below is displayed when you 
insert a disc containing MP3 files and still pictures (JPEG), 
e.g., 



Playback mode is set to IVlPS.To display pictures, 
please select Pictures Menu from FUNCTIONS. 



1 . Press [OK] to exit the screen. 

2. Press [FUNCTIONS]. 

3. Press [A,T] to select "Menu", then press [OK]. 

4. Press [A,T] to select "Pictures", then press [OK]. 
You can proceed to step © below). 



^ DRIVE 
SELECT 

O to select the drive (DVD, 

SD or USB) . 



Album View screen 





(^o*^ (DSUBMENU [Tlsiideshow 



e 



-CJJJI When the Recordings screen is 
displayed, press [ B | to switch to the Album 
View screen. 

- Ba BaiTl E3 when the MPS Menu is 
displayed, perform steps 1-4 in "To select file 
type" on the upper Tips on page 31 , selecting 
"Pictures" in step 4 to change the playback 
mode. 



A, T, ^, ► to select an album, 

then (7k 




-The Picture (JPEG) View screen appears. 
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O A, T, ^, ► to select a picture, 
then to view. 

Notes 

• You can use 8MB to 2GB SD memory cards, and 4GB, 8GB, 
16GB SDHG memory cards 68). 

• still pictures cannot be played during recording on the DVD drive 
or copying. 

• Thumbnails for large JPEG files and images with aspect ratios 
other than 4:3 may not display. 



© Tips 



To stop viewing a picture 
Press [■ STOP]. 

To exit the menu screen 

Press [DIRECT NAVIGATOR]. 

To view other pages 

Press [A, T, A, ►] to select "Previous" or "Next", then press [OK]. 
You can also press [ \« , ►►! ] to view other pages. 

To select the still picture or album with the numbered buttons 

Album 

[0] ^ [0] ^ [5] 
[0]^[1]^[5] 



e.g., 



"5": 
"15": 
still picture 
e.g., "5": 
"15": 



[0] ^ [0] ^ [0] ^ [5] 
[0]^[0]^[1]^[5] 



DIRECT NAVIGATOR screen icon 

^ Album that has not yet been viewed (CHJI) 



(siidesliow 



3 



From the Album View screen 

A, T, -4, ► to select an album, 

then suB^ 
s, 



© A, T to select "Start 
Slideshow", then 



Start Slideshow 



Slideshow settings| 



^ Tips 

To stop the Slideshow 
Press [■ STOP]. 

To change Slideshow settings 

1 In step 2 above, press [A, T] to select "Slideshow settings", 
then press [OK]. 

2 Press [A, T] to select each item. 

Slide Interval 

• Press [M, ►] to select desired interval (0 to 99 seconds), then 
press [OK]. 

Repeat Play 

• Press [M, ►] to select "On" or "Off", then press [OK]. 
SNDTRK Instruction 

If you select "On", then a screen will be displayed showing the 
operations for a slideshow with soundtrack when a slideshow is played. 

• Press [M, ►] to select "On" or "Off", then press [OK]. 
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(^Slideshow with soundtrack 



It is possible to play IVIPS music recorded on a USB memory during a 
Slideshow. 



Preparation: 

• Insert a USB containing MPS files. 

? A 
From the Album View screen 

A, T, ^, ► to select an album, 

then SUBMENU 



© A, T to select 

"Slideshow w/ SNDTRK", 
then 



J (zoom 



Slideshow w/ SNDTRK 




© Tips 



To select an MPS folder to be played 

1 In step 2 above, press T] to select "SNDTRK Folder", then 
press [OK]. 

2 Press [^, ►] to select the folder, then press [OK]. 



Rotate Pictures 



While playing a picture 
^ SUBMENU 



© A, T to select "Rotate 
Right" or "Rotate Left", 
then 



Control Panel 
FUNCTIONS 



Rotate Right 



Rotate Left 



Zoom In 



While playing a picture 

SUBMENU 



(5^ 



To zoom in: 

A, T to select "Zoom 
In", then 




OK 



Control Panel 



FUNCTIONS 



Rotate Right 



Rotate Left 



Zoom In 



© Tips 



To return the picture to its original size 

Press [A, T] to select "Zoom out" in step 2, then press [OK]. 
•When zooming in, the still picture may be cut off. 

• "Zoom In" information is not stored. 

• "Zoom In" and "Zoom out" do not work with images that have a 
resolution larger than 640x480 pixels. 



(^Picture Properties 



While playing a picture 

STATUS lyyjQQ to display picture properties. 

Shooting Date 



11/30 12:03 AM 




Date 11/26/2006- 


0002/0030 



STATUS 



again, to exit. 



1^ Notes 

Depending on the camera or editing software; shooting dates may 
not be displayed correctly. 



I^g^ Notes 

To return the picture to its original position 

Press [A, T] to select the opposite rotation in step 2, then press 
[OK]. 

• Rotation information will not be stored. 

-When disc or album is protected 
-When played on other equipment 
-When copying pictures 
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Advanced Video Cassette Playback 



Zoom in on video 



During playback 

SUBMENU 



B Tips 



To return the picture to its original size 

Press [A, T] to select "Zoom out" in step 2, then press [OK]. 



Fast-forward/Rewind 



With the unit stopped 



-^J^ to fast-forward the tape. 



'^'^ to rewind the tape. 



Slow playback 



During playback 



PAUSE 
II 



Press and hold for about 
2 seconds. 

- Press [► PLAY] to restart normal playback. 
Notes 

Slow playback is automatically canceled after 10 minutes. 



Cue/Review 



Allows to quickly review a portion of the video just 
played, or cue later portions of the tape. 

During playback 



3 

To zoom in: 

A, T to select "Zoom In", then 



to cue later portions of the tape. 



3^ to review portion just played. 

- Press [► PLAY] to restart normal playback. 



© Tips 



For quicker operation 

• Hold ►►] to start cue/review and release the button to 
restart normal playback. 



Jet Search 



Allows high speed search of video in forward or reverse 
direction. 



During playback 



twice to Jet Search forward, 
twice to Jet Search in reverse. 

- Press [► PLAY] to restart normal playback. 



1^ Notes 

•The speed of Jet Search (x27 or x35) can be specified via the 
Setup menu 60). 

• Recordings made in EP or VP mode may experience distortions or 
vertical scroll at 35 times speed. If so, change speed to 27 times. 

• Depending on your TV, the picture may not be in color or may be 
distorted. 

•Jet Search is automatically canceled after 10 minutes. 



Jet Rewind 



Video tapes will rewind to the beginning of the tape at 
higher-speed. 



TIME SLIP/^ JET REW 




[u^ Notes 

• Depending on the tape or an operating condition, the rewind 
speed may change somewhat. 

•The tape counter is reset to "0:00.00" when the tape is rewound to 
the beginning. 

• Depending on the tape, this function may not work. 



VHS Index Search System (VISS) 



The unit automatically records special index signals on a 
tape every time a recording is started (via [• REG], or a 
scheduled recording). The index search function makes 
use of these index signals to help you find the beginning 
of a desired program quickly and easily. 
/ 

While stopped or during normal play 
BorB. 

- Each press increases the number of skips. 

- Press [■ STOP] to cancel the search. 



Notes 

Cue/review is automatically canceled after 10 minutes. 
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1^ Notes 

• Up to 20 index signals can be searched in either direction. 

• If you overshoot in either direction, press the opposite button to 
correct. 

• For correct operation, make recordings of at least 5 minutes to 
ensure that index signals are not spaced too closely together. 
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S-VHS Quasi Playback (SQPB) 



This unit can play tapes recorded in S-VHS. 

• Some picture noise may occur depending on the type 
of tape used. 

• It is not possible to fully obtain the high resolution 
S-VHS is capable of. 

• This unit cannot record in S-VHS. 



Repeat Playback 



When the tape reaches the end of the program, it will 
automatically rewind to the beginning and play again. 

During playback or while stopped 



o 
PLAY 



— Press and hold for about 5 or 
more seconds. 

- Repeat Playback goes on indefinitely until you 
cancel it. 

-The "RPt" indication appears on the unit's display. 

- Press [■ STOP] to stop play. 

V y 



\^ Notes 

Only works if there is at least 5 seconds blank space at the end of 
the program. 



Changing Audio during Playback 



AUDIO 

3^ repeatedly, to select the audio 



option. 



stereo 



Mono L- 



Mono R 

No display (Normal audio track) ^ 



Adjusting the playback picture 



(^Manual Tracking 



The unit usually makes tracking adjustments 
automatically, but you may need to do it manually if noise 
appears on a tape recorded on other equipment. 

During playback 



TRACKING/V-LOCK 



TRACKING/V-LOCK 



O 

A 

OH 
V 



or 



o 
A 

OH 

V 



- Repeat until the picture noise disappears. 
To return to auto tracking: 



TRACKING/V-LOCK 
I I 



O 

A 

OH 



(simultaneously). 




Tips 

To remove the noise from a paused picture: 

Start slow play 34), then adjust the tracking. 



Notes 

•This function may not work with some tapes. 



(Vertical Locking Adjustment 



Adjust the vertical synchronization to stop the picture 
from shaking while paused. 

While paused 



o 
A 

OH 

V 



or 



o 
A 

OH 

V 



- Repeat until the shaking stops. 
To return to the standard position: 

TRACKING/V-LOCK 



O 

A 

OH 



(simultaneously). 



1^ Notes 

•This function may not work with some tapes. 
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status Messages 



The following messages and displays appear to let 
you know what operations are being performed and 
the status of the unit. 

STATUS 



Press [STATUS] to cycle through available 

displays. 

e.g., 



I DVD-RAM J 0 




12/24 6:34 PM 



Remain 1:45 SP 



|BT12 0:01:23SP| [■T12 0:1 2:34 SP| 



No Display 



■ Display examples 
© Current media 

(2) Shows current recording or play status. 

(3) Channel status 

0 Status of the other drive 

(5) The current date and time 

(6) Elapsed play time/Recording mode 

® Remaining recording time and recording mode 
(e.g.: "1 :45 SP" indicates 1 hour and 45 minutes 
in SP mode) 

• Disc remaining time may slightly differ between 
different models. 
(8) Elapsed recording time and recording mode 



On-screen Display Indicators for Video 
Cassette Playback 



The following on-screen indicator will not be displayed 
when this unit is connected to the TV with the DVD 
PRIORITY output terminals or HDMI AV OUT terminal. 
This indicator is only displayed when playing a tape in 
this unit's VHS drive while recording a program on the 
DVD drive. The items displayed may differ depending on 
the operating conditions. 



r STATUS 



0 



^ to display on-screen indicators. 

■-VHS I 



Mono L 



0:00.22 




VHS drive indicator 

Shows which sound mode is selected as follows: 
Stereo: Hi-Fi stereo audio 
Mono L: Mono L audio of the Hi-Fi stereo 
audio 

Mono R: Mono R audio of the Hi-Fi stereo 
audio 

No indicator: Normal audio 
Operation status 

Shows the tape counter and remaining tape time 
Pressing [STATUS] to cycle the display as follows: 

No display > Tape counter 

Remaining tape time ^ 
• Press [* CANCEL] to reset the tape counter 
(elapsed time) to "0:00.00". The tape counter 
is automatically reset when inserting a video 
cassette. 

Video cassette-in indicator 
Recording mode 22) 



© Tips 



To exit on-screen indicators 

Press [STATUS] several times. 



1^ Notes 

Remaining tape time display 

•The displayed time is approximate. 

•The displayed time will be incorrect if you set the wrong tape 
length in "Select Tape Length" in the Setup menu 60) and if the 
tape is of poor quality. 
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FUNCTIONS Window 



By using the FUNCTIONS window you may access 
the main functions quickly and easily. 



With the unit stopped 

o 





I Flexible Recording J 



@ A, T to select a menu item, 
then 




If you select "Other Functions", press 
[A, T] to select a menu item and press 
[OK]. 



Playback 



► 28 



You can select and play recorded programs. 



Program 



► 17 



You can make scheduled recording settings. 



Delete 



► 20 



You can delete recordings using DELETE Navigator 



► 18 

You can copy recordings using COPY Navigator. 



Copy New Pictures 



You can copy still pictures. 



Playlists 



You can play playlists. 



► 30 



Flexible Recordin 



► 24 



The unit sets the best possible picture quality that 
fits the recording within the remaining disc space. 



DV Camcorder Rec. 



► 27 

DV automatic recording function 



Setup 



► 52 

You can change the unit's settings using Setup 
menu. 



DVD and Card Management 



► 47 



You can manage discs through formatting, 
finalizing and other operations. 



) 

1 
1 



Entering Text 



When viewing the Name screen. 



Recording Name 



000[OD]Q 



(DEES 

5)000 



Space 



© A, T, M, ► to select 
characters, then Cok) 



-Repeat this step to enter other characters. 



STOP 



^ when you've finished 



entering text. 



B Tips 



Using the numbered buttons to enter characters 

e.g.: entering the letter "R" 

1 . Press [7] to nnove to the 7th row. 

2. Press [7] twice to highlight "R". 

3. Press [OK]. 

To enter a space 

Press [* CANCEL] then press [OK]. 
To delete a character 

Press [I I PAUSE] on a character in the nanne field. 

To cancel in the middle 

Press [RETURN]. 
Characters will not be saved. 



1^ Notes 

Long recording nannes nnay not be displayed. 
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Linked Operations with the TV (VIERA Link^'^"HDAVI Control™") 

You can enjoy linked operations with the TV and receiver by using "HDAVI Control". 
^ What is VIERA Link"HDAVI Control"? 

VIERA Link™ is a new name for EZ Sync™. 

VIERA Link "HDAVI Control" is a convenient function that offers linked operations of this unit, and a Panasonic TV 
(VIERA) or receiver under "HDAVI Control". You can use this function by connecting the equipment with the HDMI 
cable. See the operating instructions for connected equipment for operational details. 

• VIERA Link "HDAVI Control", based on the control functions provided by HDMI which is an industry standard 
known as HDMI CEC (Consumer Electronics Control), is a unique function that we have developed and added. 
As such, its operation with other manufacturers' equipment that supports HDMI CEC cannot be guaranteed. 

• This unit supports "HDAVI Control 3" function. 

"HDAVI Control 3" is the newest standard (current as of December, 2007) for Panasonic's HDAVI Control 

compatible equipment. This standard is compatible with Panasonic's conventional HDAVI equipment. 

Please refer to individual manuals for other manufacturers' equipment supporting VIERA Link function. 

r ^ 

Preparation 

1 . Connect this unit to your TV or receiver with an HDMI cable (^ 9, 65). 

2. Set "VIERA Link" to "On" (^ 60). (The default setting is "On".) 

3. Set the "HDAVI Control" operations on the connected equipment (e.g., TV). 
• When using HDMI2 terminal of VIERA as "HDAVI Control", set the input channel to HDMI2 on VIERA. 

4. Turn on all "HDAVI Control" compatible equipment and select this unit's input channel on the connected TV so 
that the "HDAVI Control" function works properly. 

When the connection or settings are changed, repeat this procedure. 



(When the TV is on) 
Autonnatic input 
switching 



(When the TV is off) 
Power on linl< 



Power off link 



When the TV is on and the following operations are performed, the TV's input will 
automatically switch to HDMI input mode and the TV displays the corresponding 
action. 

(Picture or sound may not be available for the first few seconds.) 

Press [FUNCTIONS]^\ [► PLAY]^^ [DIRECT NAVIGATOR], [SCHEDULE], etc. 

• If you operate the VHS when the unit is recording on the DVD drive, the output does not automatically 
switch. 

When the TV is off and the following operations are performed, the TV will 
automatically turn on and display the corresponding action. 
(Picture or sound may not be available for the first few seconds.) 
P ress [► PLAY]^2 [DIRECT NAVIGATOR], [SCHEDULE], etc. 

• |g!I!B!i''^ otc. 

The TV is automatically turned on when you insert a disc or a tape without the accidental erasure 
prevention tab. 

• If you operate the VHS when the unit is recording on the DVD drive, the TV does not automatically turn on. 



When you turn the TV off, this unit is also automatically turned off. This unit 
automatically turns off even if the FUNCTIONS screen, the status message or the 
on-screen menu is displayed during playback. 

Even if the TV is turned off, this unit will not turn off at the same time under the 
following conditions: 

- when you press [• REC] and this unit is recording 

- when scheduled recording is proceeding 

- when copying 

- when finalizing, etc. 

•When this unit is connected to an "HDAVI Control" compatible Panasonic receiver with an HDMI cable, the 
receiver will also turn off. 



This button is available only when this unit is on. 
^2 When this button is pressed, the playback image is not immediately displayed on the screen and it may not be possible to watch the contents 
from where playback started. 

In this case, press \ \« \ or \«\ to go back to where playback started. 
Depending on discs, the TV may not automatically turn on. 

Notes 

• When this unit is connected to a Panasonic TV (VIERA) supporting HDAVI Control 3 and initially set up, it automatically acquires the TV 
setting information 12). 

• These functions may not work normally depending on the equipment condition. 

• About "HDAVI Control" function, read the operating instructions of the connected equipment (e.g., TV) too. 
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Easy control only with VIERA Remote Control 



If you connect this unit via an HDMI cable to a TV with "HDAVI Control 2" or "HDAVI Control 3" function, you can 
operate both units more conveniently 

You can operate this unit using the following buttons on the TV remote control. 
[A, T, M, ►], [OK], [RETURN], [SUB MENU]. 

Use the remote control for this unit to operate any other buttons (numbered buttons, etc.) that are not listed above. 



Using the 
FUNCTIONS 
window to operate 
this unit 



Refer to TV operating instruction for operating the TV. 

Q Display this unit's "FUNCTIONS" window using the TV 
remote control. 

• If this unit is set to off, it will automatically turn on. 

Q Select the item you want to operate 
with the TV remote control, then 




About the FUNCTIONS window 37) 



By using the TV remote control, you can play discs and select the drive (DVD, VHS, 
SD or USB) using the "Control Panel" below). 



Using the SUB 
MENU window to 
operate this unit 



SUB 



IVILINU 

OOt, 

e,g., ^ 



Control Panel 



Select an item, 
then(o^ 



Control Panel 


Control Panel is 
displayed below). 


FUNCTIONS 


FUNCTIONS window is displayed 
{-¥ above). 


Top Menu |>Q>Q 


Top nnenu is displayed (^28). 


Menu umaiil 


Menu is displayed (^28). 


Drive Select 


Select the DVD, VHS, SD or USB drive. 


Rotate Right (JPEG) 


Rotate the still pictures 33). 


Rotate Left (JPEG) 


Zoom In 


Enlarge or shrink the video or 
the still picture 33). 


Zoom out 



Using the Control 
Panel 



Using the Control Panel, you can operate search backward, search fonA/ard, stop, 
etc. with the TV remote control. 

Perform steps 1 and 2 of "Using the SUB MENU window to operate this unit". 



The Control Panel is displayed right) 
While playing a recording or DVD-Video, etc. 

-[A]: Pause, [T]:Stop, [<]: Search backward, [►]:Search forward, 
[OK]: Play, [EXIT]: Exit the screen. 

While playing still pictures 

-[T]: Stop, [<]: View previous picture, [►]: View next picture, 
[EXIT]: Exit the screen. 



Control Panel 

Pause 

a Play 
Search 
DExit 

Stop 



ifi)^ Notes 

When you record a program by operating the TV (Direct TV Recording, etc.) 

• It is recorded on a disc in the recording mode preset on this unit. 

• If the Direct TV Recording mode has been activated on this unit, then a new program cannot be recorded using this mode. 



■ When you want to leave the TV on and turn off only this unit 

Press [(!) DVD/VHS POWER] on this unit's remote control to turn off 

■ When not using "HDAVI Control" 

Set "VIERA Link" in the setup menu to "Off" 60). 
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Recordings-Editing 



© Tips 



• Recording/Chapter 

Normally, programs are recorded as a single item consisting of 
one chapter. 

Recording 



Chapter 



Start 



CHJlYou can divide a recording into multiple chapters. 
Recording 



End 



Chapter 



Chapter 



Chapter 



Chapter 



After finalizing, recordings are divided into chapters of the 
following lengths. 

E3 EES BiMluiJ: Chapters are approx. 5 minutes long 
03 EQES: Chapters are approx. 8 minutes long 

• Maximum numbers of items on a disc 

Recordings 99 49 

Chapters Approx. 1000 Approx. 254 



Accessing the Recording View 



DRIVE 

to select the DVD drive. 




Q 



O 



^3SM When the Album View screen 
is displayed, press [ A ) to switch to 
the Recordings screen. 



A, T, ^, ► to select a recording. 

-Multiple editing right, Tips) 



SUBMENU 

(s)^ to display the menu list. 

To view more options 

Press [A, T] to select "Edit Recording", then 
press [OK]. 

• Items that cannot be selected are gray, 
e.g., U£JiU 

Refer to 



Delete Recording 



Properties 



Edit Recording 



View Chapters 



Edit Name 



Setup Protection | 



Cancel Protection 



Change Thumbnail | 
Divide Recording | 



"Editing 
' Operations to 
Recordings" 
right). 



^ Using menus to play still 
pictures 32) 



If you select "View Chapters" 46) 



1^ Notes 

•You cannot edit during recording or copying. 

•03 WnfTl jVlanagement information is recorded in unused 

sections when you edit discs. The available space on these discs 

decreases each time you edit their contents. 



© Tips 



To exit the menu screen 

Press [DIRECT NAVIGATOR]. 

To view other pages 

Press T, A, ►] to select "Previous" or "Next", then press [OK]. 
-You can also press [ \« , ►►! ] to view other pages. 

l\/lultiple editing 

Select with [A, T, ^, ►], then press [II PAUSE]. (Repeat.) 
-A checkmark appears. Press [I I PAUSE] again to cancel. 



Editing Operations to Recordings 



( Delete Recording 



Perform steps 1-4 of "Accessing the Recording View" 
left). 

Important: Once deleted, contents cannot be recovered. 



© A, T to select "Delete 
Recording", then 




M to select "Delete", then 




OK 



( Recording Properties 



Perform steps 1-4 of "Accessing the Recording View" 

left). 
fzTMl Ezt I 



-R DLl 


1 -RW(V) 


Da 


+R DL 




-RW(VR) 



© 



A, T to select "Properties", then 

-Recording information is shown (e.g., date, 
time). 



Properties 


Football 


No. 


01 Start 


1:02 PM 


Date 


1/ 1/2007 Men Rec.Time 


1:00(SP) 


Channel 


12 






®o 











( Recording Nanne 



Perform steps 1-4 of "Accessing the Recording View" 

left). 
fzTMl Ezt I 



-R DL 




-RW(V) 


Da 


+R DL 



A, T to select "Edit Name" then 




OK 



-You can give a name for the recording 37). 
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( Setup Protection/Cancel Protection 

Perform steps 1-4 of "Accessing the Recording View" 
40). 

IzhVit 

Use to prevent accidental erasure of recordings. 



© A, T to select "Setup Protection" 



or "Cancel Protection", then (ok) 



A to select "Yes", then 



The lock symbol appears 
when the recording is 
protected. 



DIRECT NAVIGATOR Record! 
^DVD-RAM 




< 


^ 1 






8 10/27,Moi 










II-- 



( Change Thumbnail 



Perform steps 1-4 of "Accessing the Recording View" 
40). 

Changes the thumbnail picture shown in the Recordings 
screen. 



© A, T to select "Change 
Thumbnail", then (OK 



DIRECT NAVIGATOR Change Thumbnail 

<yDVD-RAM 



08 






■^Change! 

1 Exit 1 


/\ 







© 



o 
PLAY 



to Start play. 




OK 



at the point you want to use 
as your thumbnail. 

-To change the thumbnail: 
Restart play and press [A, ▼] to select 
"Change", then press [OK] at the point you 
want to use as the thumbnail. 




H Tips 



For quicker editing 

• Use Search 28), Slow-motion Play or Time Slip 29) to find 
the desired point. 

•To skip to the start or end of a recording, press (start) or 
[►►I] (end). 

• For better precision, use Slow-motion Play and Frame by Frame 
Viewing (^ 29). 



( Divide Recording 



Perform steps 1-4 of "Accessing the Recording View" 
40). 

Once divided, recordings cannot be recombined. 

T to select "Divide Recording" 
then (oK^ 



DIRECT NAVIGATOR Divide Recording 

tfDVD-RAM IB Video iBPicture 



I 



3 

B Video IBPioH 

Preview | j^B 
Divide ~| ^1 

Exit I B 




OK 



at the point you want to 
divide. 

-For quicker editing above, Tips) 
-Selecting "Preview", then pressing [OK] 
plays the recording from 10 seconds prior, to 
10 seconds after the division point. 
-To change the point to divide at: 
Restart play and press [A, ▼] to select 
"Divide", then press [OK] to bring to the point 
where you want to divide. 

A,T to select "Exit" 

then Co^ 





© ^ to select "Divide" then 

-The recording is divided at that point. 

\ 

Notes 

• Divided recordings retain the name of the original. 

•A short amount of video and audio just before and after the 

division point gets cut out. 
•You cannot divide a recording when the resulting parts are too 

short or when the total number of recordings exceeds 99. 
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Still Pictures-Editing 



Accessing the Album/Picture View 




izhVM lan man 

DRIVE 

" to select the drive 

(DVD, SD or USB). 

' 

s 

Mifmw When the Recordings screen is 
displayed, press | B ) to switch to the 
Album View screen. 
inan when the MPS Menu is 
displayed, perform steps 1-4 in "To 
select file type" on the upper Tips on 
page 31 , selecting "Pictures" in step 
4 to change the playback mode. 

^ ^ 

Editing an album: 

© A, T, ^, ► to select the album. 

- IVIultiple editing (-> right, Tips) 
Editing a still picture: 

© 1. A, T, ^, ► to select the 

album which contains the still 
picture to edit, then Q^^^ 

2. A, T, ^, ► to select the still 
picture. 

- Multiple editing (-^ right, Tips) 



SUBMENU 

(s^ to display the menu list. 

To view more options 

Press [A, ▼] to select "Edit Album", then 
press [OK]. 

• Items that cannot be selected are gray. 



e.g.. 



Slideshoww/SNDTRK 



SNDTRK Folder 



Start Slideshow 



■1 Editing an album 

Refer to "Slideshow" and 
"Slideshow with soundtrack" 
32, 33) 



Slideshow settings 



Add Picture 



Copy to DVD 



T 



Cancel Protection 



Refer to 

►"Album/Picture 
Operations" 
right) 



Refer to "Copying Still Pictures via the 
Album View Screen" 44) 



e.g., E3 Editing a still picture 



Cancel Protection 



Refer to "Album/Picture 
Operations" right). 



You can go back to the Album View screen. 



iB Tips 



To view other pages 

Press [A, T, A, ►] to select "Previous" or "Next", then press [OK]. 
-You can also press [ \« , ►►! ] to view other pages. 

Multiple editing 

Select with [A, T, ^, ►], then press [II PAUSE]. (Repeat.) 
-A checkmark appears. Press [I I PAUSE] again to cancel. 

To exit the menu screen 

Press [DIRECT NAVIGATOR]. 

To return to the previous screen 

Press [RETURN]. 



Album/Picture Operations 



( Add Picture/Create Album 



Perform steps 1 -4 of "Accessing the Album/Picture 
View" left). 

/ 

© A , T to select "Add Picture" or 
"Create Album", then 

•v 

^ 

© ^ to select "Yes", then 



O A, T, -4, ► to select the album 
containing the still picture to add, 
then 

^ " 

© A, T to select "Select pictures 
to copy" or "Copy all pictures", 
then(^ 

• If "Select pictures to copy" is selected: 
Press [A, <, ►] to select the picture, 
then press [OK]. 

• If "Copy all pictures" is selected: 

All the still pictures in the album will be 
copied. 

^ 

^ " 

© ► to select "No" to finish 
copying, then 




-If you want to continue copying, select "Yes" 
and repeat steps 7-8. 
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Only when you select "Create Album" 

<E) ^, ► to select "Yes" or "No", then 




OK 



• If "Yes" is selected: 

You can give a name for the album 37). 

• If "No" is selected: 

The recording date of the first picture in the 
album becomes the album name. 



( ^Delete Album/Delete Picture 

important: Once deleted, contents cannot be recovered. 
•When deleting an album, non-picture files in the 

album will also be deleted. (This does not apply to 

subordinate folders in the album.) 

Perform steps 1-4 of "Accessing the Album/Picture 
View" 42). 

© A , T to select "Delete Album" or 
"Delete Picture", then 



(^Alburn Name 



Perform steps 1-4 of "Accessing the Album/Picture View" 
42). 

© A, T to select "Album Name", 
then 




-You can give a name for the album 37). 



1^ Notes 

•Album names entered using this unit may not display on other 
equipment. 



^, ► to select "Delete", then 



(^Set Protection/Cancei Protection 



Set protection to prevent pictures from being accidentally 
deleted. 

Perform steps 1-4 of "Accessing the Album/Picture View" 
42). 

^ \ 

© A , T to select "Set Protection" 
or "Cancel Protection", then 



© ^ to select "Yes", then 

-The lock symbol "@" appears when the still 
picture or the album is protected. 



"SaA Notes 



• Even if you set protection using this unit, the album may be 
deleted by other equipment. 
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Copying Still Pictures 



Importing Still Pictures from an SD card 
or USB memory 



Copying Still Pictures via the Album View 
Screen 



This unit saves information about imported still pictures. 
Therefore, if still pictures are imported from the same SD card 
or USB memory, then only new still pictures will be imported. 



With the unit stopped 

Insert an SD Card or USB 



memory. 

The menu is automatically displayed, 
e.g., EH 



SD Card Operations 



SD Card inserted. 
Select an action or press RETURN. 

I Go to Album View "| 

I Copy pictures ] 



@ 



A, T to select "Copy pictures", 
then 




OK 



Copy New Pictures ^^^^H 








Copy from 




Copy to ^■fTIi^l 





e 



^, ► to select "Copy", then ( ok 

-Copying starts. 




Vj Tips 



You can also operate with the following steps 

1 . Press [DRIVE SELECT] to select the SD or USB drive. 

2. While stopped 
Press [FUNCTIONS]. 

3. Press [A, T] to select "Other Functions", then press [OK]. 

4. Press [A, T] to select "Copy New Pictures", then press 
[OK]. 



[U^ Notes 

• still pictures already imported cannot be re-imported to 
the same DVD-RAM. 

• This unit saves the information on up to 4,000 still 
pictures. If additional still pictures are imported, then the 
older information will be deleted. 



When you insert an SD card or USB memory, the menu 

may be displayed . 

Press [RETURN] to exit the screen. 

e.g., EH 



SD Card Operations 



SD Card inserted. 
Select an action or press RETURN. 

I Go to Album View ] 

I Copy pictures ] 



e 



o 



DRIVE 
SELECT 



® to select the copy source 

drive (DVD, SD or USB) . 





- tznvM When the Recordings screen is 
displayed, press [B] to switch to the Album 
View screen. 

- IHSni When the MPS Menu is displayed, 
perform steps 1-4 in "To select file type" 
on the upper Tips on page 31 , selecting 
"Pictures" in step 4 to change the playback 
mode. 



A, T, ^, ► to select an album, 

then SUBMENU 



A, T to select "Copy to SD", 
"Copy to USB" or "Copy to DVD", 
then 



© ^, ► to select "Start copying", 
then 

-Copying starts. 
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y) Tips 



When copying finishes 

The confirmation screen appears. 
Press [OK] to finish copying. 

To view other pages 

Press [A, T, M, ►] to select "Previous" or "Next", then 
press [OK]. 

- You can also press [ \« , ►►! ] to view other pages. 
IVIultiple editing 

Select with [A, T, M, ►], then press [II PAUSE]. 
(Repeat.) 

- A checkmark appears. Press [I I PAUSE] again to 
cancel. 



^uN Notes 



• If the space on the destination drive runs out or the 
number of files/folders to be copied exceeds the 
maximum, copying will stop partway through. 

• Even if you input a name to the copy source folder, 
the name will not be retained to the copy destination 
folder. 

• Still pictures cannot be copied between an SD card 
and a USB memory. 



Tips 

To stop copying in the middle 

Press and hold [RETURN] for 3 seconds. 

To return to the previous screen 

Press [RETURN]. 



Deleting Still Pictures 



Delete Navigator 



Important: Once deleted, contents cannot be recovered. 

DRIVE 

^^SD or USB). 



With the unit stopped 




^^IG^ FUNCTIONS 

Cartridge Protection Off 
& DVD-RAM Disc Protection Off 


1 


■a Playback 




© 













0 A , T to select "Delete" then 



^^^^ 



©SUBMENU [nJSelect 



CHJI When the Recordings screen is displayed, 
press [ B I to switch to the Album View screen. 



Deleting an album: 

® A, T, ► to select the 
album, then P^e 

Deleting a still picture: 

® 1. A, T, ^, ► to select the 
album, then 

2. A, T, <, ► to select the 



still picture, then 



© ^ to select "Delete", then 



|w) Notes 

•You cannot delete while recording or copying. 

© Tips 

To return to the previous screen 

Press [RETURN]. 

To view other pages 

Press [A, T, ►] to select "Previous" or "Next", then press [OK]. 
-You can also press [ \« , ►►I ] to view other pages. 

l\/lultiple editing 

Select with [A, T, ^, ►], then press [II PAUSE]. (Repeat.) 
-A checkmark appears. Press [I I PAUSE] again to cancel. 

• Deleting an item increases the available space by the 
amount of space taken by the item deleted. 
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Chapters-Creating, Editing 



Accessing the Chapter View 



Allows individual viewing and editing of chapters. 



DRIVE 
SELECT 



to select the DVD drive. 




MzfiViM When the Album View screen 
is displayed, press [ A | to switch to 
the Recordings screen. 



© A T M. ► to select a 
recording. 



o 



SUBMENU 



to display the 
menu list. 



[Delete RecordingI 



Properties 



Edit Recording 



View Chapters 



© A, T to select "View Chapters", 
then(o^ 

© A, T, ^, ► to select a chapter. 

-Multiple editing below, Tips) 

V 

To play, 

SUBMENU 

To edit, (s^v display the 
menu list/'^ 



Delete Chapter 



Create Chapter 



Combine Chapters 



|view Recordings| 



}^ Refer to "Chapter 
Operations" right). 



You can go back to the Recordings Screen. 



H Tips 



To exit the menu screen 

Press [DIRECT NAVIGATOR]. 

To view other pages 

Press [A, T, M, ►] to select "Previous" or "Next", then press [OK]. 
-You can also press [ \« , ►►! ] to view other pages. 

Multiple editing 

Select with [A, T, <, ►], then press [II PAUSE]. (Repeat.) 
-A checkmark appears. Press [I I PAUSE] again to cancel. 



Chapter Operations 



( Create Chapter 



Perform steps 1-7b of "Accessing the Chapter View" left). 



© 



A, T to select "Create Chapter" 
then roiT 






© '^^'^ at the point you want to 
divide. 



® A , T to select "Exit" then 



Notes 

A short portion of the recording just after the creation point may be 
lost. 



l£) Tips 

For quicker editing 41 , Tips) 



( Delete Chapter 



important: Once deleted, recorded contents cannot be 
recovered. 

Perform steps 1-7b of "Accessing the Chapter View" left). 

© A, T to select "Delete Chapter" 
then 




al ^ to select "Delete", then 



( Combine Chapters 




OK 



J 



Perform steps 1-7b of "Accessing the Chapter View" left). 

^ N 

© A, T to select "Combine 
Chapters", then 

© ^ to select "Combine" then 

-The selected chapter gets combined with the 
next chapter. 
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DVD and Card Management 



Accessing the Management Menus 



Preparation: 

•CHJI E3 Release protection (disc, cartridge, card 

-> right). 
• Insert a disc or card. 



DRIVE 
SELECT 

I to select the drive (DVD or 
SD). 

With the unit stopped 



(^Naming Discs 




© A, T to select "Other Functions" 
then 




^^tGyi. FUNCTIONS Cartridge Protection Off 
tfDVO-RAIVI Disc Protection Ott 




O A, T to select "DVD 
Management" or "Card 
Management", then 

E3The only menu available in "Card 
Management" is "Format memory card". 



Perform preparation steps 1-4 of "Accessing the 
Management Menus" left). 

© A, T select "Disc Name", then 

-You can give a name for the disc (-> 37). 



Vj Tips 



•The disc nanne is displayed in the DVD MANAGEMENT window. 
•With finalized discs and +RW, the nanne is displayed on the Top 
Menu. 



( Setting Protection 



l:yiHI 

Perform preparation steps 1-4 of "Accessing the 
Management Menus" left). 



© A, T select "Disc Protection" 
then 




Switch the write-protect switch to the 
"LOCK" position. 



3 



© ^ to select "Yes" then 
Protection of cartridge disc or card 



CHEl (With a cartridge) 
With the write-protect tab in the protect 
position, you cannot record to, edit, 
format, or delete from the disc. 




yj Tips 



To return to the previous screen 

Press [RETURN]. 

To exit the screen 

Press [RETURN] several tinnes. 
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DVD and Card Management 



( Deleting All Recordings 



important: Once deleted, contents cannot be recovered. 
IzhVit 

Perform preparation steps 1-4 of "Accessing the 
Management Menus" 47). 

© A, T to select "Delete All 
Recordings" then 

© ^ to select "Yes" then 

^ • 

O ^ to select "Start" then 

-A message appears when deleting is finished. 



"j ( Formatting Discs or Cards 



© to complete. 



@ Notes 

Deleting does not work if one or nnore recordings are protected. 



Important: Once formatted, contents cannot be 
recovered. 



Perform preparation steps 1 -4 of "Accessing the 
IVIanagement IVIenus" 47). 

/" 

© A , T to select "Format Disc 
(DVD)" or "Format memory card" 
then 



© 




to select "Yes" then 




OK 




OK 



M to select "Start" then 



-Formatting starts (EM may take up to a 

maximum of 70 minutes). 
-A message appears when formatting is 

finished. 




OK 



to complete. 



J 



1^ Notes 

• Do not disconnect the AC power supply cord while fornnatting.This 

can render the disc or the card unusable. 
•When a disc or card has been fornnatted using this unit, it nnay not 

be possible to use it on any other equipnnent. 
•ED ESSS EQ E3il!i9 133 Fornnatting cannot be perfornned. 
•BaSSn 63253511 ^ou can fornnat only as DVD-Video fornnat on this 

unit. 

•CHJll Pressing [RETURN] during fornnat will cancel the process. 

The disc nnust be refornnatted if you do this. 
•CHJll l=?n The disc or card cannot be fornnatted if the write- 

protect tab or switch 47) is switched to "PROTECT" or "LOCK". 

Release the protection to continue. 
•The nnessage "Unable to fornnat." appears when trying to fornnat 

discs the unit cannot use. 
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Selecting Whether to Show the Top Menu 
First 



1 



-R DL 




-RW(V) 




+R DL 



Before finalizing a disc, select whether to show the Top 
Menu after finalizing. 

Perform preparation steps 1-4 of "Accessing the 
Management Menus" 47). 

© A, T to select "Playback will 
start with:", then 




© 



A, T to select desired item, then 




OK 



• DVD's Top Menu: 

The Top Menu appears first. 

• First Recording: 

The disc content is played without displaying 
the Top Menu. 



( Finalizing 



-R DL 




-RW(V) 


m 


+R DL 



You can play these discs on compatible DVD players by 
finalizing it on the unit. 

The menu you create with the unit can also be used on 
most DVD players. 

Perform preparation steps 1-4 of "Accessing the 
Management Menus" 47). 



© 



A, T to select "Finalize", then 




OK 





OK 



O ^ to select "Start", then 



-Finalizing starts and cannot be canceled 

(may take up to 15 minutes). 

(Ej][ill EQEIl up to 60 minutes) 
-A message appears when finalizing is 

finished. 




1^ Notes 

• Do not disconnect the AC power supply cord while finalizing. This 

can render the disc unusable. 
•When finalizing a high-speed recording compatible disc, it 

may take longer than displayed on the confirmation screen 

(approximately 4 times longer). 
•After finalizing 

- B3 QlfJl D3 Dii£i9 The disc becomes play-only and you can 
no longer record or edit it. 

- BSEJ^ You can record and edit the disc after formatting 
although it becomes play-only after finalizing. 

- The disc finalized by this unit may not be able to play on other 
units depending on the condition of the recording. 

-There is a pause of several seconds between recordings and 
chapters during playback. 

- Recordings are divided into about 5-minute chapters'" (03 
Eifiia 8 minutes) 

^ This time varies greatly depending on the condition and mode of 
recording. 



© Tips 



After you have finished recording and try to eject the disc, a screen 
asking if you want to finalize the disc appears 23). 



( Create DVD Top MeniT 



H3?l 

-fRW discs contain no Top Menu Data. Top Menu is a 
convenient function. We recommend creating the menu 
before playing a -fRW disc on other equipment. 

Perform preparation steps 1-4 of "Accessing the 
Management Menus" 47). 

© A , T to select "Create DVD Top 
Menu", then 




© 



-4 to select "Starr, then 




OK 



< to select "Start", then 




OK 



-"Create DVD Top Menu" cannot be canceled 

once started. 
-"Create DVD Top Menu" takes a few minutes. 



to complete. 



1^ Notes 

• Recording or editing on the disc nnay delete the Top nnenu. In that 

case, create the Top nnenu again. 
•You cannot use the Top nnenu for playing on this unit. 
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Setting DVD On-Screen Menus 



Accessing the DVD On-Screen Menus 



When playing discs, disc settings can be displayed and 
changed. 

Menu options will differ based on disc type and contents. 

0 DRIVE 
SELECT . . ,^ . . 

to select the DVD drive. 



Turn the subtitle on/off and select the language below, 
Soundtrack/Subtitle language). 

Audio channel 

"Changing Audio during Playback" 29) 
Angle 

Change the number to select an angle. 



^ DISPLAY 



Disc 




1 Soundtrack 


■ 1 ■ □□ Digital 2/Och 31 




1 Subtitle 








Em 






Audio cliannel 


















1 II 1 1 1 



T 

Menu 



Item 



r 

Setting 



© 



A, T to select a menu, then ►. 



o 



A, T to select an item, then ►. 



© 



A, T to select a setting. 

Follow the on-screen prompts to change 
individual settings. 



I^g^ Notes 

Sonne settings nnay not be changeable, based on the unit's current 
activity (playing, stopped, etc.) and disc contents. 



© Tips 



To exit the DVD on-screen menus 

Press [DISPLAY]. 



(^Disc Menu 



-RW(VR) 



-RW(VR) 



Soundtrack 

tzfiVit Ezi Kzmtm Bzmk^n HUfiTl | 

The disc's audio attributes appear right, Audio attributes). 

Select the audio and language right, Audio attributes, 
Soundtrack/Subtitle language). 

Subtitle 

izhVM Ezi E:iiH EzMihl HIlfiTl H:IVI EzMk^zM 

(Only disc that contain subtitle on/off infornnation) 
Turn the subtitle on/off. 

• Subtitle on/off infornnation cannot be recorded using this unit. 

• If the subtitles overlap the closed captions recorded on discs, 
turn the subtitles off. 



Soundtrack/Subtitle language 



CES: 


Czech 


MAL: 


Malay 


CHI: 


Chinese 


NLD: 


Dutch 


DAN: 


Danish 


NOR: 


Norwegian 


DEU: 


Gernnan 


POL: 


Polish 


ENG: 


English 


POR: 


Portuguese 


ESP: 


Spanish 


RUS: 


Russian 


FIN: 


Finnish 


SLK: 


Slovak 


FRA: 


French 


SVE: 


Swedish 


HUN: 


Hungarian 


THA: 


Thai 


ITA: 


Italian 


VIE: 


Vietnannese 


JPN: 


Japanese 


*: 


Others 


KOR: 


Korean 







Audio attributes 

LPCM/nn Digital/DTS/MPEG: Signal type 

k (kHz): Sannpling frequency 

b (bit): Nunnber of bits 

ch (channel): Nunnber of channels 



1^ Notes 

• You cannot nnake a change when there is no recording. 

• Sonne discs allow changes to soundtracks, subtitles, and 
angles only by using the disc's nnenus (^ 28). 



(^Play Menu 



izhVM Ezi B:li]l BilV/jyil H:liH H:IVI liVfJiM 

Repeat play 

This function works only when the elapsed play time is 
displayed. Select the item for repeat play. Depending on the 
disc, the items that can be selected will differ. 
Select "Off" to cancel. 
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Video Menu 



-RW(VR) 



Picture 

Set picture mode 
Normal: Default setting 

Cinema: Mellows down movies, enhances detail in dark 
scenes. 

DNR (Digital Noise Reduction) 

"On" reduces noise and picture degradation. 

Progressive^^ (Progressive/24p^2) 

Select the method of conversion for progressive output to suit 

the type of material being played. 

Auto1 (normal): Film and video contents are detected 

automatically and converted properly. 
Auto2: When using "Auto1" and video content is 

distorted as shown below. 




24p^2; niTjiM When this unit is connected to a TV supporting 
1080/24p output via an HDMI cable, this unit displays 
each frame at 1/24 second intervals - the frame interval 
originally recorded in the film, thus faithfully reproducing 
the original cinema image. 

If the settings are changed, then the screen will darken 
for a few seconds and then playback will start. 
"Auto1" is set when you turn the unit off or open the disc tray 

^■■Only when you have selected "480p" or higher for 
"Component Output Signal" (^ 58) or "HDMI Resolution" 
59) 

^20nly when you have selected "On" in "24p Output for DVD- 
Video" in Setup menu (^ 59) 

Line-in NR (Only when IN1 or IN2 is selected) 

Reduces video tape noise during recording. Depending on the 
video signal, jittering may occur. 

On: Noise reduction works for any video input. 

Off: Noise reduction is off. Select when you want to record 
input as is. 



Audio Menu 



-RW(VR) 



V. Surround Sound (Dolby Digital with 2.0 or more channels 
only) 

This function does not work for SAP recordings. 

• Enjoy a surround-sound effect if you are using 2 front 
speakers (L/R) only. 

• Turn off if it causes distortion. 

Natural/Emphasis/Off 

Dialog Enhancer (Dolby Digital, 3-channel or more only, 
including a center channel) 

When "On", the volume of the center channel is raised to make 
dialogue easier to listen. 



(pother Menu 



Language code 1 

Enter the code with the 
Abkhazian: 6566 


ist 

5 numbered buttons. 
Hausa: 7265 


Romanian: 


8279 


Afar: 


6565 


Hebrew: 


7387 


Russian: 


8285 


Afrikaans: 


6570 


Hindi: 


7273 


Samoan: 


8377 


Albanian: 


8381 


Hungarian: 


7285 


Sanskrit: 


8365 


Amharic: 


6577 


Icelandic: 


7383 


Scots Gaelic: 


7168 


Arabic: 


6582 


Indonesian: 


7378 


Serbian: 


8382 


Armenian: 
Assamese: 


7289 
6583 


Interlingua: 
Irish: 


7365 
7165 


Serbo- 
Croatian: 
Shona: 


8372 
8378 


Aymara: 


6589 


Italian: 


7384 


Sindhi: 


8368 


Azerbaijani: 


6590 


Japanese: 


7465 


oil 1^1 idicoc 


8373 


Bashkir: 


6665 


Javanese: 


7487 


OIUVCll\. 


8375 


Basque: 


6985 


Kannada: 


7578 


^Inx/pnian* 

Ol vy VCI 1 ICll 1 . 


8376 


Bengali, 
Bangia: 
Bhutani: 


6678 
6890 


Kashmiri: 
Kazakh: 


7583 
7575 


0\JI 1 IClll . 

Spanish: 


8379 
6983 


Bihari: 


6672 


Kirghiz: 


7589 


Sundanese: 


8385 


Breton: 


6682 


Korean: 


7579 


Swahili: 


8387 


Bulgarian: 


6671 


Kurdish: 


7585 


O VvCUIol 1 . 


8386 


Burmese: 


7789 


Laotian: 


7679 


1 Cl^ClIU^ . 


8476 


Byelorussian: 


6669 


Latin: 


7665 


Tajik: 


8471 


Cambodian: 
Catalan: 


7577 
6765 


Latvian, 
Lettish: 
Lingala: 


7686 
7678 


Tamil" 
Tatar: 


8465 
8484 


Chinese: 


9072 


Lithuanian: 


7684 


Telugu: 


8469 


Corsican: 


6779 


Macedonian: 


7775 


Thai: 


8472 


Croatian: 


7282 


Malagasy: 


7771 


Tibetan: 


6679 


Czech: 


6783 


Malay: 


7783 


Tigrinya: 


8473 


Danish: 


6865 


Malayalam: 


7776 


Tonga: 


8479 


Dutch: 


7876 


Maltese: 


7784 


Turkish: 


8482 


English: 


6978 


Maori: 


7773 


Turkmen: 


8475 


Esperanto: 


6979 


Marathi: 


7782 


Twi: 


8487 


Estonian: 


6984 


Moldavian: 


7779 


Ukrainian: 


8575 


Faroese: 


7079 


Mongolian: 


7778 


Urdu: 


8582 


Fiji: 


7074 


Nauru: 


7865 


Uzbek: 


8590 


Finnish: 


7073 


Nepali: 


7869 


V IclllcirilUbU. 


OD / O 


French: 


7082 


Norwegian: 


7879 


\ //^ 1 o r» r'l ■ 
VUldpUK. 


OD/ y 


Frisian: 


7089 


Oriya: 


7982 


Welsh: 


R7RQ 


OdllOlcll 1. 

Georgian: 


/I/O 

7565 


r dol IIU, 

Pushto: 
Persian: 


OVJOO 

7065 


VVUIUI . 

Xhosa: 


P77Q 

8872 


German: 


6869 


Polish: 


8076 


Yiddish: 


7473 


Greek: 


6976 


Portuguese: 


8084 


Yoruba: 


8979 


Greenlandic: 


7576 


Punjabi: 


8065 


Zulu: 


9085 


Guarani: 


7178 


Quechua: 


8185 






Gujarati: 


7185 


Rhaeto- 
Romance: 


8277 







Position 

Change where this nnenu screen appears on your TV. 
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Setup Menus 



"Accessing the Setup Menu" 

You will have to perform the following step 1 for all other 
operations on pages 52-60. 

A With the unit stopped 
^ SETUP 



1^ Notes 

Changed settings remain intact even when switching the unit to 
standby. 

tB Tips 

To return to the previous screen 

Press [RETURN]. Even if you have changed an option, the 
change is not activated until you press [OK]. 

To exit the screen 

Press [RETURN] several times. 



IR Settings 


Allow the set top box connected to this unit to be recognized by 
this unit. 

If the set top box setup is changed, carry out "Test" right) to 
check whether or not the Set Top Box Control operates correctly. 

Perform step 1 of "Accessing the Setup Menu" above). 


(© A, 


^ 

T to select "Setup" then ► 

J 




^ 

T to select "IR Settings", then 


(IR Settings ) 


Select whether or not the set top box connected to this unit is 
controlled by this unit. 

After selecting "IR Settings" above, step 3). 




T to select "IR Settings", then 


© A 


T to select "On" or "Off", then 


© < 


► to select "Yes" or "No", then 



( STB (Set Top Box) Type 

Select the service being used 

After selecting "IR Settings" above, step 3). 
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o 



A , T to select "STB (Set Top 



Box) Type", then (ok^ 



© A , T to select "Cable Box/DVR", 
"Satellite Box/DVR", "Converter Box" 
or "IPTV/Other STBs", then 



( Brand Name 



Select the set top box brand 

After selecting "IR Settings" (-> left, step 3). 



o 



A , T to select "Brand Name", then 



► to select the set top 
box brand, then (ok^ 

- You can also use [ \«\ or [►►! ] to view other pages. 

\ 

( Max. CH digits 



Select the maximunn nunnber of channel digits to be entered in 
your set top box. 

After selecting "IR Settings" left, step 3). 



o 



A , T to select "Max. CH diqits", then (ok, 




© A , T to select "Max. 2 Digit Channel 
(CH XX)", "Max. 3 Digit Channel 
(CH xxx)" or "Max. 4 Digit Channel 
(CH xxxx)" ,then (o^ 

This nnust not be selected when "Converter Box" is selected for 
"STB (Set Top Box) Type" left). 



( OK Key Operation 



Select whether or not the selected channel is confirmed by 
pressing [OK] in accordance with your Set top box. 
After selecting "IR Settings" left, step 3). 



o 



© 



A , T to select "OK Key Operation", then (o^^ 



A, T to select "On" or "Off", then (ok, 




(Test 



^ After selecting "IR Settings" left, step 3). 



J 



y A, T to select "Test", then 

- Confirmation screen appears. ^^X^ 



OK 




Perform steps 8 and 9 on page 1 1 



Off Timer 



Select how long the unit remains on when it is not being used. 
Perform step 1 of "Accessing the Setup Menu" 52). 



A, T to select "Setup", then ► 



A, T to select "Off Timer", then 




OK 



O A, T to select "2 Hours", "6 
Hours" or "Off", then 



Remote Control 



Use this function to synchronize the codes for the remote 
control and the main unit. 

Perform step 1 of "Accessing the Setup Menu" 52). 



A, T to select "Setup", then ► 



© A , T to select "Remote Control", then i 




OK 



r ^ 
O A, T to select "Set Code 1", "Set 
Code 2", or "Set Code 3" then 
to set. 



0 While pressing and holding ^-t:;^, press 
and hold the numbered button [j], [2], 




or 



3 corresponding to the code set in 



step 4 for about 5 seconds to set. 




Clock Settings 



Perform step 1 of "Accessing the Setup Menu" 52). 

© A, T to select "Setup", then ► 



© A , T to select "C\ock Settings", then 
( Set Clock Manually 




OK 



J 



O A , T to select "Set Clock 
Manually", then 

© ^, ► to select the item you want 
to change. 

© A, T to change the setting. 

-Repeat steps 5-6 to change other items. 




O to confirnn new date and 
time and to initiate the clocl<. 

V 

f Set the time change dates for DST 



Set the beginning and end dates for DST. 12). 



3 



Quick Start 



One Sec. Quick Start for Recording on DVD-RAM. From the power 
off state, recording on DVD-RAM starts about one second after 
first pressing the [(!) DVD/VHS POWER] and then sequentially 
pressing [• REC] (Quick Start Mode). Power consumption is also 
higher when the unit is turned off if this is set to "On". 

Perform step 1 of "Accessing the Setup Menu" 52). 

© A, T to select "Setup", then ► 



e 



A, T to select "Quick Start", then 




OK 




O A , T to select "On" or "Off", then 




OK 



Restore Default Settings 



This returns Setup menus to default settings, except for the 
clock, ratings level, closed caption, and on-screen language. 

Perform step 1 of "Accessing the Setup Menu" 52). 



f A, T to select "Setup", then ► 

0 A, T to select "Restore Default 
Settings", then 



After selecting "Clocl< Settings" (-> above, step 3). 
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Settings for Playback 



Perform step 1 of "Accessing the Setup Menu" 52). 

© A, T to select "Disc", then ► 

V 

© A, T to select "Settings for 
Playback", then 



( Subtitle Language 



After selecting "Settings for Playback" left, step 3). 



O A, T to select "Subtitle 
Language", then 





( Ratings 



J 



Set a ratings level to limit DVD-Video play. 
Follow the on-screen instructions. Enter a 4-digit password with ( Menu Language 
the numbered buttons when the password screen is shown. 

After selecting "Settings for Playback" above, step 3). 



© A, T to select "Automatic", 
"English", "French", "Spanish", 
"Other ****", then 



After selecting "Settings for Playback" (-> left, step 3). 



r ^ 
O A, T to select "Ratings", then 

OK 




T to select ratings limit, then 




OK 



^ Enter a 4-digit password, then 

OK 




■ Do not forget your password. 



• Setting ratings (When level 8 is selected) 
[8 No Limit] All DVD-Video can be played. 

[1] to [7] Prohibits play of DVD-Video with corresponding 

ratings recorded on them. 
[0 Lock All] Prohibits play of all DVD-Video. 

• Changing ratings (When level 0 to 7 is selected) 
[Unlock Recorder] [Change Password] [Change Level] 
[Temporary Unlock] 



(Audio Language 



After selecting "Settings for Playback" (-> above, step 3). 

r ^ 
O A, T to select "Audio Language", 

then (oK^ 

© A, T to select "English", 

"French", "Spanish", "Original", 
"Other ****", then(^ 



O A, T to select "Menu Language", 

then (oK^ 




© A, T to select "English", 
"French", "Spanish", "Other 
****", then 

Notes 

EQiQ Choose the language for audio, subtitles and disc 
menus. 

If a language which is not recorded is selected, or if 
languages are already fixed on the disc, the language set as 
the default on the disc will be played instead. 
[Original] The original language of each disc will be 
selected. 

[Other ****] This is the language code setting. Input a 
code number with the numbered buttons 
(^ 51, "Language code list"). 

[Automatic] If the language selected for "Audio 

Language" is not available, subtitles of 
that language will automatically appear if 
available on the disc. 
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Settings for Recording 



( Recording Time in EP Mode 



Select the maximunn number of hours for recording in EP 
nnode. 

Perforin step 1 of "Accessing the Setup Menu" 52). 



tSf A, T to select "Disc", then ► 

> 

^ 

© A, T to select "Settings for 
Recording", then 




o 




OK 



r ^ 

© A, T to select "EP-Extended 
Play (6H)" or "EP-Extended Play 
(8H)", then 

[EP-Extended Play (6H)] 

You can record for 6 hours on an unused 4.7 GB disc. 
[EP-Extended Play (8H)] 

You can record for 8 hours on an unused 4.7 GB disc. 



still Mode (paused video) 



Select the type of picture shown when you pause play 84, 
"Frame and field"). 

Perform step 1 of "Accessing the Setup Menu" 52). 



A, T to select "Video", then ► 



r ^ 
© A, T to select "Still Mode 
(paused video)", then 




O A, T to select "Automatic", 
^ "Field" or "Frame", then (jj^ 

[Field] Select if jittering occurs when "Automatic" is 
selected. 

[Frame] Select if you cannot see small text or fine patterns 
clearly when "Automatic" is selected. 



Black Level Control 



Select "Lighter" or "Darker" to adjust the black level control to 

the desired setting for picture enhancement. 

Perform step 1 of "Accessing the Setup Menu" 52). 




A, T to select "Video", then ► 



© A, T to select "Black Level 
Control", then 



( Input Level 



Adjusts the black level of the input signal. 

After selecting "Black Level Control" above, step 3). 

O A, T to select "Input Level", then 

OK 



3 




© A , T to select "Lighter" or 
"Darker", then 




( Output Level (Composite/SVideo) 



Adjusts the black level of the output signal from the VIDEO 

OUT and S VIDEO OUT terminal. 

After selecting "Black Level Control" (-> above, step 3). 

/- 

O A, T to select "Output Level 
(Composite/SVideo)", then 

© A , T to select "Lighter" or 
"Darker", then 





Dynamic Range Compression 



EQiB!! (Dolby Digital only) 

Change the dynamic range 84) for easier listening at a low 
volume. 

Perform step 1 of "Accessing the Setup Menu" 52). 



A, T to select "Audio", then ► 



0 A, T to select "Dynamic Range 
Compression", then ^ 





O A , T to select "On" or "Off", then 




OK 



@ 
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Digital Audio Output 



Change the settings when you have connected equipment 
through the unit's DIGITAL AUDIO OUT terminal 65). 
Perform step 1 of "Accessing the Setup Menu" 52). 

© A, T to select "Audio", then ► 

^ 

© A, T to select "Digital Audio 
Output", then (o^ 



( PCM Down Conversion 



Select how to output audio with a sampling frequency of 
96 kHz or 88.2 kHz. Signals are converted to 48 kHz or 44.1 kHz 
despite the settings if the signals have a sampling frequency of 
over 96 kHz or 88.2 kHz, or the disc has copy protection. 

After selecting "Digital Audio Output" above, step 3). 

O A, T to select "PCM Down 
Conversion", then (ok^ 

^ " 

© A , T to select "On" or "Off", then 




OK 



[On] Signals are converted to 48 kHz or 44.1 kHz. 

(Choose when the connected equipment cannot 
process signals with sampling frequency of 96 kHz or 
88.2 kHz.) 

[Off] Signals are output as 96 kHz or 88.2 kHz. (Choose 
when the connected equipment can process signals 
with sampling frequency of 96 kHz or 88.2 kHz.) 



( Dolby Digital^ 



Choose whether to output by "Bitstream", which processes 
Dolby Digital signals on other connected equipment, or to 
convert the signals to "PCM" (2ch) on the unit before output. 



nn iDOLBYl 
DIGITAL 

After selecting "Digital Audio Output" (-^ above, step 3). 

O A, T to select "Dolby Digital", 

then (o^ 




© A, T to select "Bitstream" or 
"PCM", tlien («: 




[Bitstream] When you have connected the unit to 

equipment displaying the Dolby Digital logo. 
[PCM] When you have connected the unit to 

equipment that doesn't have Dolby Digital logo. 



fofsj 



Choose whether to output by "Bitstream", which processes 
DTS signals on other connected equipment, or to convert the 
signals to "PCM" (2ch) on the unit before output. 



DIGITAL 



SURROUND 



efts 

Digital Surround 



After selecting "Digital Audio Output" (-^ left, step 3). 

O A, T to select "DTS", tlien 



© A , T to select "Bitstream" or 
"PCM", then 




[Bitstream] When you have connected the unit to equipment 

displaying the DTS logo. 
[PCM] When you have connected the unit to equipment 

that doesn't have the DTS logo. 

^ Incorrect settings can cause noise to be output which can 
be harmful to your ears and speakers, and audio will not be 
recorded properly on media such as mini discs. 



Select Audio Channel For DV Input 



You can select the kind of audio when recording from the unit's 
DV in terminal (^ 27). 

Perform step 1 of "Accessing the Setup Menu" (^ 52). 




0 A , T to select "Select Audio 
Channel For DV Input", then 

^ ^ 

O A, T to select "Stereo 1", 
"Stereo 2" or "Mix", then 




[Stereo 1 ] Records audio (L1 , R1 ) 

[Stereo 2] Records added audio such as narration (L2, R2) 

subsequent to original recording. 
[Mix] Records both Stereo 1 and Stereo 2. 



Status Messages 



Choose whether to show status messages automatically or not. 
Perform step 1 of "Accessing the Setup Menu" (-^ 52). 




56 



© A, T to select "Status 
Messages", then (V) 
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Oat 



to select "Automatic" or 



"Off", then 



On-screen Language 



Choose the language for these menus and the on-screen 
messages. 

Perform step 1 of "Accessing the Setup Menu" 52). 



© A, ▼ to select "Display", then ► 

T to select "On-screen 
Language", then (ok 




O A, T to select "English", 
"Espahol" or "Frangais", then 



OK 




Front Display 



Changes the brightness of the unit's display. 

Perform step 1 of "Accessing the Setup Menu" 52). 

© A, T to select "Display", then ► 

© A, T to select "Front Display", 

then (oK^ 

O A, T to select "Bright", "Dim" or 
"Automatic", then 

[Automatic] The display turns dark during playback. When the 
unit is turned off, the unit's display disappears. 
While using this mode the standby power 
consumption can be reduced. 



Closed Caption 



Choose whether to show closed captions. 

Perform step 1 of "Accessing the Setup Menu" 52). 

© A, T to select "Display", then ► 



y 

© A, T to select "Closed Caption", 
then 





OK 



O A, T to select "Set", then 



© A, T to select "On", then 

-Select "Off" if you don't want closed captions. 

V y 

( Closed Caption settings J 

After selecting "On" above, step 5). 

© A, T to select "Analog", then 




OK 



A, T to select the item, then 



OK 




CC1-4 Information related to pictures (Appears at bottom of 
screen) 

T1-4 Textual information (Appears over entire screen) 

( Resets all settings for closed captions 

After selecting "On" (^ above, step 5). 



© 



A, T to select "CC reset", then 




OK 
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TV Aspect 



This setting allows you to select the type of television 
connected. 

Perform step 1 of "Accessing the Setup Menu" 52). 



4:3 TV settings for DVD-RAM 



You can select how to display the image on the TV when you 
watch 16:9 images (DVD-RAM) on a 4:3 standard aspect TV. 
Perform step 1 of "Accessing the Setup Menu" (-^ 52). 



© A, T to select "TV Screen", then © A, T to select "TV Screen", then 



© 



A, T to select "TV Aspect", then 




OK 



O 



A, T to select "4:3" or "16:9", 
then 




OK 



Notes 

• Aspect 4:3/16:9 

4:3 



4:3 standard aspect 
television 



I 16:9 I 

16:9 widescreen 
television 



• Digital programs broadcast in the 16:9 aspect ratio may 
appear with black bands at the edges of the screen on 
4:3 aspect televisions. The bands are added to enable the 
correct aspect ratio to be shown. 



4:3 TV settings for DVD-Video 



You can select how to display the image on the TV when you 
watch 16:9 images (DVD-Video) on a 4:3 standard aspect TV. 
Perform step 1 of "Accessing the Setup Menu" 52). 



A, 
► 



T to select "TV Screen", then 



© A , T to select "4:3 TV settings 
for DVD-Video", then 




O A, T to select "Pan and Scan 
(Stretch to fit)" or "Letterbox 
(Shrink to fit)", then C^k 




[Pan and Scan (Stretch to fit)] 
Video recorded for a widescreen is played with the sides 
cut off if Pan & Scan was specified. If 16:9 software 
prohibits Pan & Scan, the image will appear in the 
letterbox style (with black bands above and below the 
picture) despite the setting here. 

[Letterbox (Shrink to fit)] 
Video recorded for a widescreen is played in the 
letterbox style. 



© A, T to select "4:3 TV settings 
for DVD-RAM", then 




O A, T to select "4:3", "Pan and 
Scan (Stretch to fit)" or "Letterbox 
(Shrinl< to fit)", then 




[4:3] Recordings are played as 

recorded. 

[Pan and Scan (Stretch to fit)] Video recorded for a widescreen 

is played with the sides cut off. 

[Letterbox (Shrink to fit)] Video recorded for a widescreen 

is played in the letterbox style. 



Component Output Signal 



If you connected this unit and a TV with component video 
cables, select the item compatible with the connected 
equipment. 

Perform step 1 of "Accessing the Setup Menu" (^ 52). 



A, T to select "TV Screen", then 



T to select "Component 
Output Signal", then 




O A, T to select "480i", "480p", 
"720p" or "10801", then 




[720p], [10801]: Videos from DVD-Video or VHS are output with 
480p, irrespective of the settings. 

• If the video is distorted when the settings are changed, then 
press and hold [■] and [►] on the main unit for 5 seconds or 
more to set it back to [480i]. 

• If this unit is connected to an amplifier via an HDMI cable and 
audio is not output when these settings are changed, then 
use a non-HDMI cable to connect the unit. 

• If this unit is connected to an amplifier, etc. via an HDMI cable 
with "HDMI Priority" set to "On", the video will be fixed to 480i. 
Turn it "Off" and set it again. 

• If the "TV Aspect" is set to "4:3" (^ left), then "480i" or "480p" 
can only be selected. 
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Functions of HDMI 



Perform step 1 of "Accessing the Setup Menu" 52). 

/ 

© A, T to select "TV Screen", then 
► 

T to select "Functions of 
HDMI", then 



( HDMI Priority 



J 



After selecting "Functions of HDMI" above, step 3). 

O A, T to select "HDMI Priority", 

then Gi) 



A, T to select "On" or "Off", then 

®^ , 

[Off] When connecting equipment such as an amplifier with 
an HDMI cable, and connecting TV (compatible with 
progressive video) with a Component Video Cable 



(hDMI Resolution^ 



You can only select items compatible with the connected 

equipment. This setting normally does not need to be changed. 

However if you are concerned about output picture quality, it 

may be improved by changing the setting. 

•To enjoy High Quality Video up-converted to 1080p, you need 
to connect the unit directly to a 1 080p-compatible HDTV. If this 
unit is connected to an HDTV through other equipment, it must 
also be 1080p compatible. 

After selecting "Functions of HDMI" above, step 3). 



O A, T to select "HDMI 
Resolution", then 





[Auto] 



[480i] 

[480p] 

[720p] 

[10801] 

[1080p] 



Automatically selects the output resolution best 
suited to the connected television (1080p, 10801, 
720p or 480p). 



When setting video output to "1080p", we 
recommend using a Panasonic HIGH SPEED 
HDMI cable to prevent video distortion. 



( 24p Output for DVD-Video^ 



When this unit is connected to a TV supporting 1080/24p output 
via an HDMI cable, this unit displays each frame at 1/24 second 
intervals - the same interval originally shot with the film camera. 

After selecting "Functions of HDMI" left, step 3). 



O A, T to select "24p Output for 
DVD-Video", then 

■ 

© A , T to select "On" or "Off", then 

% 

[On] Set to "On" and then set the Progressive/24p in the 
Video Menu in the On-screen Menu 51) to "24p". 
When the video is being output in 24 frames per 
second, no video is output from a video terminal other 
than the HDMI terminal. 



( HDMI Output Display Aspect^ 



Settings used when 4:3 aspect video is output on the television 
as 16:9 aspect. 

After selecting "Functions of HDMI" left, step 3). 

O A, T to select "HDMI Output 
Display Aspect", then 



A, T 

then 



to select "Full" or "Normal", 




OK 



[Full] Video output is enlarged to match the screen size. 
[Normal] Video is output as 4:3 aspect. Side panels (black 

bars on the left and right) will appear on the 

screen. 



1^ Notes 

Depending on the equipment to connect, some items may 
be shaded in gray on the display and cannot be selected, or 
changing settings may be unavailable. 
^ Above items can be set when you set "HDMI Priority" to 
"On". 




59 



RQT9 



Setup Menus 



( HDMI RGB Output Range^ 



J 



Effective when connected to a device that only supports RGB 
output. 

After selecting "Functions of HDMI" 59, step 3). 

O A, T to select "HDMI RGB 
Output Range", then (V) 



Select Tape Length 



Set the length of tape you are using so the unit can show the 
correct rennaining time. 

Perfornn step 1 of "Accessing the Setup Menu" 52). 




© A, T to select "Standard" or 
"Enhanced", then 




© A, T to select "Select Tape 
Length", then (OK 




[Enhanced] When the black and white images are not distinct. 



( HDMI Audio Output 



O A , T to select "T1 20", "T1 60" or 
"T180", thenf? 




After selecting "Functions of HDMI" 59, step 3). 



O A, T to select "HDMI Audio 
Output", then 

© A, T to select "On" or "Off", then 

. ^ - 

[Off] Audio is output from an amplifier when using the DIGITAL 
AUDIO OUT terminal 65). 



[T1 20] T30, T60, T90 and T1 20 tapes 
[T160] T1 40 and T1 60 tapes 
[T180] T1 80 tapes 



Jet Search 



Set the speed for Jet Search 34) when playing EP and VP 
tapes. It is possible to view the picture recorded in EP or VP 
mode at approx. 27 or 35 times speed. 
Perform step 1 of "Accessing the Setup Menu" 52). 




(yiERA Link^ 



After selecting "Functions of HDMI" 59, step 3). 

O A, T to select "VIERA Link", 
then 



A, T to select "Jet Search", then 




OK 




A, T to select "On" or "Off", then 



OK 



O A, T to select "x27" or "x35", 
then(o^ 

[x27] Select [x27] if the picture is poor at [x35]. 




[On] When "On" is selected, you can operate other "HDAVI 
Control" compatible devices using "HDAVI Control". 



Notes 

Depending on the equipment to connect, some items may 
be shaded in gray on the display and cannot be selected, or 
changing settings may be unavailable. 
^Above items can be set when you set "HDMI Priority" to 
"On". 



Gray Background 



Select whether or not the gray background is displayed when a 

blank section of a Video tape is played. 

Perform step 1 of "Accessing the Setup Menu" 52). 




© A, T to select "Gray 



Background", then 




o 



A , T to select "On" or "Off", then 




OK 
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other Settings 



Using the Unit's Remote Control to 
Operate tlieTV and the Set Top Box 
(Cabie Box, Sateiiite Receiver, etc.) 



Remote Control Codes for the TV 



TV operation 
buttons 



Set Top Box 
operation buttons 



DRIVE 
SELECT 

□ 




O Point the remote control at the TV 
or Set Top Box. 




CH 



r 

To set the code for the TV: 

TV 

POWER 

w While pressing and holding 
enter the code from the 
table on the right using the 
numbered buttons. 

e.g., 0250: press [0] ^ [2] ^ [5] ^ [0] 
To set the code for the Set Top Box: 

® While pressing and holding j 
enter the code from the table 
on the right using the numbered 
buttons. 

e.g., 1786: press [1] ^ [7] ^ [8] ^ [6] 

^ ^ 

© Test the TV or Set Top Box 

functions of the remote control for 
operability. 

-To switch to the Set Top Box mode: 

Press and hold [CH a] and [RETURN] 
simultaneously for 5 seconds or longer. 
-To switch to the TV mode: 
Press and hold [(!) TV POWER] and 
[RETURN] sinnultaneously for 5 seconds or 
longer. 

-If the functions do not work, repeat steps 1 to 
3 using different codes, if available. Some TVs 
and Set Top Boxes may not be compatible 
with the unit's remote control. 



ivicii luidoiui CI 


Code 


Panasonic 


0051 / 0055 / 0250 / 0650 


MUVUl 11 


n7Ri / 078*^ /nftit^ /nfti7 / nftzio 

U / D 1 / U/ OO / UO 1 O / UO 1 / / yjo^c. 


r\l\cll 


00*^0 / nOQfi / nR79 / 0709 / nP1 9 
uvjovj / vjvjyo / vjD 1 c. 1 \j 1 yjc. i uo i ^ 


MlllcllUd MUllUll 


U 1 ou 


AOP 


nno'^ / nni q / no'^n / nn^^p / ni '^7 / ni 

UVJUO / VJU 1 C7 / VJVJOU / UUO^ 1 \J \ OI 1 \J \ OO 


Ar»Qv r^i/^itol 
r\|JcA Uiyildl 


n74R / n7RR / n7R7 / nft7Q / nftQH 


Audiovox 


0003 / 0092 / 01 80 / 0451 / 0623 / 0802 / 0875 / 
1 yo/ 


Axion 


1937 


Bang & Olufsen 


0620/1620 


Broksonic 


UUUo / U^ob / U4bo 


Casio 


Ubl 1/1 ^Uo 


Daewoo 


uui y / uuoy / uubb / uub/ / uuyi / uuy^ / u4oi / 

UD^O / UDD 1 / UD/ ^ / 1 DD 1 


CI iicrbOii 


nni Q / nnQP / nn^Q / ni i ni t^fi / ni 71 / ni 77 / 
uu 1 y / uuoo / uuoy / u 1 0^ / u 1 00 / ui/i / ui/ / / 

0178/0179/0180/0181 / 0182 / 0183 / 0185 / 

0236 / 0270 / 0280 / 0282 / 0463 / 0623 


Envision 


UUoU / uoi 0 


Epson 


UOOO / Uo4U 


Fishor 


u 1 0^ / u 1 oy 


Fujitsu 


u 1 / y / u 1 oD / UDoo / Uouy / uooo 




uu^ 1 / KJKj^i 1 uu^y / uu^/ / uuo 1 / uuoo / u 100 / 

U 1 00 / UI/'+ / Ul/O / U^O 1 / U^ / C7 / u^o^ / UM-O 1 / 

0747/1347/1447 


C^r\ \r\r\^r\ 
vlUcU 


nppR 
uooo 


Haisr 


0768 / 1 034 


Hannspree 


1348/1351 /1352 


Wpwlptt Pflnkflrrl 
1 icvvidi r clorxcii vj 


1 0RR / 1 0RQ 7 1101 / 1 4Q4 / 1 ^0? 


HiQPriQP 


0748 


Hitachi 


001 6 / 0032 / 0038 / 0056 / 0095 / 0097 / 01 45 / 
01^1 7 017'^/ 0227 / 027Q / 0409 / 041 '^7114^ 

\J 1 0 1 / \J \ 1 \j 1 1 1 KJC 1 \J 1 \j'-r\j\j 1 KJ'-r \ \J 1 II "-po 


InFopi iQ 


n7'^fi 7 n7'^R 7 0741 7 07^P 7 07R1 7 1 1 fi4 7 1 ^1 fi 

\J 1 ou 1 \J 1 00 / U / t 1 / \J 1 0^ 1 \J 1 0 \ 1 II Ut / 1 0 1 u 


JVC 


0036 / 0053 / 0069 / 01 60 / 01 69 / 01 82 / 0731 / 
1253 


1/1 l_l 


U/bo/ U/b/ 


1 


Ul /o / Uol / / U44^ / U4o/ / U/UU / Uoob / 1 1 /o / 
1 ^DO 


Loewe 


0136 


IVIagnavox 


uu^^u / uu*^4 / uu^o / uuou / uuob / uuo4 / uuyb / 
ni 7Q / ni Pfi / ni P7 / no^n / n^Pf^ / cy7C\(^ 1 npno / 

U 1 / y / U 1 oD / U 1 0 / / U^OU / UOOD / U / UD / UoU^ / 
1 ^OH- / 1 M-OH- 


Ivldldl liz. 


KJkJOkJ 1 UUOM- / U'+'+'+ / U/U'+ / UOOM- / UOOO / 1 1 OM- 


ivici 1 lUI 


001 R 7 01 OR 7 01 RO 7 01 ^4 7 01 7R 7 01 7Q 7 04R'^ 

uu 1 D / U 1 UD / U 1 OU / U 1 OH- / Ul/O / Ul/i7 / UH-DO 


IVIitsubishi 


0014 / 0019 / 0093 / 0098 / 0150 / 0155 / 0178 / 
0331 / 0358 / 0836 / 0868 / 1 250 


INUlUci 11 


n74p / nP94 / inpQ 
u/ ^o / uo^f / 1 uoy 


LjpToma 


npP7 

Uoo/ 


Orion 


0179/0236/0463/1463 


Philips 


r\r\c/i / neon / ^ i c/i / ^ 
UUo4 7 UbyU 7 1 1 o4 7 1 4o4 


Philips Magnavox 


UU^U 7 UU^4 7 UU^o 7 UUoU 7 UUob 7 UUo4 7 UUyb 7 

ni 7Q / ni Pfi / ni P7 / no^n / n^pfi / nf^Qn / cy7r\(^ i 
\j \ 1 u 1 oD / u 1 o/ / u^ou / uooD / uoyu / U/ UD / 

0802/1154/1254/1454 


Pioneer 


0038 / 01 66 / 01 72 / 0679 / 0866 


Polaroid 


U/bo 7 Uobo 7 1 ^b^ 7 l^/b7 lol47 lolb7 1 o^b 7 

1 QQ7 / 1 QQP / 1 Q41 / 1 4QP / 1 t^QQ 

\oc.i 1 \o^Q 1 1 o^ 1 / 1 ^yo / 1 o^o 


r roscan 


nnA7 / n7A7 / 1 ^^7 / 1 aa7 

UU4/ 1 KjI^I 1 lo4/ / 144/ 


Preview 


0835/1401 /1498 


RCA 


001 8 / 001 9 / 0029 / 0038 / 0047 / 0090 / 01 35 / 

Ul / 4 / U^/ o 7 Ub/ y 1 \Jl^l 1 1 U4/ / 114/ / 1 ^4/ / 

1 Q47 / 1 447 / 1 1^47 
lO^/ / I'+^Z / lO'+Z 


Bunco 


001 7 / 0030 / 0251 / 0497 / 0603 


oarnpo 


nn^n / nn^o / nn^Q / c\r\^o i ni nn / ni 1 n / 1 7t^t^ 
uuou / uuo^ / uuoy / uuo^ / u i uu / u i i u / i / oo 


Samsung 


001 9 / 0030 / 0032 / 0056 / 0060 / 01 78 / 0329 / 
0408 / 0427 / 0587 / 0702 / 0766 / 081 2 / 081 4 / 
1060 


Sansui 


0463 


Sanyo 


0088 / 01 07 / 01 46 / 01 54 / 01 59 / 0232 / 0484 / 
0799 / 0893 
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other Settings 



Remote Control Codes for the TV (Continued) 



Satellite Receiver 
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Manufacturer 


Code ^^^B 


Panasonic 


0152/0247/0701 / 1 786 


AlphaStar 


0772 


Chaparral 


0216 


Crossdigital 


1109 


DirecTV 


0099 / 0247 / 0392 / 0566 / 0639 / 0724 / 
0749 / 0819 / 1076 / 1 108 / 1 109 / 1 142 / 
1 377 / 1 392 / 1 4 1 4 / 1 442 / 1 443 / 1 444 / 
1609/1639/1640/1749/1856 


DISH Network 


0775 / 1 005 / 1 1 70 / 1 505 / 1 775 


Dislipro 


0775/ 1005/ 1505/ 1775 


Ecliostar 


0775 / 1 005 / 1 1 70 / 1 505 / 1 775 


Expressvu 


0775/1775 


GE 


0392 / 0566 


General Instrument 


0869 


GOI 


0775/1775 


Goodmans 


1246 


Hisense 


1535 





L/OG6 ^^^^^^^ 


Sharp 


r\r\on / nnoo / ^^ co / ^^ c"7 / ^^ cc / noon / rxno-i i 
UUoy / UUyo / Ul oo / Ul o/ / Ul bo / uZdU 1 \jdo\ 1 




uoOD / uoyo / U4yi / uooo / uoi o / uooi 


Sony 


uuuu / UU 1 1 / UUOU / U 1 1 1 / 1 O 1 uooo / Uo 1 u / 




UOO*+ / UOO/ / 1 1 UU 


OVd 


UOO / / u / *+o / u / DO / UOOO / uo / u / uo / 1 / uo / ^ 


oylVcll lid 


UU^U / UU^O / UUOU / UUOt / UUDO / UUJ7D / U 1 / 1 / 




UOO 1 


oympnonic 


U 1 / 1 / U 1 ou 


Syntax-Brillian 


1UU/ / 1144/ 1^4U/ I^DO/ 1^0/ / I^DO/ lOOl 


laiung 


uuuo / uu4y / uuoo / uoyo / i i u i / i / oo 


1 llOlllbOll 


u^uy / 1 u / uu^/ 


losniua 


UUOD / UUDU / U 1 4y / U 1 04 / U 1 oo / UDOU / UoO^ / 




UOtO / 1 1 OD / 1 1 D*T / 1 ^OO / 1 ^UO / 1 OOD / 1 DOD / 




1704 


Ultra 


0391 


ViewSonic 


0857/0864/0885/1755 


Westinghouse 


0885 / 0889 / 0890 / 1 282 / 1 577 


Yamaha 


001 9 / 0030 / 0769 / 0833 / 0839 


Zenith 


001 6 / 001 7 / 0092 / 01 78 / 0463 / 1 265 


■ Remote Control Codes for the Set Top Box: 


Cable Box 








Panasonic 


0000/0107 


ABC 


0003 / 0008 


Americast 


0899 


Bell South 


0899 


Digeo 


1187 


Director 


0476 


General Instrument 


0003/0276/0476/0810 


GoldStar 


0144 


Hamlin 


0009 / 0273 


Jerrold 


0003/0276/0476/0810 


Memorex 


0000 


Motorola 


0276 / 0476 / 08 1 0 / 1 1 87 / 1 376 


Pace 


0008/0237/1877 


Paragon 


0000 


Philips 


0317/1305 


Pioneer 


0144/0533/0877/1877 


Pulsar 


0000 


Quasar 


0000 


Regal 


0273 / 0279 


Bunco 


0000 


Samsung 


0144 


Scientific Atlanta 


0008/0477/0877/1877 


Sony 


1006 


Starcom 


0003 


Supercable 


0276 


Torx 


0003 


Toshiba 


0000 


Zenith 


0000 / 0525 / 0899 



Satellite Receiver (Continued) 



Manufacturer 


Coda^l^^^^^^^^^^ 


Hitachi 


0819/1250 


HTS 


0775 / 1 775 


Hughes 


0749 / 1 442 / 1 749 


Hughes Network 


0749 / 1 1 42 / 1 442 / 1 443 / 1 444 / 1 749 


Systems 




iLo 


1535 


Janeil 


0152 


Jerrold 


0869 


JVC 


0775 / 1 1 70 / 1 775 


LG 


1226/1414 


Magnavox 


0722 / 0724 


Memorex 


0724 


Mitsubishi 


0749 


Motorola 


0856 / 0869 


NEC 


1270 


Next Level 


0869 


Pays at 


0724 


Philips 


0099 / 0722 / 0724 / 0749 / 081 9 / 1 076 / 1 1 42 / 




1 442 / 1 749 


Pioneer 


1442 


ProScan 


0392 / 0566 


Proton 


1535 


RadioShack 


0869 


RCA 


01 43 / 0392 / 0566 / 0855 / 1 392 


Samsung 


1 1 08 / 1 1 09 / 1 1 42 / 1 276 / 1 377 / 1 442 / 1 609 


Sanyo 


1219 


Sony 


0639/1639/1640 


Star Choice 


0869 


Toshiba 


0749 / 0790 / 081 9 / 1 285 / 1 749 


UltimateTV 


1392/1640 


Uniden 


0722 / 0724 


US Digital 


1535 


USDTV 


1535 


Voom 


0869 


Zenith 


1856 


Cable Box/Digital Video Recorder Combination 






Americast 


0899 


Digeo 


1187 


General Instrument 


0476/0810 


Jerrold 


0476/0810 


Motorola 


0476/0810/1187/1376 


Pace 


0237/1877 


Pioneer 


0877/1877 


Scientific Atlanta 


0877/1877 


Sony 


1006 


Supercable 


0276 


TiVo 


1142/1442/1443/1444 


Zenith 


0899 


Satellite Receiver / Digital Video Recorder Combination 


yifmiiitfiiEitmiiiir 


Code 


DirecTV 


0099 / 0392 / 0639 / 1 076 / 1 1 42 / 1 377 / 1 392 / 




1442/1443/1444/1640 


DISH Network 


0775/1505 


Dishpro 


0775/1505 


EchoStar 


0775/1170/1505 


Expressvu 


0775 


Hughes Network 


1142/1442/1443/1444 


Systems 




JVC 


1170 


Motorola 


0869 


Philips 


1142/1442 


ProScan 


0392 


RCA 


1392 


Samsung 


1442 


Sony 


0639/1640 


Star Choice 


0869 


TiVo 


1142/1442/1443/1444 



Connection Options for Improved Playback Quality 



You can enjoy a high-quality picture by using the following terminals for connection. 



Standard 

Quality 

Picture 






High- 




quality 




Picture 



VIDEO SVIDEO COMPONENT HDIVII 
terminal terminal VIDEO terminal 
terminal 



DVD output and DVD/VHS output 



The unit has DVD/VHS common output terminals and DVD priority output terminals. 



DVDA/HS common output 

• Both DVD and VHS signals can be output. 

• If connecting with the DVDA/HS common out terminals, closed caption 
cannot be displayed by this unit while playing a tape. Make the settings 
and display on a TV that supports Closed Captioning. 

DVD priority output 

•This is the dedicated terminal to enjoy pictures played on DVD in higher 
picture quality. 

•The DVD priority out terminals can also output the VHS signal. 
However this is not possible during DVD recording or DVD scheduled 
recording. 



DVD priority output 




DVD/VHS common output 



If connecting to the TV with the DVD priority output terminal, we recommend connecting to the TV with the DVD/VHS 
common output terminals as well. 



Using an S Video Cable for Better Video (S Video Cable not included) 



The S VIDEO OUT terminal provides a more vivid picture than the VIDEO OUT terminal. 
(Actual results depend on the television.) 



Red White Yellow 



^ fl 

INPUT 1^ (P) 
INPUT 2 @ 



Audio/video cable 
(included) 




S Video cable 
(not included) 



Audio cable (not included) 

Notes 

Usually you can watch video from input 2 on TV. When you want to playback VHS while recording on DVD, switch to input 1 on TV. 
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Connection Options for Improved Playback Quality 



Using Component Video Cables for Better Video (Component Video Cables not 
included) 



The COMPONENT VIDEO OUT terminals on this unit can be used for either interlace or progressive output 84) 
to provide a purer picture than the S VIDEO OUT terminal. 



Rear of TV 



INPUT 1 

AUDIO IN VIDEO 

© © 



COMPONENT 
VIDEO IN 

Y Pb Pr 



Red White Yellow 



AUDIO IN VIDEO 
R L IN 

-i-Ci 



Red White 



Audio/video cable 
(included) 



Rear of this unit 



Component 
video cables 
(not included) 




Audio cable 
(not included) 



•Adjust settings in "Component Output Signal" 58). 



Notes 

• Usually you can watch video from COMPONENT VIDEO input on TV. When you want to playback VHS while recording on DVD, switch to 
input 1 on TV. 



® 
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Using an HDMI (High Definition 
l\/luitimedia Interface) Cable 



You can enjoy better quality sound by changing the 
audio cable connection between this unit and your TV on 
page 8 as follows. 



Using an Audio Cable for Better Sound 
(Audio Cable not included) 



Use this connection to play sound through speakers 
connected to an amplifier or system component. 

Rear of Amplifier or 
System Component 



AUDIO IN 
R L 



Red White 



Rear of this unit 



Audio cable 
(not included) 



Red White 



Using an Optical Digital Audio Cable for 
Better Sound (Optical Digital Audio Cable 
not included) 



This method allows you to enjoy multi-channel surround 
sound on DVD-Video. 



Rear of Amplifier or 
System Component 



Insert fully with this 
side up. 

Do not bend cable 
sharply. 




Rear of this unit 



Optical digital 
— audio cable 
(not included) 



•Connect an amplifier or system component with a built- 
in decoder displaying these logo marks. 



DIGITAL 



SURROUND 



efts 

Digital Surround 



•Adjust settings in "Digital Audio Output" 56). 



\^ Notes 

•You cannot use DTS Digital Surround decoders not meant for 
DVD. 

• Before purchasing an optical digital audio cable, check the 
terminal shape of the equipment to be connected. 



When connected to an HDMI compatible unit, an 
uncompressed digital audio and video signal is transmitted, 
enabling you to enjoy high quality digital video and audio with 
just one cable. When connecting to an HDMI-compatible HDTV 
(High Definition Television), the output can be switched to 
1080p, 10801 or 720p HD video. 

Regarding "HDAVI Control" function (-> 38) 

• Please use HIGH SPEED HDMI cables that have 
the HDMI logo (as shown on the cover). 
It is recommended that you use Panasonic's HDMI 
cable. 

Recommended part number: RP-ODHG10 
(1.0 m/3.3 ft.), RP-0DHG15 (1.5 m/4.9 ft.), 
RP-ODHG20 (2.0 m/6.6 ft.), RP-ODHG30 (3.0 m 
/9.8 ft.), RP-ODHG50 (5.0 m/16.4 ft.), etc. 

• Non-HDMI-compliant cables cannot be used. 



Rear of Amplifier or 
System Component 



Rear of TV 



HDMI IN 



HDMI OUT 



riUIVII IIM AUDIO IN VIDEO 



HDMI cable 
■ (not included) 



© © 

— i-Q-a- _ 

I Red White Yellow] 



Audio/video cable 
(included) 



I Red White Yellow] 

ri-AUDIO-L VIDtO 



Rear of this unit 

• Set "HDMI Priority" and "HDMI Audio Output" to "On" 
(^ 59, 60). (The default setting is "On".) 

Notes 

• If connecting to equipment that is only compatible 
with 2 channels output, audio with 3 channels or more 
will be down-mixed (^ 84) and output as 2 channels 
(some discs cannot be down-mixed). 

• For display units compatible with HDCP (High 
bandwidth Digital Content Protection) that are 
equipped with a digital DVI input terminal (PC 
monitors, etc.): 

Depending on the unit, images may not display 
properly or at all when connecting with a DVI/HDMI 
switching cable (audio cannot be output). 

• Usually you can watch video from HDMI input on TV. 
When you want to playback VHS while recording on 
DVD, switch to input 1 on TV. 
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Disc Information 



Usable Discs for Recording and Playback 



Disc type 


Rewritable 


Finalization Needed''^ 


Recording 16:9 aspect 
picture^^ 


Recording broadcasts 
that allow one copy 
(CPRM) (^21) 


standard symbol 


DVD-RAM 

R A. hA 
RAM4.7 


o 


— 


O 


o 




DVD-R 

R 

R4.7 


— 


o 


— (4:3 aspect) 


— 


Ei] before finalization 
uritnTj after finalization 


DVD-R DL 

R 

R DL 


— 


o 


— (4:3 aspect) 


— 


raftll before finalization 
uritnTj after finalization 


DVD-RW 

R W 


o 


o 


— (4:3 aspect) 


— 


B:iv/iTii before finalization 
IfOfQ after finalization 


+R 


— 


o 


— (4:3 aspect) 


— 


tSi before finalization 
uritnTj after finalization 


+RDL 




o 


— (4:3 aspect) 




n:n]w before finalization 
EQfQ after finalization 


+RW 


o 




— (4:3 aspect) 







• The explanations concerning discs are indicated by 

Finalization needed for playback on other equipment (^ 49). 
CEEl can be played back on Panasonic DVD recorders and 
DVD-RAM compatible DVD players. 
tSSSB si^cl Qii2]9 can be played back only on equipment 
compatible with these discs. 
^2 For further information (^ 21 , Important Notes for Recording) 



• Use of Panasonic discs is recommended. 

For available recording times for different discs under 
different recording modes, see "DVD Recording Modes 
and Estimated Disc Recording Time" on page 22. 
Formatting and/or recording/initializing constraints may 
prevent you from playing or recording certain discs. 

• Please see specifications 85) for compatible disc 
versions and recording speeds. 



(O: Can do, -: Cannot do) 
and those concerning video cassette are indicated by Q!^. 

Tips 

• Visit Panasonic's homepage for more information 
about DVDs. 

http://www.panasonic.com/playDVD-R 
(This site is in English only.) 

• Buy Discs from www.panasonic.com and receive 
Special 20% Discount! 
Coupon Code: DVDMEDIA 
^Offer good only in 50 United States. 

Notes 

•EHJI will show an increase in available space whenever a 

recording has been erased. 
• B:iv/iTii and nsivi discs will only show an increase in available 

space when their last recording has been erased. 
•B3 BiliiS D3 Dilsia The discs will show no increase in available 

space after deleting recordings. 
•You may not be able to record depending on the condition of the 
discs and you may not be able to play them due to the condition of 
the recording. 

•When recording multilingual broadcast, refer to page 21. 
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The manufacturer accepts no responsibility and offers no compensation for loss of recorded or edited 
material due to a problem with the unit or recordable media, and accepts no responsibility and offers 
no compensation for any subsequent damage caused by such loss. 
Examples of causes of such losses are 

• A disc recorded and edited with this unit is played in a DVD Recorder or computer disc drive manufactured 
by another company. 

• A disc used as described above and then played again in this unit. 

• A disc recorded and edited with a DVD Recorder or computer disc drive manufactured by another company 
is played in this unit. 



Play-only Discs 



Discs that Cannot be Played 



^^^^^^^^ 


Standard symbol 


Uses 


DVD-Video 






VIDEO 

gyp 




High quality movie and music 
discs 


DVD-RW 
(DVD Video 
riecoraing 
format) 

R W 




DVD-RW video recorded on 
another DVD recorder^ 

• You can play programs that 
allow "One time only recording" 
if they have been recorded to a 
CPRM compatible disc. 

• By formatting 48) the 
disc, you can record to it in 
DVD-Video format. 

• It may be necessary to finalize 
the disc on the equipment used 
for recording. 


DVD-R 






R 

R4.7 

DVD-R DL 

R 
R DL 


MP3, JPEG 


• DVD-R and DVD-R DL"^ with 
music recorded in MPS 69) 

• Still pictures (JPEG) recorded 
on DVD-R and DVD-R DL^ 

69) 


Audio CD 






L U II Ir^Jl "1 
DIGITAL AUDIO 




• Recorded audio and music 
(including CD-R/RW ) 




MP3, JPEG 


• CD-R and CD-RW with music 
recorded in MPS (^ 69) 

• Still pictures (JPEG) recorded 
on CD-R/RW'^(^ 69) 



• 2.6/5.2 GB DVD-RAM, 12 cm {5") 
» 3.95/4.7 GB DVD-R for Authoring 

» DVD-R recorded in DVD Video Recording format 

• DVD-R (DVD-Video format), DVD-R DL, DVD-RW 
(DVD-Video format), h-R, h-R DL recorded on another 
unit and not finalized (^ 84) 

» PAL discs 

» Discs recorded with AVCHD format 
» DVD-Video with a region number other than "1" or 
"ALL" 

• Blu-ray, HD DVD 
» DVD-Audio 

» Video CD 

• DVD-ROM, -fR 8 cm (T), CD-ROM, CDV, CD-G, 
Photo CD, CVD, SVCD, SACD, MV-Disc, PD, 
DivX Video Disc, etc. 

Notes 

Note about using a DualDisc: 

The digital audio content side of a DualDisc does not meet the 
technical specifications of the Compact Disc Digital Audio 
(CD-DA) format so play may not be possible. 



^ Close the session after recording. Play may be impossible on some discs due to the condition of the recording. 

• Operation and sound quality of CDs that do not conform to CD-DA specifications (copy control CDs, etc.) cannot be guaranteed. 

• The producer of the disc can control how discs are played. So you may not always be able to control play as described in these operating 
instructions. Read the disc's instructions carefully. 



Media Care 



Use cartridges to protect thenn fronn scratches and dirt. 
Holding a disc or card 

Handle discs by the edges to avoid inadvertently scratching or 
getting oil fronn your fingers on the disc. Do not touch the signal 
surface of discs (the shiny side) or the ternninal surface (the 
nnetal part) of SD cards. 

Cleaning discs 

Discs are not indestructible and occasionally dirt or 
condensation nnay appear. Clean by gently wiping with a soft, 
dry lint-free cloth in a straight line fronn the center of the disc to 
the edge of the disc. 

Return discs to their cases and SD cards to their cartridges 
when not in use; this helps to protect against scratches and 
dirt. 

Video cassette 

• Poor quality or dannaged video cassettes can cause the 
heads to beconne dirty and nnalfunction. 

• Never use video cassettes on which juice has been spilled 
or those that are extrennely dannaged since this will not only 
cause the heads to beconne dirty, but will also nnake the unit 
nnalfunction. 



Storing media 

• Do not place or store nnedia in the following locations: 

- Direct sunlight 

- Very dusty or hunnid areas 

- Near a heat source 

- Places that undergo extrenne shifts in tennperature 
(condensation can occur) 

- Where static electricity or electronnagnetic waves occur 

• Keep the Mennory Card out of reach of children to prevent 
swallowing. 

Discs to avoid 

• Discs that are not perfectly circular in shape 

• Warped discs, which nnay not balance properly in your unit, 
causing innproper operation or dannage to the unit 

• Cracked discs 

• Discs with exposed adhesive (fronn rennoved stickers or 
labels, such as nnay occur with rental discs or innproperly 
cared-for discs that were previously labeled or re-labeled) 



67 



RQT9058 



SD Card and USB Memory Information 



USB memories you can use with this unit 



Type 


Standard 
symbol 


File format 


Playing 


Copying 


Instructions 


USB memory 


in=!=i 


MP3 


O 




You can play MPS files recorded onto the USB 
memory using a computer. 31) 


Still pictures 
(JPEG) 


O 


O 


You can play and copy still pictures taken on a 
digital camera etc. 32, 44) 
-You can copy still pictures to/from DVD-RAM discs 
only. 

-You can copy albums only. 



■ Compatible USB memories 

• USB memories which are defined as USB mass storage class, and digital cameras that use PTP protocol. 
- USB memories that support USB 1 .0/1 .1 and USB 2.0 Full Speed/High Speed. ^ 

^USB nnennories for USB 2.0 High Speed work as USB 2.0 Full Speed. 

• USB memories of up to 32 GB can be used. 

• USB memories that support bulk only transfer. 
CBI (Control/Bulk/lnterrupt) is not supported. 

• Digital Cameras which require additional programme installation when connected to a PC are not supported. 

• MTP (Media Transport Protocol) device is not supported. 

• A multi-port USB card reader is not supported. 

• FAT16 and FAT32 file systems are supported. 

• UDF/NTFS/exFAT file system is not supported. 

• Depending on the sector size, some files may not work. 

• Only the first partition on USB memories with multi-partition is supported. 

Despite meeting the conditions mentioned above, there may be USB memory that cannot be used with this unit. 



Notes 

•This unit does not support USB device charging. 



SD Cards Usable with this Unit 



Type 


standard symbol 


File format 


Instructions 


• SD Memory Card 
(from 8 MB to 2 GB) 

• SDHC Memory Card 
(4GB, 8GB, 16GB) 

• miniSD Card^ 

• microSD Card^ 


ESI 


still pictures (JPEG) 


•You can play and copy still pictures taken on a 

digital camera, etc. (^ 32, 44) 
^ A card adaptor included with the miniSD Card/ 

microSD Card is necessary. 



The card types mentioned above will be referred to as "SD Card" in these operating instructions. 
■ Suitable SD Cards 

• When using SD Memory Cards of 4 GB, 8 GB and 16 GB, only SD Memory Cards that display the SDHC logo can 
be used. 

• Usable memory is slightly less than the card capacity. 

• Please confirm the latest information on the following website. 
http://panasonic.co.jp/pavc/global/cs (This site is in English only.) 

• If the SD Card is formatted on other equipment, the time necessary for recording may be longer. Also, if the SD 
Card is formatted on a PC, you may not be able to use it on this unit. 

• This unit is compatible with SD Memory Cards that meet SD Card Specifications FAT12 and FAT1 6 formats, as 
well as SDHC Memory Cards in FAT32 format. 

• SDHC Memory Cards used for recording with this unit can only be used with other SDHC Memory Card- 
compatible equipment. SDHC Memory Cards cannot be used with equipment that is only compatible with SD 
Memory Cards. 

• We recommend using a Panasonic SD card. 
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MP3s and Still Pictures (JPEG) 



MP3 File Information 




Playable media 




File format 


MPS 

Files must have the extension ".mp3" or ".MPS". 


Number of 
folders (groups) 


Maximum number of folders (groups) 
recognizable: 

99 folders (groups) (including the root folder) 


Number of files 
(tracks) 


Maximum number of files (tracks) recognizable: 
999 files (tracks) (Total number for all the 
MPS, JPEG and other type of files.) 


Bit rates 


S2 kbps to S20 kbps 


Sampling 
frequency 


16kHz/22.05 kHz/24 kHz/ 
S2 kHz/44.1 kHz/48 kHz 


IDS tags 


not compatible 


• If there is a large amount of still picture data etc. within an 
MPS file, play may not be possible. 


still Picture (JPEG) Information 




Playable media 




File format 


JPEG 

Files must have the extension ".jpg" or ".JPG". 


Number of 
pixels 


between S4xS4 and 6144x4096 
(Sub sampling is 4:2:2 or 4:2:0) 


Number of 
folders 


tzfiVit Ezi BUfiTl 03 IHs^n This unit can 

handle a maximum of SOO folders 

Igil This unit can handle a maximum of 99 

folders 


Number of files 


izfiVM E3 B3[ig ^ IHs^n This unit can 
handle a maximum of SOOO files 
Igil This unit can handle a maximum of 
999 files 


MOTION JPEG 


not compatible 



• If a folder name or file name has been input using other equipment, 
the name may not be displayed properly or you may not be able to 
play or edit the data. 

Total number of recognizable file including MPS, JPEG and 
other type of files is 4000. 



Notes 
ifiTi 03 

• Compatible formats: ISO9660 level 1 or 2 (except for extended 
formats) and Joliet 

•This unit is compatible with multi-session; however, reading or play 
of the disc may take time if there are a lot of sessions. 

• Operation may take time to complete when there are many files 
(tracks) and/or folders (groups); some files (tracks) may not display 
or be playable. 

• Images recorded at a very high resolution may take a long time to 
display. 

• English alphabetical characters and Arabic numerals are displayed 
correctly. Other characters may not display correctly 

•The display order on this unit may differ from how the order is 
displayed on a computer. 

• Depending on how you create the disc (writing software), files 
(tracks) and folders (groups) may not play in the order you number 
them. 

•This unit is not compatible with packet-write format. 

• Depending on the recording conditions, the disc may not play. 



is Tips 

You can play MPSs on this unit by making folders as shown below. 
Depending on how you create the disc (writing software), play may 
not be in the order you number the folders. 



How to structure MP3 folders 

Prefix with 3-digit numbers in the 
order you want to play them. 



Order of play 



Root 



001 Group 



-001track.mp3 
-002track.mp3 
-003track.mp3 

002 Group 



003 Group 




001track.mp3 
002track.mp3 
003track.mp3 
004track.mp3 



001track.mp3 
002track.mp3 
003track.mp3 
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Frequently Asked Questions 



Setup 


Page 


What equipment is necessary to 
play multi-channel surround sound? 


• You cannot play back multi-channel sound on this unit without other 
equipment. You must connect this unit with an HDMI cable or an optical 
digital audio cable to an amplifier with a built-in Dolby Digital or DTS 
decoder. 
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Can the headphones and speakers 
be directly connected to the unit? 


• You cannot directly connect to the unit. Connect through the amplifier, TV, 
etc. 




The television has an S-VIDEO IN 
terminal, COMPONENT VIDEO IN 
terminals and HDMI IN terminal. 
Which should 1 connect with? 


• The output picture quality increases in the following order: 
VIDEO IN terminal ^ S-VIDEO IN terminal ^ COMPONENT VIDEO IN 
terminals HDMI IN terminal. The unit will take longer to start up when 
connected with the HDMI IN terminal. 




Is my TV progressive output 
compatible? 


• All Panasonic TVs that have 480p input terminals are compatible. Consult 
the manufacturer if you have another brand of TV. 




Discs 


Page 


Can 1 play DVD-Video bought in 
another country? 


• You can play them if the video standard is NTSC. 

• However, you cannot play DVD-Video if its region number does not include 
"1" or "ALL'. 


Cover 


Can a DVD-Video that does not 
have a region number be played? 


• Discs either without region number or region number "1" or "ALL" will not be 
played on this unit. 




What are the constraints regarding 
DVD-R, DVD-R DL, DVD-RW, +R, 
+R DL, and +RW compatibility with 
the unit? 


• The unit records and plays DVD-R, DVD-R DL, DVD-RW (DVD-Video 
format), +R, +R DL, and +RW, and plays DVD-RW (DVD Video Recording 
format). 

• The unit also records and plays high speed recording compatible discs. 

• After recording but before finalizing these discs (except +RW disc): 

- You may not be able to play and record discs on this unit after recording 
them on other Panasonic products or other manufacturers' equipment. 

- You may not be able to play and record discs on other equipment after 
recording them on this unit. 

After finalizing the disc, however, you will be able to play it on any DVD-Video 
compatible player. 


66, 67 
85 


What are the constraints regarding 
CD-R and CD-RW compatibility with 
the unit? 


• This unit plays CD-R/CD-RW discs which have been recorded in one of the 
following standards: 

CD-DA, MPS and still pictures (JPEG). Close the session or finalize the disc 
after recording. This unit can recognize up to 99 folders (groups) and 999 
files (tracks) on a disc with MPS or still pictures (JPEG). 

• You cannot write to a CD-R or CD-RW with the unit. 


67, 69 
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Recording 


Page 


Can 1 record from a connnnercially 
purchased video cassette or DVD? 


• Most commercially sold video cassettes and DVDs are copy protected; 
therefore, recording is usually not possible. 




Can DVD-R, DVD-R DL, DVD-RW 
^DVD-Video formats +R +R DL 
and +RW recorded on the unit be 
played on other equipment? 


• You can play these discs on compatible equipment such as DVD players 

aftor finaliTinn tho Hicp r»n thic iinit 

dlLCI 1 II Idll^ll 1^ LI IC UIOLr \Jl I LI llo LilllL. 

• n:wi It is not necessary to finalize. To enable play on other DVD players, 
please use "Create DVD Top Menu" in the DVD Management menu. 

• In any case, ability to play a disc depends on the condition of the recording, 
the quality of the disc, and the capability and format constraints of the DVD 
player. 


49 
49 


Can 1 record digital audio signals 
using the unit? 


• You cannot record digital signals. The digital audio terminals on the unit are 
for output only. (The audio recorded from a digital video camcorder using 
the DV camcorder recording function, however, is recorded digitally.) 




Can a digital audio signal from 
the unit be recorded to other 
equipment? 


• You can record if using the PCM signal. When recording DVD, change the 
"Digital Audio Output" settings to the following via the Setup menu: 

- PCM Down Conversion: "On" 

- Dolby Digital: "PCM" 

- DTS: PCM 
However, only 

- As long as digital recording from the disc is permitted. 

- As long as the recording equipment is compatible with 48 kHz sampling 
frequency. 

• You cannot record MPS signals. 


56 


USB 


Page 


What can or cannot be done using 
the USB port on this unit? 


• You can copy still pictures and play MPS or still picture files on a USB 
memory. 

• A USB memory cannot be formatted on this unit. 

• Connections of digital cameras or camcorders through USB are not 
guaranteed. 

• Some USB memories cannot be used with this unit. 


31, 32, 
44 
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Error Messages 

r 



On the Unit's Display 


Page 


HD FD □ 

("□" stands for a service number.) 


• An error has occurred. The number following "H" or "F" depends on the 
status of the unit. Check the items below and in the Troubleshooting Guide. 
IT ine service numoer siiii uoes not uisappear aner ine cnecK, reset ine unit 

74, "To restore the unit if it freezes"). 

• If the service numbers fail to clear, note the service numbers and contact a 
qualified service person. 


— 


RC □ ("□" stands for a number.) 


• The remote control and the main unit are using different codes. Change the 
code on the remote control. 


53 


HARD ERR 

("HArd" and "Err" are alternately 
displayed.) 


• If there is no change after turning the unit on and off, consult the dealer 
where the unit was purchased. 




NO READ 

("NO" and "REAd" are alternately 
displayed.) 


• The disc is dirty or badly scratched. The unit cannot record, play, or edit. 

• The disc may be incompatible or of poor quality. 


67 

66, 67, 
69 




• You have used a lens cleaner and it has finished operation. Press 
OPEN/CLOSE] on the main unit to eject the disc. 


13 


V\V\V\\~\V\V\ 


• Displayed when the unit is started. This is not a malfunction. 

• The unit is carrying out its recovery process. You cannot operate the unit 
while "LI" is displayed. 


- 


FULL 


• There are already 16 scheduled recording programs. Delete unnecessary 
scheduled recording programs. 


25 


UNSUPPORT 

("UNSUP" and "POrt" are alternately 
uispiayeu. j 


• You have inserted a disc the unit cannot play or record on. 

• You tried to operate with a non-compatible USB memory. 


66, 67 
68 


UN FORMAT 

^ ^jiNrwi di lu iviAAi Clio diioi 1 idioiy 

displayed.) 


• You have inserted a new DVD-RW/+RW or a DVD- RAM/DVD- RW 
^tJVLy-vicieo Tormdtj recorueci on otner equipment. 
You can format the disc when the format confirmation screen is displayed. 


23, 48 


ni/l II Qispiayeu on ine units 
display. 


• 1 nis unit IS coniirming tnat it is connectea witn equipment compatiDie witn 
HDAVI Control. 




F74 


• The HDMI connection could not be authenticated due to a transfer 
malfunction. Consult the dealer where the unit was purchased. 


- 


F75 


• The HDMI connection could not be authenticated due to an internal data 
malfunction. Consult the dealer where the unit was purchased. 




U59 


• The unit is very warm. 
The unit switches to standby for safety reasons. Wait for about 30 minutes 
until the message disappears. 

Reinstall the unit in an area with adequate ventilation. Do not block the 
cooling fan on the rear of the unit. 


- 


U61 


• There was a power failure or the AC power supply cord was disconnected 
while the unit was on. The unit is carrying out its recovery process. This 
process restores the unit to normal operation. The unit is not broken. Wait 
until the message disappears. 


- 


1 l"70 

U7^ 
U73 


•The HDMI connection acts unusually. 

- The connected equipment is not HDMI compatible. 

- Please use HIGH SPEED HDMI cables that have the HDMI logo (as shown on the cover). 

- The HDMI cable is damaged. 




U76 


• HDMI cannot be output because you are connected to a model that does 
not support copyright protection. 




U88 


• There was something unusual detected with the disc while recording, 
playing or copying; there was a power failure or the AC power supply cord 
was disconnected while the unit was on. The unit is carrying out its recovery 
process. This process restores the unit to normal operation. The unit is not 
broken. Wait until the message disappears. 


76 


U99 


• The unit fails to operate properly. Press [c!)/l POWER] on the main unit to 
switch the unit to standby. Press [c!)/l POWER] on the main unit again to 
turn the unit on. 
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On the TV 


Page 


Cannot finish recording completely. 


• The program was copy-protected. 

• The disc may be full. 

• There are already 99 recordings (H3 EUUIB EESZI 49 recordings). 


- 


Cannot play. 


• You inserted an incompatible disc (discs recorded in PAL video, etc.). 


67 


Cannot record on the disc. 


• The disc may be dirty or scratched. 


67 


Unable to format. 


Please check the disc. 


Cannot record. Disc is full. 


• B1MI2O BSH Create space by erasing unwanted recordings. Even 
if you erase recorded content from the DVD-R, DVD-R DL, +R or +R DL 
there is no increase in disc space. Available recording space on a DVD-RW 
^L/V LJ- V laeo \u\iT\cL\) or +rivv disc increases wnen tne idst recording is 
deleted (space may increase slightly when you delete other recordings). 

• Use a new disc. 


20, 40, 
48 

- 


Cannot record. The number of 
recordings has exceeded the 
maximum limit. 


Error has occurred, 
r lease press \jr\. 


• Press [OK] to start the recovery process. You cannot operate the unit while 
it is recovering ["( | ( (j ( ( (( | ( |" (Self Check) appears on the unit's 
display]. 




No disc 


• You haven't inserted a disc. Correctly insert a disc that the unit can play. 

• The disc is upside down. If it is a single-sided disc, insert it so the label is 
facing up. 


13, 66, 67 
13 


No folders. 


• There are no compatible folders on SD Card or USB memory. 


69 


No valid SD card. 


• 1 ne cdru is not inserted, it tnis message is displayed wniie a compatiDie 
card is already inserted, turn off the unit, remove the card, then re-insert 
the card. 

• The card inserted is not compatible or the card format does not match. 


1 0 
68, 69 


No VHS cassette. 


• There is no video cassette in the tape deck when playing or recording TV 
programs. Insert a video cassette. 


13 


Now recording on DVD. 
To watch the VHS playback, connect 
a TV to DVD/VHS COMMON OUT 
terminal at the back of the unit, and 
select the appropriate input on the 

T\/ 
1 V. 


• The VHS plays back while recording on DVD. You can watch the VHS 
playback by connecting to the DVDA/HS COMMON terminals. 


63 


Please change the disc. 


• There may be a problem with the disc. Press [A OPEN/CLOSE] on the 
main unit to remove the disc to check for scratches and dirt. (The unit turns 
ott automatically dtter you open tne trdy.j 


- 


Please set the clock. 


• The clock is not set when recording programs or setting scheduled 
recording. Set the clock. 


53 


The VHS cassette is protected. 


• A video cassette without the accidental erasure prevention tab has been 
inserted for recording TV programs. Use a video cassette with an accidental 
erasure prevention tab. 


13 


This is a non-recordable disc. 


• The unit cannot record on the disc you inserted. Insert a DVD-RAM or 
unTinaiizeo uvu-k, uvu-k ul, uvu-hvv (uvu-viaeo tormatj, +h, +k ul, 
or +RW disc. 

• The disc may be incompatible or of poor quality. 

• You inserted an unformatted DVD-RAM, DVD-RW or +RW disc. Format the 
disc with the unit. 


66 

66, 67, 
69 

48 


This disc is not formatted properly. 




• The operation is prohibited by the unit, disc, or video cassette. 
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Troubleshooting Guide 



To Reset This Unit 



To reset the ratings level settings 



You can reset DVD-Video rating 54). 



With the unit stopped 

OPEN/CLOSE 



to open the disc tray. 



On the main unit 

INWrSElEn RECMOOE REC 



D SD CARD 



Press and hold both buttons for 
about 5 seconds. 



^ To restore the unit if it freezes" 



On the main unit 

POWER Press and hold for more than 
10 seconds. 



cL)/l 



-The unit is off. 



or 



On the main unit 

□ 



E 







RESET (rS 


j DV IN O- 



Press and hold for 
more than 1 second 
with a pointed object. 



® 
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Before requesting service, make the following checks. If you are in doubt about some of the check points, or if the solutions 
indicated in the chart do not solve the problem, refer to "Customer Services Directory" on page 87. 



The following does not indicate a problem with the unit: 

• Regular disc rotating sound. 

• Poor reception due to atmospheric conditions. 

• Image disturbance during search. 

• Periodic interruptions to the reception due to satellite broadcasting breaks. 

• Operations not working due to a poor-quality disc. (Try again using a Panasonic disc.) 

• The unit freezing due to the activation of one of its safety devices 74, To restore the unit if it freezes). 



General Issues 



Page 



No power. 


• Insert the AC power supply cord securely into a known active AC outlet. 


8 


The unit switches to standby mode. 


• This is a power saving feature. Change "Off Timer" in the Setup menu to 
"Off" to always keep the unit on. 

• One of the unit's safety devices is activated. Press [c!)/l POWER] on the 
main unit to turn the unit on. 


53 


The power is turned off 
automatically. 


• If you connected this unit to an "HDAVI Control" compatible TV with an 
HDMI cable, this unit will be automatically turned off when the TV is turned 
off. 


38 



General Issues 



Page 



The display is dim. 


• Change "Front Display" in the Setup menu. 


57 


"12:00A" is flashing on the unit's 
display. 


• Set the clock. 


53 


The recording time display, the 
copying process display, and the 
displayed recording times of MP3s 
are different from the actual time. 


• Times shown may disagree with actual times. 

• D3 ESIfIS The remaining capacity does not increase even if 
recordings are deleted. 

• Available recording space on a DVD-RW (DVD-Video format) or +RW disc 
increases when you delete the last recording (space may increase slightly 
when you delete other recordings). 

• If you record or edit about 200 times or more, the remaining capacity of 
DVD-R, DVD-R DL, +R, or +R DL is reduced and then recording or editing 
may be disabled (for the second layer on DVD-R DL and +R DL, this 
happens after about 60 times). 

• The time during fast forward and rewind, or the process during copy may 
not be displayed accurately. 




Compared to the actual recorded 
time, the elapsed time displayed is 
less. 


• The displayed recording/play time is converted from the number of frames 
at 29.97 frames (equal to 0.999 seconds) to one second. There will be a 
slight difference between the time displayed and the actual elapsed time 
(e.g., actual one-hour elapsed time may display as approximately 
59 minutes 56 seconds). This does not affect the recording. 






75 
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Troubleshooting Guide 



General Issues 



Page 



Cannot operate the TV or Set Top 
Box with the unit's remote control. 


• Make necessary settings for the Set Top Box Control. 

• Change the manufacturer code on the remote control. 

• Select TV or Set Top Box mode on the remote control. 


52 
61 
61 


Cannot operate the DVD. 


• Press [DRIVE SELECT] to select the DVD drive when operating DVDs or 
CDs. 

- Make sure the TV is on the correct channel or input mode. 


14 


Cannot operate the VHS. 


• Press [DRIVE SELECT] to select the VHS drive when operating VHS 
cassettes. 

- Make sure the TV is on the correct channel or input mode. 


15 


The remote control doesn't work. 


• The remote control code is wrong. Change to the correct code. 

• The batteries are depleted. Replace them with new ones. 

• Point the remote control at the remote control sensor on the main unit. 

• Remove obstacles between the remote control and main unit. 

• Remove dust from the transmission window and the unit's sensor. 

• Colored glass may obstruct the signal reception/transmission. 

• Don't place the signal sensor in direct sunlight or in areas that may be 
subject to sun exposure. 

• It may be necessary to set the code on the remote control again after 
changing the batteries. 

• It may be necessary to set the manufacturer code again after changing the 
batteries. 


53 
5 
5 

53 
61 


The unit is on but cannot be 
operated. 


• Some operations are prohibited by the disc. 

• The unit is warm ("U59" appears on the unit's display). Wait until "U59" 
disappears. 

• One of the unit's safety devices may have been activated. 
Reset the unit as follows: 

Press [c!)/l POWER] on the main unit to switch to off. 

If the unit doesn't switch to off, reset the unit 74, "To restore the unit if it 

freezes"). 


— 


"U88" is displayed and the disc 
cannot be ejected. 


• The unit is carrying out the recovery process. Do the following to eject the 
disc: 

(1) Press [Cb/I POWER] on the main unit to switch to off. 

If the unit doesn't switch to off, reset the unit 74, "To restore the unit if 
it freezes"). 

(2) While the unit is off, press and hold [■] and [INPUT SELECT] on the 
main unit at the same time for about 5 seconds. (Ejection may take extra 
time depending on discs.) The disc may be defective. Try another disc. 




Cannot eject a disc. 


• The unit is recording. 

• The unit may have a problem. Eject the disc as in (2) above. 


- 


Startup is slow. 


• Startup takes time in the following situations: 

- A disc other than a DVD-RAM is inserted. 

- The clock is not set. 

- Immediately after a power failure or the AC power supply cord is 
connected. 

- When the unit is connected with an HDMI cable. 




Cannot set "24p Output for DVD- 
Video". 


• Only when the unit is connected to the HDMI terminal of a TV supporting 
24p, you can set "24p Output for DVD-Video". In some cases where the unit 
is connected to a TV via an amplifier/receiver through the HDMI terminals, 
you may not be able to set it. In this case, connect the unit to a TV through 
the HDMI terminal and connect it to the amplifier/receiver through any 
terminal other than HDMI. 


59 
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General Issues 



Page 



VIERA Link doesn't work 



• Check the HDMI cable connection. Check that "HDMI" is displayed on the 
front display when the power for the main unit is set to "On". 

• Make sure that "VIERA Link" is set to "On". 

• Check the "HDAVI Control" settings on the connected device. 

• If the connection for the equipment connected with an HDMI cable was 
changed, or if there was a power failure or the plug was removed from the 
household AC outlet, "HDAVI Control" may not work. In this case, perform 
the following operations. 

1 . When all equipment connected with the HDMI cable is turned on, turn 
the TV (VIERA) on again. 

2. Change the TV (VIERA) settings for the "HDAVI Control" function to 
off, and then set to on again. (For more information, see the VIERA 
operating instructions.) 

3. Switch the VIERA input to HDMI connection with this unit, and after this 
unit's screen is displayed check that "HDAVI Control" is working. 



General Issues 



Page 



The contents of the USB memory 
cannot be read. 


• Check that the USB memory is inserted correctly. 

• The format of the USB memory or of its contents is not compatible with the 
unit. (The contents on the USB memory may be damaged.) 


13 
68, 69 




• The USB memory contains a folder structure and/or file extensions that are 
not compatible with this unit. 


69 




• Turn off and then turn on the unit again. 






• USB memories connected using a USB extension cable, a USB multi card 
reader or USB hub may not be recognized by this unit. 






• The USB host function of this unit may not work with some USB memory 
devices. 






• USB memories with storage capacity of more than 32 GB may not work in 
some instances. 






• Some USB memories cannot be used with this unit. 


68 
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Troubleshooting Guide 
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TV reception worsens after 
connecting the unit. 


• This can occur because the signals are being divided between the unit and 
other equipment. It can be solved by using a signal booster, available from 
electronics retailers. 




Tine images from the unit do not 
appear on the TV. 
Picture is distorted. 


• Make sure recorder is connected to an appropriate AV input of the TV. 

• Make sure the TV's input setting (e.g., VIDEO 1) is correct. 

• The TV isn't compatible with progressive signals. Press and hold [■] 
and [►] on the main unit for about 5 seconds. The setting will change to 
interlace. 


8, 9 




• When connecting with component video cables to a television, check if 
there is also an HDMI cable connected to an amplifier. If so, turn off the 
equipment connected with an HDMI cable and set the "HDMI Priority" to 
"Off" in the Setup menu. 


59 




• To output video from a device connected with an HDMI cable, set "HDMI 
Priority" to "On" in the Setup menu. 


59 




• Picture may not be seen when more than 4 devices are connected with 
HDMI cables. 

Reduce the number of connected devices. 




Status messages do not appear. 


• Select "Automatic" in "Status Messages" in the Setup menu. 


56 


The gray background does not 
appear. 


• Select "On" in "Gray Background" in the Setup menu. 


60 


The 4:3 aspect ratio picture expands 
left and right. 
Screen size is wrong. 


• If you connect an HDMI cable, set "HDMI Output Display Aspect" in the 
Setup menu to "Normal". 

• Check the settings for "TV Aspect", "4:3 TV settings for DVD-Video", or "4:3 
TV settings for DVD-RAM" in the Setup menu. 


59 
58 


There is a lot of after-images when 
playing video. 


• Set "DNR" in the Video menu to "Off". 


51 


When playing DVD-Video using 
progressive output, one part of the 
picture momentarily appears to be 
doubled up. 


• This problem is caused by the editing method or material used on 
DVD-Video, but should be corrected if you use interlaced output. 

• When you use the HDMI AV OUT terminal for video output, follow the steps 
below: 

(1) Connect this unit to the TV with any cable except the HDMI cable. 

(2) Set "HDMI Priority" in the Setup menu to "Off" 59). 

(3) Set "Component Output Signal" in the Setup menu to "4801" 58). 


51 


There is no apparent change 
in picture quality when making 
adjustments in the Video menu 
using the on-screen menus. 


• The effect cannot be seen with certain types of video. 




Playback images of DVD-Video are 
not smooth. 


• When you set "Progressive/24p" to "24p", images of DVD-Video 
incompatible with 24p may not be played smoothly. Set to "Auto1" or 
"Auto2". 


51 
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No sound. 
Low volume. 
Distorted sound. 
Cannot hear the desired 
audio type. 


• Check the connections and the "Digital Audio Output" settings. Check the 
input mode on the amplifier if you have connected one. 

• Check audio/video (AV) cables. 

• Check if TV is muted. 

• Check if amplifier is muted. 

• Press [AUDIO] to select the audio. 

• Sound is not output while fast-fonA/arding during chasing playback and 
simultaneous record and playback. 

• Set "V. Surround Sound" in the Audio menu to "Off" in the following cases: 

- When using discs that do not have surround sound effects, such as 
Karaoke discs 

- When playing multilingual broadcast recordings 

• The sound effects will not work when the bitstream signal is output from the 
HDMI AV OUT terminal or the DIGITAL AUDIO OUT terminal. 

• Audio may not be heard when more than 4 devices are connected with 
HDMI cables. Reduce the number of connected devices. 

• When the DIGITAL AUDIO OUT terminal is used for audio output and the 
unit is connected to the television with an HDMI cable, set "HDMI Audio 
Output" to "Off" in the Setup menu. 

• Depending on the connected equipment, the sound may be distorted if this 
unit is connected with an HDMI cable. 


56, 65 
8 

29, 35 
51 

60 


Cannot switch audio. 


• If you want to switch between the main audio or SAP audio, then output 
both audio signals from the external equipment connected to this unit and 
record the program on a DVD-RAM or Video tape. 

• You have used a digital connection. Set "Dolby Digital" to "PCM" or connect 
using an audio cable (analog connection). 

• There are discs whose audio cannot be changed due to how the disc was 
created. 


21 
56, 65 




RQT9058 



Troubleshooting Guide 



Playback Issues 



Page 



Play fails to start even when 
[► PLAY] is pressed. 
Play starts but then stops 
immediately. 


• Insert the disc correctly with the label facing up. 

• Ensure disc is for the correct DVD-Video region number, and is not 
defective. 

• The disc is dirty. 


13 
Cover 

67 




• You tried to play a blank disc or a disc that is unplayable on the unit. 


66, 67, 
69 




• When recording to DVD-RAM using EP (8H) mode, play may not be 
possible on DVD players that are compatible with DVD-RAM. In this case 
use EP (6H) mode. 


55 




• Ynii rannnt nlaw Hi^r^ Hiirinn DV namrnrHpr rprnrdinn 

^ iv^u odi II iv^L i^iciy v^iiooo v^iuiiii^ Ljy \joii\\\j\Ji\A\Si 




Audio and video momentarily 


• Thi^ nrn jr^ hptwppn nlavli^t rhantpr^ 




pause. 


• This occurs as scenes change during Quick View. 

• BslfSn HslfSn Images and audio may be interrupted momentarily when 
nlflv rparhp^ thp nnint whprp thp rprnrdinn na^^pd frnm thp fir^t lax/pr tn 
the second. 


21 


DVD-Video is not played. 


• You have set a ratings level to limit DVD-Video play. Change this setting. 


54 


Alternative soundtrack and subtitles 
cannot be selected. 


• The languages are not recorded on the disc. 

• You may have to use the disc's own menus to select languages and audio 
tracks. 


28 


No subtitles. 


• When progressive output is on, TV's closed captions cannot be displayed, 
r^n tn thp J^ptun nripnu and turn thic; unit'c; rln^ipd rantinn<^ nn 

• If connecting with the DVD/VHS COMMON output terminals, closed 
rantlnn rannnt hp di^inlax/pd hv thi^? unit whilp niavinn tanp Makp thp 

v^clL^ll^^l 1 yjcxi II yjn^yjioLy *Jy 11 IIO \Ai III vv 1 111^ L^iciyii 1^ voLVJ^ • iviarv^ ii 

settings and display on a TV that supports Closed Captioning. 

• ^iihtitlpc: arp nnt x'f^ccsx'c\f^c\ nn thp di^iP 

^ «^L<lkyll ll^O Cll ^ 1 1^1 1 ^Vy^l V.J^V.J ^1 1 11 1^ \JIO\y. 


57 

- 




• Set "Subtitle" in the Disc menu to "On". 


50 


Angle cannot be changed. 


# Thi^ fiinptinn HpnpnH^ nn ^nftwarp ax/ailahilitx/ Annlp^ nan nnix/ hp 

^ 1 lllo iUliOLi\Jli \JC7|^divJo \J\ \ 0\Ji LVVdl C ClvCliiClL^iii Ly. rW i^iCo OCli 1 iiy VJKS 

changed during scenes where different angles are recorded. 




You have forgotten your ratings 
password. 


• With thp trav nnpn nrpc;<5 and hnid FA RFHl and F^l nn thp main unit 

^ Willi 11 IC llCiy V^I^Jdl, |>JIC7oo Cll IVJ 1 iVd'ltJ 1 1 1 — J Ql IvJ J ' I' 1 1 IClll 1 UIIIL 

simultaneously for about 5 or more seconds. 


74 


Quick View does not work. 


• This does not work when audio is other than Dolby Digital. 

• This does not work while recording in XP or FR mode. 




The resume play function 
does not work. 


• Memorized positions are canceled when the unit is turned off or when the 
tray is opened. 




Cannot see the beginning of the 
recording played. 


• (If you connected this unit to an "HDAVI Control" compatible TV with an 
HDMI cable) When [► PLAY] is pressed on this unit's remote control 
to start play, you may not be able to see the beginning of the recording 
played until the picture is displayed on the TV. Using [ \«] or [«\, return 
to the beginning of the recording. 
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On-screen display indicators for 
video cassette playback do not 
appear. 


• Select "Automatic" in "Status Messages" in the Setup menu. 

- Press [STATUS] to show the on-screen display indicators for video 
cassette playback. 

- The on-screen indicator for video cassette playback will not be displayed 
when thi«? unit i«? ronnerted to the TV with thp DVD PRIORITY outnut 

VVI 1^1 1 11 IIO U 1 III lO O W 1 11 I^Ol^V^J \.\J 11 1^ 1 V VV 1 LI 1 LI 1^ V L> 1 1 livyi II 1 1 \^I,JLL^I,JL 

terminals or HDMI AV OUT terminal. 


36, 56 


The gray background appears 
during playback. 


• You are playing a blank or poor quality portion of the tape. 

• You can damage the unit if you play dirty or damaged tapes and this can 
cause the gray background to appear. 


- 


Cannot hear the desired audio type. 


• Press [AUDIO] to select the audio. 


35 


There is noise when playing a video 
tape. 


• Adjust the tracking. 

• The tape is old or damaged. 


35 


Cannot play. 


• Tapes recorded under a TV system other than NTSC (PAL, SECAM, etc.) 
cannot be played. 




The playback screen flickers. 


• The video head is dirty. 

• The tape is old or damaged. 


3 
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Cannot record. 



You haven't inserted a disc or the disc you inserted cannot be recorded on. 
Insert a disc the unit can record onto. 



-RW(V) 



nsivi The disc is unformatted. Format the disc. 



• The write-protect tab on the cartridge is set to "PROTECT" or the disc is 
protected with the "DVD Management" settings. 

• Some programs have limitations on the number of times they can be 
recorded (CPRM). 

• The disc is full or nearly full. Delete unneeded recordings or use another 
disc. 

• You cannot record on finalized DVD-R, DVD-R DL, DVD-RW (DVD-Video 
format), +R, +R DL, or DVD-RW (DVD Video Recording format) discs. 

• If you repeatedly insert discs or turn the unit on and off about 50 times or 
more, the recording or editing of DVD-R, DVD-R DL, DVD-RW (DVD-Video 
format), +R, +R DL, and +RW discs may be disabled. 

• A DVD-R, DVD-R DL, DVD-RW (DVD-Video format), +R, +R DL, or +RW 
disc recorded on the unit may not be recordable on other Panasonic DVD 
recorders. 

• The broadcast you are trying to record is copy-protected. 
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Recording does not stop even when 
[■ STOP] is pressed. 


• If you start recording immediately after turning on the unit while "Quick 
Start" is set to "On", you cannot stop recording for a few seconds. 


53 


Sclieduled recording does not worl< 
properly. 


• The scheduled recording program is incorrect or different scheduled 
recording times overlap. Correct the program. 


25 




• The unit is not on scheduled recording standby. ("©" on the unit's display 
is not on.) Press [(!) DVDA/HS POWER] to turn the unit off and make sure 
that "0" is on. 


17, 25 




• When using the set top box, make sure the set top box is turned on. 






• When the set top box is controlled with this unit, install the Set Top Box 
Control cable correctly. 


8, 52 




• The clock is not correct. Set the clock. 


53 


The scheduled recording program 
remains even after recording 
finishes. 


• The scheduled recording program remains if set to daily or weekly. 


17, 25 


Part or all of a recording has been 
lost. 


• If the power shuts down or the plug is disconnected from the household AC 
outlet while recording or editing, the program may be lost or the disc may 
become unusable. We cannot offer any guarantee regarding lost recordings 
or discs. You will have to format the disc BilMIl Diiil) o'' use a new 
disc. 




Cannot copy VHS to DVD. 


• The write-protect tab on the cartridge is set to "PROTECT" or the disc is 
protected with the "DVD Management" settings. 

• Some video tapes on the market (including rental videos) are copy- 
protected to prevent illegal reproductions. Copy-protected video tapes 
cannot be properly recorded. 

• You cannot use the copying function when the FUNCTIONS window, the 
Scheduled Recording List screen, etc. are displayed. 


47 


Cannot copy DVD to VHS. 


• A video cassette without the accidental erasure prevention tab is inserted. 
Use a video cassette with an accidental erasure prevention tab. 

• Some DVDs on the market (including rental DVDs) are copy-protected to 
prevent illegal reproductions. Copy-protected DVDs cannot be properly 
recorded. 

• You cannot use the copying function when the FUNCTIONS window, the 
Scheduled Recording List screen, etc. are displayed. 


- 
- 


The sound level after editing is not 
equal on DVD and on VHS. 


• The sound level on DVD and VHS may not match depending on the disc. 
When the sound level in a particular part of the sound source is soft or 
loud, the sound may be recorded loudly or softly on a video tape. 




Stripe-shaped black noise is 
recorded. 


• An external playback device is interfering with the TV because the device is 
too close to the TV. Move the device away from the TV. 




Cannot record video or sound from 
the external device. 


• The external device is not correctly connected. 

• The proper external input channel (IN1, IN2, or DV) is not selected. Press 
[INPUT SELECT] to change. 


26, 27 
26 


The DV Camcorder recording 
function does not work. 


• If images cannot be recorded or if the recording is aborted, check the 
connections and the DV equipment settings. 

• You cannot start recording until the images from the DV equipment appear 
on the television. 

• Recording may not be performed as desired if the time codes on the tape in 
the DV equipment are not successive. 

• Depending on the equipment, the DV Camcorder recording may not 
operate properly. 

• You can only record audio/video images on a DV tape. 


27 
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"EH" flashes when 1 try to start 


• A video cassette is not inserted. Insert a video cassette with an accidental 


13 


recording. 


erasure prevention tab. 




Cannot record. 


• The accidental erasure prevention tab has been removed. Cover the hole 


13 




with adhesive tape. 
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Cannot forinat. 


• The disc is dirty. Wipe with a damp cloth and then wipe dry. 

• Disc may be defective or of poor quality. 

• You tried formatting a disc that is not compatible with the unit. 

• tSSa Discs created on a computer may not be formatted. 


67 
48 


Cannot create chapters. 


• The unit writes the chapter division information to the disc when you turn it 
off or remove the disc. 

The information is not written if there is an interruption in the power. 

• These operations are not possible with still pictures. 




Cannot delete chapters. 


• When the chapter is too short to delete, use "Combine Chapters" to make 
the chapter longer CHEI- 


46 


The available recording time 
doesn't increase even after deleting 
recordings on the disc. 


• Available space on DVD-R, DVD-R DL, +R, or +R DL does not increase 
even after deleting previous recordings. 

• Available space on DVD-RW (DVD-Video format) or +RW increases when 
you delete the last recording. 





Editing Issues 



Still Pictures 
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Cannot display the Direct Navigator 
screen. 


• This screen cannot be displayed while recording or copying. 




Cannot edit or format a card. 


• Release the card's protection setting. With some cards, the "Write 
Protection Off" message sometimes appears on the screen even when 
protection has been set. 


47 


The contents of the card cannot be 
read. 


• The card format is not compatible with the unit. The contents on the card 
may be damaged. 


68 




• Format using FAT12, RATI 6 or FAT32 with other equipment or format the 
card with this unit. 


48 




• The card contains a folder structure and/or file extensions that are not 
compatible with this unit. 


69 




• Turn off and then turn on the unit again. 






• SD Memory Cards (from 8 MB to 2 GB) or SDHC Memory Card (4 GB, 
8 GB, 16 GB) can be used with this unit. 




Copying, deleting, and setting 
protection take a long time. 


• When there are a lot of folders and files, it may sometimes take a few hours. 

• When repeating copying or deleting, it may sometimes take a long time. 
Format the disc or card. 


48 
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Bitstream 

This is a signal compressed and converted into digital form. It is 
converted back to a multi-channel audio signal, e.g., 5.1 -channel, 
decoder. 



by a 



CPRM (Content Protection for Recordable Media) 

CPRM is technology used to protect broadcasts that are allowed to 
be recorded only once. Such broadcasts can be recorded only with 
CPRM-compatible recorders and discs. 

Decoder 

A decoder restores the coded audio signals on DVDs to normal. This is 
called decoding. 

Dolby Digital 

This is a method of coding digital signals developed by Dolby 
Laboratories. Apart from stereo (2-channel) audio, these signals can 
also be multi-channel audio. A large amount of audio information can 
be recorded on one disc using this method. 

Down-mixing 

This is the process of remixing the multi-channel audio found on some 
discs into two channels. It is useful when you want to listen to the 5.1- 
channel audio recorded on DVDs through your TV's speakers. Some 
discs prohibit down-mixing. If this is the case, this unit can only output 
the front two channels. 

DTS (Digital Theater Systems) 

This surround system is used in many movie theaters. There is good 
separation between the channels, so realistic sound effects are 
possible. 

Dynamic range 

Dynamic range is the difference between the lowest level of sound that 
can be heard above the noise of the equipment and the highest level 
of sound before distortion occurs. Dynamic range compression means 
reducing the gap between the loudest and softest sounds. This means 
you can hear dialog clearly at low volume. 

Film and Video 

DVD-Video are recorded using either film or video. The unit can 
determine which type has been used, then uses the most suitable 
method of progressive output. 

Film is 24 or 30 frames per second, with motion picture film generally 
being 24 frames per second. 

Video is 60 fields per second (2 fields making up 1 frame). 
Finalize 

A process that makes play of a recorded CD-R, CD-RW, DVD-R, etc. 
possible on equipment that can play such media. You can finalize DVD- 
R, DVD-R DL, DVD-RW (DVD-Video format), +R, and +R DL on the 
unit. After finalizing, the disc becomes play-only and you can no longer 
record or edit. However, finalized DVD-RW can be formatted to become 
recordable. 

Folder 

This is a place on the memory card where groups of data are stored 
together. In the case of this unit, it refers to the place where still 
pictures (JPEG) are stored. 

Formatting 

Formatting is the process of making media such as DVD-RAM 
recordable on recording equipment. 

You can format DVD-RAM, DVD-RW (only as DVD-Video format), +RW 

and SD Card on this unit. 

Formatting irrevocably erases all contents. 

Frame and field 

Frame refers to the single images that constitute the video you see on 
your TV. Each frame consists of 2 fields. 




Frame Field Field 

•A frame still shows 2 fields, so there may be some blurring between 

them, but picture quality is generally better. 
•A field still shows less picture information so it may be rougher, but 

there is no blurring. 



HDMI (High-Definition Multimedia Interface) 

Unlike conventional connections, it transmits uncompressed digital 
video and audio signals on a single cable. This unit supports high- 
definition video output (720p, 10801 and 1080p) from HDMI AV OUT 
terminal. To enjoy high-definition video a high definition compatible 
television is required. 

JPEG (Joint Photographic Experts Group) 

This is a system used for compressing/decoding color still pictures. If 
you select JPEG as the storage system on digital cameras, etc., the 
data will be compressed to 1/10-1/100 of its original size. The benefit of 
JPEG is less deterioration in picture quality considering the degree of 
compression. 

MPS (MPEG Audio Layer 3) 

An audio compression method that compresses audio to approximately 
one-tenth of its size without any significant loss of audio quality. 

Pan & Scan/Letterbox 

In general, DVD-Video are produced with the intention that they will be 
viewed on a widescreen TV (16:9 aspect ratio), so images often don't 
fit regular TVs (4:3 aspect ratio). 2 styles of picture, "Pan & Scan" and 
"Letterbox", deal with this problem. 

Pan & Scan: The sides are cut off so the picture 
fills the screen. 



3 



Letterbox: Black bands appear at the top and 
bottom of the picture so the picture 
itself appears in an aspect ratio of 
16:9. 



Progressive/Interlace 

NTSC, the video signal standard, has 480 interlaced (i) scan lines, 
whereas progressive scanning uses twice the number of scan lines. 
This is called 480p. 

Using progressive output, you can enjoy the high-resolution video 

recorded on media such as DVD-Video. 

Your TV must be compatible to enjoy progressive video. 

Protection 

You can prevent accidental erasure by setting writing protection or 
erasure protection. 

Sampling frequency 

Sampling is the process of converting the heights of sound wave 
(analog signal) samples taken at set periods into digits (digital 
encoding). Sampling frequency is the number of samples taken per 
second, so larger numbers mean more faithful reproduction of the 
original sound. 

Thumbnail 

This refers to a miniature representation of a picture used to display 
multiple pictures in the form of a matrix. 

10801 

In one high definition image, 1080 alternating scan lines pass every 
1/60*^ of a second to create an interlace image. Because 10801 more 
than doubles current television broadcasts of 480i, the detail is much 
clearer and creates a more realistic and rich image. 

1080p 

In one high definition image, 1080 scan lines pass at the same 
time every 1/60*^ of a second to create a progressive image. Since 
progressive video does not alternate scan lines like interlace, there is a 
minimal amount of screen flicker. 

720p 

In one high definition image, 720 scan lines pass at the same 
time every 1/60*^ of a second to create a progressive image. Since 
progressive video does not alternate scan lines like interlace, there is a 
minimal amount of screen flicker. 
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Specifications 



Power supply: AC 1 20 V, 60 Hz 

Power consumption: Approx. 34 W 

Standby mode: (Shipping Condition) Approx. 3.1 W 

(User Setting: Quick Start: ON) Approx. 1 3.3 W 

Recordable discs: 

DVD-RAM: 2X SPEED (Ver. 2.0) 

2-3X SPEED (Ver. 2.1) 

2-5X SPEED (Ver. 2.2) 
DVD-R (SL): IX SPEED (Ver. 2.0) 

1-4X SPEED (Ver. 2.0) 

1-8X SPEED (Ver. 2.0) 

1- 16X SPEED (Ver. 2.1) 
DVD-R (DL): 2-4X SPEED (Ver. 3.0) 

2- 8X SPEED (Ver. 3.0) 
DVD-RW: IX SPEED (Ver. 1.1) 

1- 2X SPEED (Ver. 1.1) 

2- 4X SPEED (Ver. 1.2) 
2-6X SPEED (Ver. 1.2) 

+R (SL): 2.4X SPEED (Ver. 1 .0) 

2.4-4X SPEED (Ver. 1.1) 

2.4-8X SPEED (Ver. 1.2) 

2.4-1 6X SPEED (Ver. 1.3) 
+R (DL): 2.4X SPEED (Ver. 1 .0) 

2.4-8X SPEED (Ver. 1.1) 
+RW: 2.4X SPEED (Ver. 1.1) 

2.4-4X SPEED (Ver. 1 .2) 

Recording system: 

DVD-RAM: DVD Video Recording format 
DVD-R: DVD-Video format 
DVD-R DL (Dual Layer): 

DVD-Video format 
DVD-RW: DVD-Video format 
+R 

+R DL (Double Layer) 
+RW 



Recording time: 

Max. 8 hours (using 4.7 GB disc) 
XP: Approx. 1 hour 
LP: Approx. 4 hours 



SP: Approx. 2 hours 
EP: Approx. 6 hours or 
8 hours 



Playable discs: 

DVD-RAM: DVD Video Recording format 
DVD-R: DVD-Video format, MP3, JPEG 
DVD-R DL (Dual Layer): 

DVD-Video format, MP3, JPEG 
DVD-RW: DVD Video Recording format, DVD-Video format 
+R 

+R DL (Double Layer) 
+R\N 

DVD-Video, CD-Audio (CD-DA) 
CD-R/CD-RW (CD-DA, MP3, JPEG) 

Optical pick-up: 

System with 1 lens, 2 integration units 

(662 nm wavelength for DVDs, 780 nm wavelength for CDs) 



LASER Specification: 

Class I LASER Product 
Wave Length: 

Laser Power: 



780 nm (CDs) 

662 nm (DVDs) 

No hazardous radiation 

is emitted with the safety 

protection 



Television system: 

TV system: NTSC system, 525 lines, 60 fields 

Quick Start for Recording 
1 Sec. Quick Start for Recording on DVD-RAM'' 
^ From the power off state, recording on DVD-RAM starts 
about 1 second after first pressing the Power button and then 
sequentially pressing the REC button (Quick Start Mode). 

• Specifications are subject to change without notice. 

• Useable capacity will be less (SD Card). 



Video system: 

Recording system: (for DVD) 

MPEG2 (Hybrid VBR) 
Input: LINE (pin jack) X2 

S connector x2 

Output: (for DVD PRIORITY 1) 
LINE (pin jack) x2 
S connector x 1 



Y: 
C: 



Y: 
C: 



1 .0 Vp-p; 75 Q 
1 .0 Vp-p; 75 Q 
0.286 Vp-p; 75 Q 



Component video output: (for DVD PRIORITY) 



1 .0 Vp-p; 75 Q 
1 .0 Vp-p; 75 Q 
0.286 Vp-p; 75 Q 



Y, Pb, Pr XI 
(480i/480p/720p/1080i) 



Y: 

Pb: 

Pr: 



1 .0 Vp-p; 75 Q 
0.7 Vp-p; 75 Q 
0.7 Vp-p; 75 Q 



Audio system: 

Recording system: (for DVD) 

Dolby Digital (2 ch) 
Analog Input: 

LINE (pin jack) x2 

Reference input: 309 mVrms 

FS: 2 Vrms (1 kHz, 0 dB) 

Input impedance: 22 kQ 
Analog Output: (for DVD PRIORITY 1) 

LINE (pin jack) x2 

Reference output: 309 mVrms 

FS:2Vrms (1 kHz, 0 dB) 

Output impedance: 1 kQ 

(Load impedance: 10 kQ) 
Number of channels: (for DVD) 

Recording: 2 channels 

Playback: 2 channels 
Number of track: (for VHS) 

HiFi: 2 track 

Normal: 1 track 
Digital Output: (for DVD PRIORITY) 

Digital audio optical output connector X1 

(PCM, Dolby Digital, DTS) 

VHS: 

Recording format: 

VHS Video Cassette System Standard with FM audio 
Heads: 4 Helical Scan Heads for Video 

2 Helical Scan Heads for FM audio 

1 Fixed Head for Normal audio 
Tape speed/Recording time: 

SP: 33.35 mm/s, 120 min (with T-120 cassette) 

EP: 1 1 .12 mm/s, 360 min (with T-120 cassette) 
FF/REWtime: FF/REW: Approx. 60 s (with T-120 cassette) 

Jet REW: Approx. 43 s (with T-120 cassette) 

HDMI Output: 1 9 Pin type A x 1 
HDMI: 480i/480p/720p/1 080i/1 080p 

•This unit supports "HDAVI Control 3" function. 
DV Input: IEEE 1394 Standard, 4 Pin X1 
USB Port: TypeAxI 

SD Card Slot: SD Memory Card Slot: X1 
Compatible media: 

SD Memory Card'' 

""Includes SDHC compatible card (Class is not 

supported.) and miniSD Cards (A miniSD Adaptor 

needs to be inserted.) 
Format: FAT12, FAT16'' (In case of SD Memory Card) 

FAT32'' (In case of SDHC Memory Card) 

""Long file name is unsupported. 
Still Picture (JPEG) 

Image File Format: JPEG conforming DCF (Design rule for Camera 

File system) Sub sampling 4:2:2, 4:2:0 
Number of pixels: 34 X34 to 6144 X4096 

Set Top Box Control Terminal: X1 
Regional Code: # 1 

Clock unit: Quartz-controlled 12-hour digital display 

Operating temperature range: 

5°C to 40 °C (41 °Fto 104°F) 

Operating humidity range: 

35 % to 80 % RH (no condensation) 

Dimensions (W x H x D): 

430 mm x 84 mm x 345 mm 

[16^^16" X 35/16" X 13W] 

Mass (Weight): Approx. 5.4 kg (1 1 .90 lbs) 
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Product Service 



1. Damage requiring service-The unit should be serviced by 
qualified service personnel if: 

(a) The AC power supply cord or AC adaptor has been 
damaged; or 

(b) Objects or liquids have gotten into the unit; or 

(c) The unit has been exposed to rain; or 

(d) The unit does not operate normally or exhibits a marked 
change in performance; or 

(e) The unit has been dropped or the cabinet damaged. 
2.Servicing-Do not attempt to service the unit beyond that 

described in these operating instructions. Refer all other 
servicing to authorized servicing personnel. 

3. Replacement parts-When parts need replacing ensure the 
servicer uses parts specified by the manufacturer or parts 
that have the same characteristics as the original parts. 
Unauthorized substitutes may result in fire, electric shock, or 
other hazards. 

4. Safety check-After repairs or service, ask the servicer to 
perform safety checks to confirm that the unit is in proper 
working condition. 



Product information 



For product information or assistance with product operation: 
Refer to "Customer Services Directory" on page 87. 



The model number and serial number of this product can be 
found on either the back or the bottom of the unit. 
Please note them in the space provided below and keep for 
future reference. 

MODEL NUMBER 

DMR-EA38V 




User memo: 



DATE OF PURCHASE 



DEALER NAME 



DEALER ADDRESS 



TELEPHONE NUMBER 



Manufactured under license from Dolby Laboratories. 
Dolby and the double-D symbol are trademarks of Dolby 
Laboratories. 



"DTS" is a registered trademark of DTS, Inc. and "DTS 2.0+Digital 
Out" is a trademark of DTS, Inc. 



U.S. Patent Nos. 6,836,549; 6,381,747; 7,050,698; 6,516,132; and 
5,583,936. 



This product incorporates copyright protection technology that is 
protected by U.S. patents and other intellectual property rights. 
Use of this copyright protection technology must be authorized by 
Macrovision, and is intended for home and other limited viewing 
uses only unless otherwise authorized by Macrovision. Reverse 
engineering or disassembly is prohibited. 



HDMI, the HDMI logo and High-Definition Multimedia Interface are 
trademarks or registered trademarks of HDMI Licensing LLC. 



HDAVI Control™ is a trademark of Matsushita Electric Industrial 
Co., Ltd. 



EZ Sync^"^ is a trademark of Matsushita Electric Industrial 
Co., Ltd. 



VIERA Link™ is a trademark of Matsushita Electric Industrial Co., Ltd. 



•SDHC Logo is a trademark. 

• Portions of this product are protected under copyright law and are 
provided under license by ARIS/S0LANA/4C. 
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Limited Warranty 



Panasonic Consumer Electronics Company, 
Division of Panasonic Corporation of North America 

One Panasonic Way Secaucus, New Jersey 07094 



Panasonic Puerto Rico, Inc. 

Ave. 65 de Infanteria, Km. 9.5 

San Gabriel Industrial Park, Carolina, Puerto Rico 00985 



Panasonic DVD Recorder 
Limited Warranty 



Limited Warranty Coverage 

If your product does not work properly because of a defect in materials or workmanship, 
Panasonic Consumer Electronics Company or Panasonic Puerto Rico, Inc. (collectively 
referred to as 'Ihe warrantor") will, for the length of the period indicated on the chart below, 
which starts with the date of original purchase ("warranty period"), at its option either (a) 
repair your product with new or refurbished parts, or (b) replace it with a new or a refurbished 
product. The decision to repair or replace will be made by the warrantor. 



Product or Part Name 


Parts 


Labor 


DVD Recorder 


One (1 ) Year 


One (1)Year 


Rechargeable Batteries, 
DVD-RAM Disc (in 
exchange for defective 
item) 


Ten (10) Days 


Not Applicable 



During the "Labor" warranty period there will be no charge for labor. During the "Parts" 
warranty period, there will be no charge for parts. You must carry-in or mail-in your product 
during the warranty period. If non-rechargeable batteries are included, they are not 
warranted. This warranty only applies to products purchased and serviced in the United 
States or Puerto Rico. This warranty is extended only to the original purchaser of a new 
product which was not sold "as is". A purchase receipt or other proof of the original purchase 
date is required for warranty service. 

Carry-In or Mail-In Service 

For Carry-In or Mail-In Service in the United States call 1-800-21 1 -PAN A (7262) or visit 
Panasonic Web Site: http://www.panasonic.com 

For assistance in Puerto Rico call Panasonic Puerto Rico, Inc. (787)-750-4300 or fax 
(787)-768-2910. 



Limited Warranty Limits And Exclusions 

This warranty ONLY COVERS failures due to defects in materials or workmanship, and 
DOES NOT COVER normal wear and tear or cosmetic damage. The warranty ALSO 
DOES NOT COVER damages which occurred in shipment, or failures which are caused 
by products not supplied by the warrantor, or failures which result from accidents, misuse, 
abuse, neglect, mishandling, misapplication, alteration, faulty installation, set-up adjustments, 
misadjustment of consumer controls, improper maintenance, power line surge, lightning 
damage, modification, or commercial use (such as in a hotel, office, restaurant, or other 
business), rental use of the product, service by anyone other than a Factory Servicenter or 
other Authorized Servicer, or damage that is attributable to acts of God. 

THERE ARE NO EXPRESS WARRANTIES EXCEPT AS LISTED UNDER 
"LIIVIITED WARRANTY COVERAGE". THE WARRANTOR IS NOT LIABLE 
FOR INCIDENTAL OR CONSEQUENTIAL DAMAGES RESULTING FROM 
THE USE OF THIS PRODUCT, OR ARISING OUT OF ANY BREACH OF THIS 
WARRANTY. (As examples, this excludes damages for lost time, travel to and 
from the servicer, loss of media or images, data or other recorded content. The 
items listed are not exclusive, but are for illustration only.) 
ALL EXPRESS AND IMPLIED WARRANTIES, INCLUDING THE WARRANTY 
OF MERCHANTABILITY, ARE LIMITED TO THE PERIOD OF THE LIMITED 
WARRANTY. 

Some states do not allow the exclusion or limitation of incidental or 
consequential damages, or limitations on how long an implied warranty lasts, so 
the exclusions may not apply to you. 

This warranty gives you specific legal rights and you may also have other rights 
which vary from state to state. If a problem with this product develops during 
or after the warranty period, you may contact your dealer or Servicenter. If 
the problem is not handled to your satisfaction, then write to the warrantor's 
Consumer Affairs Department at the addresses listed for the warrantor. 



PARTS AND SERVICE WHICH ARE NOT COVERED BY THIS LIMITED 
WARRANTY ARE YOUR RESPONSIBILITY. 



Customer Services Directory 



Obtain Product Information and Operating Assistance; locate your nearest Dealer or Servicenter; purchase Parts and 

Accessories; or make Customer Service and Literature requests by visiting our Web Site at: 

http:// www.panasonic. com/consumersupport 

or, contact us via the web at: 

http://www.panasonic.com/contactinfo 

You may also contact us directly at: 
1 -800-21 1-PANA (7262), 

Monday-Friday 9 am-9 pm; Saturday-Sunday 1 0 am-7 pm, EST. 

For hearing or speech impaired TTY users, TTY : 1-877-833-8855 



Accessory Purchases 



Purchase Parts, Accessories and Instruction Books online for all Panasonic Products by visiting our Web Site at: 
http://www.pstc.panasonic.com 
or, send your request by E-mail to: 
npcparts@us.panasonic. com 

You may also contact us directly at: 

1-800-332-5368 (Phone) 1-800-237-9080 (Fax Only) (Monday - Friday 9 am to 9 pm, EST.) 
Panasonic Service and Technology Company 
20421 84th Avenue South, Kent, WA 98032 

(We Accept Visa, MasterCard, Discover Card, American Express, and Personal Checks) 



For hearing or speech impaired TTY users, TTY : 1-866-605-1277 



Service in Puerto Rico 



Panasonic Puerto Rico, Inc. 

Ave. 65 de Infanteria, Km. 9.5, San Gabriel Industrial Park, Carolina, Puerto Rico 00985 
Phone (787)750-4300, Fax (787)768-2910 



As of January 2007 
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Referenda rapida en espahol (Spanish Quick Reference) 



Conexion basica 



Note: Puede que los terminales en el panel 

trasero de su TV y en el aparato integrando 
el convertidor y el descodificador no 
sean similares a como se ilustran a 
continuacion. Por favor consulte las 
etiquetas de los terminales con atencion 
para asegurar conexiones correctas. 

Conexion a una television y un aparato 
integrando el convertidor y el descodificador 



A la toma de 
corriente de CA 
(CA 120 V, 60Hz) 



AUDIO IN VIDEO 
R L IN 

©(§)(§) 



VHF/UHF 
RFIN 



paso 



Panel trasero de 
este aparato 



I Rojo Blanco Amarillo | 

f y ? 

paso 

I Rojo Blanco Amarillo I 

~ 

^ ^^miDIM. VIDEO ^^^n 



Panel trasero de la TV 



paso 



Rojo Blanco Amarillo 



paso 



9 



paso 



Cable de pared o senal 

de antena por via satelite 
T 
paso 



Rojo Blanco Amarillo 



AUDIO OUT VIDEO rf |n/ RFOUT 
R L OUT SATELLITE IN 




Panel trasero del aparato integrando 
el convertidor y el descodificador 



paso cable de control aparato integrando el convertidor ^ 
0 y el descodificador es necesario para utilizar un 

aparato integrando el convertidor y el descodificador 

con el mando a distancia de esta unidad. 
•Coloque el cable de control del aparato integrando el 

convertidor y el descodificador delante del sensor de 

senal del aparato. 
Lea las instrucciones de funcionamiento del aparato 
integrando el convertidor y el descodificador para saber como 
posicionar el sensor de senal 




Si fuera necesario, utilice una cinta adhesive de doble cara 
(incluida) para sujetar el cable de control del aparato integrando 
^1 convertidor y el descodificador en una superficie plana. ^ 

( Para disfrutar de una mejor calidad de imagen ^ 
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• El terminal 8 VIDEO OUT logra una imagen mas 
viva que la del terminal VIDEO OUT. 

(Los resultados reales dependen de la television). 

• Los terminales COMPONENT VIDEO OUT en este 
aparato se pueden utilizar para la salida entrelazada 
0 progresiva, para proporcionar una imagen mas pura 
que la del terminal S VIDEO OUT 

•Cuando este conectado a una unidad compatible con 
senales HDMI, se transmitira una senal digital de audio 
y video sin comprimir, lo que le permitira disfrutar de 
mayor calidad de imagen y sonido con solo un cable. 



Preparacion: 

• Ponga en marcha el televisor y seleccione la fuente 
de imagen adecuada correcta de acuerdo a las 
conexiones de la unidad. (Por ejempio: entrada AV) 

•Cuando utiliza aparato integrando el convertidor y el 
descodificador, asegurese de que este encendido. 



Ajuste del control del aparato integrando el 
convertidor y el descodificador y del reloj 



DVD/VHS 

POWER 




para encender el aparato. 

- Cuando esta unidad este conectada 
a un televisor Panasonic (VERA) que 
admita senales HDAVI Control 3 y 
este correctamente configurado, este 
automaticamente recopilara la informacion 
de configuracion del televisor. Siga los 
mensajes que le apareceran en pantalla. 



© A, T para 

seleccionar el idioma, 
y luego 



Selection de langue 



Press OK 
Pulse OK 
AppuyersurOK 



0 A, T para seleccionar la relacion 
de aspecto de la TV en "TV de 
4:3" o en "TV ancho de 16:9", y 
'uego 

•A! conectar a una TV con relacion de aspecto 4:3 

seleccione "TV de 4:3". 
•Al conectar a una TV con pantalla 

panoramica de 16:9 

seleccione "TV ancho de 16:9". 

^- N 

O A, T para seleccionar la funcion 
de inicio rapido "Encendido" u 
"Apagado", luego 



Ajuste Infrarojo de Recep. Mult, 



Esta unidad puede controlar su receptor 

multimedia cuando se conecta en la 
entrada IN1 usando un cable de control. 
Desea empezar la programaeion ahora? 



A , T para el 
ajuste del control 
del aparato 
integrando el 
convertidor y el descodificador 
"Sr o "No", luego 

-Si selecciona "No", entonces se muestra 
la pantalla "Ajuste manual del reloj" en el 
aparato (-> 89, paso 10). 
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© 



© 



© 



Ajuste Infrarojo de Recep. Mult.: 
A, T para seleccionar un 
elemento, luego 

Tipo Receptor Multimedia 

- Seleccione el servicio utilizado. 
Marca 

- Seleccione la marca del aparato integrando 
el convertidor y el descodificador. 

Maximo de dfgitos 

- Seleccione el numero maximo de digitos de 
canal a introducir en su aparato integrando el 
convertidor y el descodificador. 

Tecia de operacion OK 

- Seleccione si confirmar o no un canal 
pulsando OK conforme con su aparato 
integrante el codificador y el descodificador. 



A, T para seleccionar "Prueba", luego OK 

- Aparece la pantalla de confirmacion. ^ 





Introduzca un canal que pueda recibir su aparato 
integrante el convertidor y el descodificador. 

<, ► para seleccionar la posicion en 
que ha sido introducido el canal y A, T 
para ajustar el numero, luego 



Aparece la pantalla de confirmacion. 

A, T para seleccionar el 
elemento, luego 

Si, seleccione otros canales 

- Aunque esta unidad pueda seleccionar un canal en el 
aparato integrante el convertidor y el descodificador, 
se recomienda seleccionar "Si, seleccione otros 
canales" y comprobar si se pueden seleccionar y 
controlar correctamente otros canales. Paso 8) 

Si, programacion completa 

- Saiga de la pantalla de ajuste del control del aparato 
integrante el convertidor y el descodificador. 

No, Intentar otro codigo 

- Seleccione esta opcion si hay canales que no se 
pueden seleccionar. 

Si los canales no se pueden seleccionar 

conno se han ajustado, luego se visualizara 

"Si, empezar de nuevo." o "No, salir". 

"Si, empezar de nuevo." : Vuelva al Paso 6. 

Ajuste de nuevo los canales. 

"No, salir" : El aparato integrante el convertidor y 

el descodificador no se controla con esta unidad. 

Si no se puede seleccionar ningun canal, entonces 
esta unidad no puede controlar correctamente el 
aparato integrante el convertidor y el descodificador. 



Ajuste manual del reloj: 
A, ► para seleccionar el 
elemento que desea cambiar. 



A, T para cambiar el ajuste. 

- Repita los pasos 10-1 1 para cambiar los 
demas elementos. 




OK 



para confirmar una nueva 
fecha y hora. 

-El reloj se pone en funcionamiento. 



Reproduccion de discos o videocasetes 



HfMl E=l 


-R DLl 


1 -RW(V) 


Esa 


+R DL 




DVD-V 


-RW(VR) 





ODVD/VHS 
POWER para encender el aparato. 




DRIVE 

para seleccionar el 
dispositive (DVD o VHS). 



Inserte un disco o videocasete VHS. 



o 
PLAY 



Cm Consejos practicos 



Detener la reproduccion 
Oprima [■ STOP]. 

-La posicion de detencion se memoriza. 
-La posicion de detencion se borrara al pulsar el boton 
[■ STOP] dos o mas voces, o al pulsar [A OPEN/CLOSE]. 

Pausar la reproduccion 
Oprima [II PAUSE]. 

-Oprima de nuevo para reiniciar la reproduccion. 
Seleccion de grabaciones para reproducir 

Realice los pasos 1 a 3 de "Reproduccion de discos o 
videocasetes" arriba). 

1 . Oprima [DIRECT NAVIGATOR]. 

2. Oprima [A, T, M, ►] para seleccionar la grabacion que desea 
ver, luego oprima [OK]. 
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Grabacion de programas desde el aparato 
integrante el convertidor y el descodificador 



IzhVit g=l 



-R DL 




-RW(V) 




+R DL 



Preparacion: 

•lajfll Si el disco esta protegido, libere la proteccion. 
•OSS Asegurese de que la pestana contra 

borradura accidental este Intacta. 
• Use un disco o casete VHS con suficiente espacio 

en bianco disponible. 




DVD/VHS 

POWER 




para encender el aparato. 



DRIVE 

SELECT , . , 

nx. PSira seleccionar el 

dispositive (DVD o VHS). 



Inserte un disco o videocasete VHS. 



Cuando el aparato integrante el convertidor y el 
descodificador se controla con esta unidad: 



TRACKING/V-LOCK 



O 

A 

OH 
V 



para seleccionar el canal 
deseado. 



Cuando el aparato integrante el convertidor y el 
descodificador no esta controlado con esta unidad: 

iNpyisELECT para seleccionar "IN1 " o 
^^"IN2". 

-Seleccione un canal en el equipo conectado. 



RECMODE 



para seleccionar el modo 
de grabacion. 

V 

® para comenzar a grabar. 



Consejos practicos 

Pausar la grabacion 
Oprinna [II PAUSE]. 

-Oprinna de nuevo para reiniciar la grabacion. 

Detener la grabacion 
Oprinna [■ STOP]. 



Grabacion programada 



-R DL 




-RW(V) 




+R DL 



Preparacion: 

•CHJI Si el disco esta protegido, libere la proteccion. 
•OSS Asegurese de que la pestana contra 

borradura accidental este Intacta. 
• Inserte un disco o casete VHS con suficiente 

espacio en bianco disponible. 
•Confirme que el reloj en el visualizador del aparato 

este ajustado con la hora correcta. 



© A , T para seleccionar "Nueva 
grabacion programada", luego 



M, ► para desplazarse a traves 
de los elementos, y A, T para 
ajustarlos. 

Canal/Entrada - Emisora de TV/Entrada externa 
Cuando el aparato integrante el convertidor y el 
descodificador se controla con esta unidad: 

Oprinna los botones nunnerados para ajustar el canal. 
Cuando el aparato integrante el convertidor y el 
descodificador no esta controlado con esta unidad: 

Seleccione la entrada a la que esta conectado el 
aparato integrante el convertidor y el descodificador y 
ajuste un canal en el equipo conectado antes de que 
ennpiece la grabacion progrannada. 

Fecha/Frecuencia - Puede ajustar un programa 
diario o semanal. 

Act. (hora de inicio) / Des. (hora de finalizacion) 

- Mantenga el boton 
oprimido para cambiar en 
incrementos de 30 minutos. 

Unid. - DVD 0 VHS 

Modo - Modo de grabacion 

Nombre (solo para discos) 

- Oprima [OK], para 
introducir el texto en la 
pant alla de nombre. 



Nombre ~| 



Vista preliminar del canal seleccionado ■ 



I (g^'" ©SUBMENU ©Suprii^ 



o 




OK 



-Repita los pasos 2 a 4 para programar 
otras grabaciones. 
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© 



DVD/VHS 

POWER 




cuando haya finalizado los 
cambios de programacion. 

-El indicador "©" se enciende en el 
visualizador del aparato. 
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Copiar 



( Copiar (VHS ^ DVD) 



J 



-RbL 


1 -RW(V) 


Da 


+R DL 



P repar acion: 

•Ufilfll Si el disco esta protegido, libere la proteccion. 

• Inserte un disco con suficiente espacio en bianco 
disponible. 

•Seleccione el modo de grabacion de DVD. 

• Inserte la cinta VHS que contenga el programa a 
ser copiado. Detenga la cinta en el punto desde el 
quiera empezar a copiar. 



En el aparato principal 

Mientras que tanto el dispositive de DVD, como 
de VHS se encuentran detenidos 

Oprima y mantenga 

VHS (<j(^pwj^^j DVD oprimiendo por alrededor 
de 3 segundos. 



-R DL 




-RW(V) 




+R DL 



^ r»l^ para copiar y automaticamente 
^ finalizar al acabar. 



-Si oprime [I 
el copiado. 



STOP], puede cancelar 



- O - 



O 

PLAY 



para copiar sin finalizar. 

-Si oprime [■ STOP], puede 
cancelar el copiado. 



-La copia se finaliza automaticamente cuando la cinta 
alcanza su final o cuando el disco se llena. 



(Copiar (DVD ^ VHS) 



^ una 

Preparacion: 

•OSS Asegurese de que la pestana contra 
borradura accidental este Intacta. 

• Inserte una cinta VHS con suficiente espacio en 
bianco disponible. Detenga la cinta en el punto al 
que quiera empezar a copiar. 

•Seleccione el modo de grabacion de VHS. 

• Inserte el disco que contenga el programa a ser copiado. 



Borrado de grabaciones con el navegador 
de borrado (BORRAR Navegador) 



Importante: Una vez borrados, los contenidos no podran recuperarse. 



Preparacion: 

• Inserte un disco y oprima OPEN/CLOSE] de 

nuevo para cerrar la bandeja. 
•Si el disco esta protegido, libere la proteccion. 

DRIVE 

SELECT 

" P^''^ seleccionar el dispositive DVD. 



Con el aparato sin estar en ejecucion 




▼ para seleccionar "Borrai", y luego 

/ 

O A, T, ^, ► para seleccionar la 
grabacion, y luego 

V. ^ 

^ 

< para seleccionar "Borrai", y luego ^^u.. 



Consejos practices 



Para volver a la pantalla anterior 

Oprima [RETURN]. 

Para ver otras paginas 

Oprinna [A, T, <, ►] para seleccionar "Atras" o "Avanza" y oprinna 
[OK]. 

•Tannbien puede oprinnir [ \« , ►►I ] para ver otras paginas. 
Edicion multiple 

Seleccione con [A, T, ^, ►]y oprinna [II PAUSE]. (Repetir.) 
•Aparece una nnarca de verificacion. Oprinna [II PAUSE] de nuevo 
para cancelar. 

Borrar grabaciones durante la reproduccion 

1. Durante la reproduccion, pulse [DELETE]. 

2. Pulse [<] para seleccionar "Borrar"; a continuacion, pulse [OK]. 



En el aparato principal 




Oprima y mantenga 
oprimiendo por alrededor 
de 3 segundos. 

-La copia automaticamente se detiene 
cuando la reproduccion del disco 
finaliza o cuando la cinta llega al final. 
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Index 



O Angle 50 

Audio 

attributes 50 

language 54 

Auto Mode 22 

0 Change Thumbnail 41 

Chasing Playback 24 

Cleaning 

disc 67 

lens 3 

main unit 3 

video heads 3 

Clock Settings 53 

Closed Caption 57 

CM Skip 29 

Connection 

amplifier, system component 65 

DV IN terminal 27 

external device 26, 27 

HDMI 9, 65 

set top box 8 

television 8, 9, 63, 64, 65 

Copying Recordings 18, 19 

Copying Still Pictures 44 

CPRM 84 

Create Chapter 29, 46 

Create DVD Top Menu 49 

O Delete 

album 43, 45 

all recordings 48 

chapter 46 

recording 20, 40 

still picture 43, 45 

Delete Navigator 20, 45 

Dialog Enhancer 51 

Direct Navigator 28, 40 

Divide Recording 41 

DNR 51 

DST 12 

DV Camcorder recording 27 

DVD-RAM, DVD-R, DVD-R DL, 

DVD-RW, +R, +R DL, +RW 66 



Q Enter name 

album 37, 43 

disc 37, 47 

recording 37, 40 

Erasure prevention tab 13 

External Device 26, 27 

O Finalize 23,49,84 

Flexible Recording 24 

Format 23, 48, 84 

FR (Flexible Recording) Mode 22 

FUNCTIONS Window 37 

O HDAVI Control 38,39 

HDMI 9, 59, 65, 84 

O Jet Rewind 34 

JPEG 32, 69, 84 

O Language 

code list 51 

on-screen 57 

soundtrack 50 

subtitle 50 

Menu 

MP3 31 

on-screen 50 

Pictures 32 

Setup 52 

Mode 

recording 22 

still mode 55 

MPS 31,69, 84 

Q Noise reduction (NR) 

DNR 51 

Line-in NR 51 

© On-screen 

language 57 

menus 50 

status messages 36 

O PCM Down Conversion 56 

Picture 51 

Playlist 30 

Progressive 84 

Properties 

playlist 30 

recording 40 

still picture 33 



Protection 

album 43 

card 47 

cartridge 47 

disc 47 

recording 41 

still picture 43 

© Quick Start 53 

Quick View 29 

O Ratings 54 

Record 

Flexible Recording 24 

from a VCR 26 
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Information on Disposal in other Countries outside the 
European Union 



This symbol is only valid in the European Union. 
If you wish to discard this product, please contact your 
local authorities or dealer and ask for the correct method 
of disposal. 
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